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1	Introduction
This is a TP to TR 38.717-03-02 to add CA_n28-n40-n78 with 2UL.
************************************* Start of TP*****************************************
5.1.x	CA_n28-n40-n78
5.1.x.1		Operating bands for CA
Table 5.1.x.1-1: Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n28-n40-n78
	n28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	n40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD



5.1.x.2	Channel bandwidths per operating band for CA
Table 5.1.x.2-1: Supported channel bandwidths per CA configuration
	NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30 
	40
	50
	60
	80
	90
	100
	

	CA_n28A-n40A-n78A
	CA_n28A-n40A
CA_n28A-n78A
CA_n40A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	
	
	

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	100
	



5.1.x.3	UE co-existence studies
The harmonic issues have been already analyzed in 3DL/1UL WI. For inter-modulation issues the IMD products are studied below. 
Table 5.1.x.3-1: Band n28 and Band n40 UL IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	703
	748
	2300
	2400

	DL Frequency [MHz]
	758
	803
	2300
	2400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1552
	1697
	3003
	3148

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	994
	804
	3852
	4097

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3706
	3896
	5303
	5548

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	291
	56
	6152
	6497

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3394
	3104
	6006
	6296

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4409
	4644
	7603
	7948

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	8897
	8452
	692
	412

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	5794
	5404
	2356
	2691

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	9903
	10348
	5112
	5392

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	8306
	8696
	6709
	7044



For CA_n28-n40 UL, the 3rd and 4th order IMD products are falling inside band n78 DL as shown in above analysis. 
Table 5.1.x.3-2: Band n28 and Band n78 UL IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	703
	748
	3300
	3800

	DL Frequency [MHz]
	758
	803
	3300
	3800

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2552
	3097
	4003
	4548

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2394
	1804
	5852
	6897

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4706
	5296
	7303
	8348

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1691
	1056
	9152
	10697

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	6194
	5104
	8006
	9096

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5409
	6044
	10603
	12148

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14497
	12452
	308
	988

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	9994
	8404
	4356
	5491

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	13903
	15948
	6112
	6792

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11306
	12896
	8709
	9844



For CA_n28-n78 UL, the 4th order IMD product is falling inside band n40 DL as shown in above analysis. 
Table 5.1.x.3-3: Band n40 and Band n78 UL IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	2300
	2400
	3300
	3800

	DL Frequency [MHz]
	2300
	2400
	3300
	3800

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	900
	1500
	5600
	6200

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	800
	1500
	4200
	5300

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7900
	8600
	8900
	10000

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	3100
	3900
	7500
	9100

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3000
	1800
	11200
	12400

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	10200
	11000
	12200
	13800

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	12900
	10800
	6300
	5400

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6800
	5100
	600
	700

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15500
	17600
	12500
	13400

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14500
	16200
	13500
	14800



For CA_n40-n78 UL, the 3rd order IMD product is falling inside band n28 DL as shown in above analysis. 
5.1.x.4	REFSENS requirements
The IMD issues specific to 3DL/2UL are the cases that IMDs generated by dual uplink fall into the third Rx band; otherwise, IMD issues are already specified in 2DL/2UL CAs. Since the IMD3 affecting n28 only impact the upper 3 MHz no test point can be defined, hence also no MSD is defined since it would be negligible. 
Table 5.1.x.4-1: MSD for the CA configuration
	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	CA_n28A-n40A-n78A
	n28
	708
	5
	25
	2120
	N/A
	FDD
	N/A

	
	n40
	2310
	5
	25
	2310
	N/A
	TDD
	N/A

	
	n78
	3736
	10
	50
	3736
	15.7
	TDD
	IMD32

	
	n28
	708
	5
	25
	763
	N/A
	FDD
	N/A

	
	n40
	2134
	5
	25
	2134
	14.2
	TDD
	IMD3

	
	n78
	3550
	10
	50
	3550
	N/A
	TDD
	N/A

	NOTE 2:	This band is subject to IMD4 also which MSD is not specified



************************************* End of TP*****************************************
