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1	Introduction
This is a TP to TR 38.717-03-02 to add CA_n25-n41-n78 with 2UL.
************************************* Start of TP*****************************************
5.1.x	CA_n25-n41-n78
5.1.x.1		Operating bands for CA
Table 5.1.x.1-1: Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n25A-n41A-n78A
	n25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	FDD

	
	n41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD



5.1.x.2	Channel bandwidths per operating band for CA
Table 5.1.x.2-1: Supported channel bandwidths per CA configuration
	NR CA Configuration
	UL Config
	NR Band
	SCS [kHz]
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	Bandwidth combination set

	CA_n25A-n41A-n78A
	CA_n25A-n41A, CA_n25A_n78A, CA_n41A-n78A
	n25
	15
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	
	30
	
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	
	60
	
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n41
	15
	
	10
	15
	20
	
	30
	40
	50
	
	
	
	
	
	

	
	
	
	30
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	
	60
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n78
	15
	
	10
	15
	20
	25
	30
	40
	50
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	20
	25
	30
	40
	50
	60
	70
	80
	90
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	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n25A-n41A-n78(2A)
	CA_n25A-n41A, CA_n25A_n78A, CA_n41A-n78A
	n25
	15
	5
	10
	15
	20
	25
	30
	40
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	n41
	15
	
	10
	15
	20
	
	30
	40
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	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	
	60
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	





5.1.x.3	UE co-existence studies
For UE coexistence study of Band n25 + Band n41, Band n25 + Band n78, and Band n41 + band n78, the 2nd, 3rd, 4th and 5th order harmonics are already analyzed in 3DL/1UL WI. The 2nd, 3rd, 4th and 5th order intermodulation products are calculated and presented in Table 5.1.x.3-1, 5.1.x.3-2 and 5.1.x.3-3, respectively.
For CA_n25-n41 the 3rd and 5th IMD products are falling inside n78 as shown in the following analysis. 
Table 5.1.x.3-1: Band n25 and Band n41 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	1850
	1915
	2496
	2690

	DL Frequency [MHz]
	1930
	1995
	2496
	2690

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	581
	840
	4346
	4605

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1010
	1334
	3077
	3530

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6196
	6520
	6842
	7295

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	2860
	3249
	5573
	6220

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	1680
	1162
	8692
	9210

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8046
	8435
	9338
	9985

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	8910
	8069
	5164
	4710

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	4370
	3658
	753
	170

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	11834
	12675
	9896
	10350

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11188
	11900
	10542
	11125



For CA_n25-n78 there is no IMD products inside n41 as shown in the following analysis. 
Table 5.1.x.3-2: Band n25 and Band n78 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	1850
	1915
	3300
	3800

	DL Frequency [MHz]
	1930
	1995
	3300
	3800

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1385
	1950
	5150
	5715

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	100
	530
	4685
	5750

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7000
	7630
	8450
	9515

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1750
	2445
	7985
	9550

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3900
	2770
	10300
	11430

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8850
	9545
	11750
	13315

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	13350
	11285
	4360
	3600

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	7700
	6070
	855
	2050

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15050
	17115
	10700
	11460

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	13600
	15230
	12150
	13345



For CA_n41-n78 the 3rd and 4th IMD products are falling inside n25 as shown in the following analysis. 
Table 5.1.x.3-3: Band n41 and Band n78 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	2496
	2690
	3300
	3800

	DL Frequency [MHz]
	2496
	2690
	3300
	3800

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	610
	1304
	5796
	6490

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1192
	2080
	3910
	5104

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	8292
	9180
	9096
	10290

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	3688
	4770
	7210
	8904

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	2608
	1220
	11592
	12980

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	10788
	11870
	12396
	14090

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	12704
	10510
	7460
	6184

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6408
	4520
	1470
	112

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15696
	17890
	13284
	14560

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14892
	16780
	14088
	15670



Co-existence studies shows that
· The 3rd IMD generated by dual uplink of Band n25 + Band n41 may fall into own Rx of band n78.
· The 5th IMD generated by dual uplink of Band n25 + Band n41 may fall into own Rx of band n78.
· The 3rd IMD generated by dual uplink of Band n41 + Band n78 may fall into own Rx of band n25.
· The 4th IMD generated by dual uplink of Band n41 + Band n78 may fall into own Rx of band n25.
5.1.x.4	REFSENS requirements
The IMD issue specific to 3DL/2UL for dual uplink of Band n25 + Band n41 is that the 3rd and 5th order IMD may fall into own Rx of band n78. As this IMD issue is the same as CA_n25-n38-n78, these MSD values are reused. 
The IMD issue specific to 3DL/2UL for dual uplink of Band n41 + Band n78 is that the 4th and 5th order IMD may fall into own Rx of band n25. IMD4 and IMD5 issues are the same as CA_n25-n38-n78 (n41 and n38 same range), thus the MSD values are reused.
	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	
	n25
	1852.5
	5
	25
	1932.5
	16.4
	FDD
	IMD3

	CA_n25A-n41A-n78A
	n41
	2617.5
	5
	25
	2617.5
	N/A
	TDD
	N/A

	
	n78
	3305
	10
	50
	3305
	N/A
	TDD
	N/A

	
	n25
	1870
	5
	25
	1950
	N/A
	FDD
	N/A

	
	n41
	2610
	5
	25
	2610
	N/A
	TDD
	N/A

	
	n78
	3350
	10
	50
	3350
	14.8
	TDD
	IMD31

	
	n25
	1880
	5
	25
	1960
	8.6
	FDD
	IMD4

	
	n41
	2570
	5
	25
	2570
	N/A
	TDD
	N/A

	
	n78
	3550
	10
	50
	3550
	N/A
	TDD
	N/A

	NOTE 1:	This band is subject to IMD5 also which MSD is not specified.



************************************* End of TP*****************************************
