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1	Introduction
This is a TP into TR 38.717-02-01 to add CA_n5A-n29A.
************************************* Start of TP*****************************************
[bookmark: _Toc527641601]6.x	n5-n29
[bookmark: _Toc527641602]6.x.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc527641603]6.x.1.1		Operating bands for CA
Table 6.x.1.1-1: CA band combination of band n5 and n29
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	n29
	
	N/A
	
	717 MHz
	–
	728 MHz
	SDL



[bookmark: _Toc527641604]6.x.1.2		Channel bandwidths per operating band for CA
Table 6.x.1.2-1: Supported bandwidths per CA band combination of band n5 and n29
	NR CA configuration
	UL
	NR Band
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70 MHz
	80
MHz
	90
MHz
	100 MHz
	BCS

	CA_n5A-n29A
	-
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	



[bookmark: _Toc527641605]6.x.1.3		UE co-existence studies
Table 6.x.1.3-1 lists up to 7th harmonics for n5A-n29A which shows that there are no harmonics issues.
Table 6.x.1.3-1: Impact of UL/DL Harmonic 
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic
	5th Harmonic
	6th Harmonic
	7th Harmonic

	
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	n5
	824
	849
	869
	894
	1648
	1698
	2472
	2547
	3296
	3396
	4120
	4245
	4944
	5094

	n29
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A



Table 6.x.1.3-2 list harmonic mixing issue for the 2DL bands CA with 1 UL. As can be seen there are no harmonic mixing issues.
Table 6.x.1.3-2 Harmonic mixing for 2DLs/1UL
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	n5
	824
	849
	869
	894
	1738
	1788
	2607
	2682
	3476
	3576

	n29
	N/A
	N/A
	717
	728
	1434
	1456
	2151
	2184
	2868
	2912



[bookmark: _Toc527641606]6.x.1.4		∆TIB and ∆RIB values
[bookmark: _Toc527641607]For CA_n5-n29, the TIB,c value is derived from 36.101 CA_5-29 and is given in the table below.
Table 6.x.1.4-1: ΔTIB,c
	NR CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n5-n29
	n5
	0.5



6.x.1.5 		REFSENS requirements
As can be seen in the co-existence studies in 6.x.1.3 there are no harmonics issues.
6.x.1.6 		OOB blocking exception requirements
No need to specify OOB exception requirement for CA_n5-n29
************************************* End of TP*****************************************

