[bookmark: Title][bookmark: DocumentFor]3GPP TSG-RAN WG4 Meeting # 101-e	R4-2118670
Electronic Meeting, August. Nov. 1st – 12th, 2021
Title:	TP to TR 38.717-03-02: Addition of CA_n2-n29-n77
Source:	Nokia, AT&T
Agenda item:	7.10.2
Document for:	Approval
1	Introduction
This is a TP to TR 38.717-03-02 to add CA_n2-n29-n77 with 2UL.
************************************* Start of TP*****************************************
5.1.x	CA_n2-n29-n77
5.1.x.1		Operating bands for CA
Table 5.1.x.1-1: Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n2A-n29A-n77A
	n2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	n29
	
	N/A
	
	717 MHz
	–
	728 MHz
	SDL

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD



5.1.x.2	Channel bandwidths per operating band for CA
Table 5.1.x.2-1: Supported channel bandwidths per CA configuration
	NR CA Configuration
	UL Config
	NR Band
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	Bandwidth combination set

	CA_n2A-n29A-n77A
	CA_n2-n77
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n2(2A)-n29A-n77A
	CA_n2-n77
	n2
	See CA_n2(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n2A-n29A-n77(2A)
	CA_n2-n77
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1in Table 5.5A.2-1
	




5.1.x.3	UE co-existence studies
The harmonic issues have been already analyzed in 3DL/1UL WI. For inter-modulation issues the IMD products are already addressed in 2DL 2UL fall back for CA_n2-n77 in the specification 38.101. 
For CA_n2-n77 there is no IMD falling inside n29 as shown in the following analysis. 
Table 5.1.x.3-1: Band n2 and Band n77 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	1850
	1910
	3300
	4200

	DL Frequency [MHz]
	1930
	1990
	3300
	4200

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1390
	2350
	5150
	6110

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	500
	520
	4690
	6550

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7000
	8020
	8450
	10310

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1350
	2430
	7990
	10750

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	4700
	2780
	10300
	12220

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8850
	9930
	11750
	14510

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14950
	11290
	4340
	3200

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	8900
	6080
	870
	2850

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15050
	18710
	10700
	11840

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	13600
	16420
	12150
	14130



5.1.x.4	REFSENS requirements
There are no additional MSD requirements for this band combination 
************************************* End of TP*****************************************
