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<End of Change 1>
8.2.2.2.x	 Interruptions at NR SRS antenna port switching
When SRS antenna port switching is conducted on SRS resource in SRS resource set with higher layer parameter usage set as 'antennaSwitching', UE is allowed to cause DL interruption of up to X slots on carriers in the band affected by antenna port switching indicated by txSwitchImpactToRx, and UE is allowed to cause UL interruption of up to X slots on carriers in the band which switches together indicated by txSwitchWithAnotherBand, provided that:
· the SRS switching is not colliding with any other transmission with higher priority defined in TS 38.214 [26].
· the SRS antenna port switching is not colliding with any SSB/CSI-RS based L3/L1 measurements and the measurements for RLM/BFD.
Where X is specified in Table 8.2.2.2.x-1
Table 8.2.2.2.x-1: Interruption length X (slot)
	[image: ]
	NR Slot
length of victim cell (ms)
	Interruption length X (slots)

	
	
	Sub carrier spacing for agressor cell (kHz)

	
	
	15
	30
	60

	0
	1
	2
	2
	2

	1
	0.5
	2
	2
	2

	2
	0.25
	3
	2
	2

	3
	0.125
	5
	3
	3

	Note: Performance degradation can be expected on one OFDM symbol before each SRS resource and one OFDM symbol after each SRS resource configured for antenna switching which is not overlapped with the guard period defined in TS 38.214 [26] on the carrier where SRS antenna switching occurs.





<End of Change 1>
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