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1 Introduction
RAN2 send LS [1] to RAN4 ask about the BCS5 release independent issues as shown in below table. This paper provides our view on this.
	1. Overall Description:

RAN2 would like to thank RAN4 for their LS R4-2108002 on the UE capability of BCS4/5. RAN2 has discussed the two solutions provided in R4-2108002 for the extra capability signalling of BCS5, and agreed to support Solution 2.

RAN2 discussed whether BCS5 can be release independent, as it is technically feasible to make BCS5 release independent by Introducing the signalling for BCS5 from Rel-17 with a magic sentence in the specification allowing for early implementation since Rel-15, from the perspective of RAN2. However RAN2 did not reach any consensus on the BCS5 early implementation. RAN2 also discussed whether BCS4/5 can be reported together or not and did not conclude. To complete the design of BCS4/5 in the RAN2 specification, RAN2 would like to ask the followings:

Question 1: Is BCS5 required to be release independent by RAN4?

Question 2: Can BCS5 be reported together with BCS4 or not?


2 Discussion

Question 1: Is BCS5 required to be release independent by RAN4?
Regarding the question 1, it has been agreed in RAN4 that BCS4 and BCS5 shall be requested together because there is no difference in the MSD analysis, and also in the RAN2 LS it is clear that with the magic sentence BCS5 can also be supported from Rel-15. Therefore, in our view BCS5 should be also release independent together with BCS4.
Proposal 1:         Reply RAN2 that “Yes, BCS5 should be also release independent from Rel-15”.

Question 2: Can BCS5 be reported together with BCS4 or not?
Regarding the question 2, in our view there is no need to report both BCS5 and BCS4 to NW, UE can report either BCS4 or BCS5 for a band combination.
Proposal 2:         Reply RAN2 that “No, UE can report either BCS4 or BCS5 for a band combination”.
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