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[bookmark: _Toc21339388][bookmark: _Toc29804605][bookmark: _Toc36548175][bookmark: _Toc37253393][bookmark: _Toc37253725][bookmark: _Toc37321494][bookmark: _Toc37322679][bookmark: _Toc45889547][bookmark: _Toc52203738][bookmark: _Toc53172528][bookmark: _Toc61118295][bookmark: _Toc67923091][bookmark: _Toc75295754][bookmark: _Toc76510179]6.3.4.4	Aggregate power tolerance
The aggregate power control tolerance is the ability of the UE transmitter to maintain its power in a sub-frame (1 ms) during non-contiguous transmissions within 21ms in response to 0 dB TPC commands with respect to the first UE transmission and all other power control parameters as specified in 38.213 kept constant.
The minimum requirements specified in Table 6.3.4.4-1 apply when the power of the target and reference sub-frames are within the power range bounded by the minimum output power as defined in clause 6.3.1 and Pint as defined in clause 6.3.4.2. The minimum requirements specified in Table 6.3.4.4-2 apply when the power of the target and reference sub-frames are within the power range bounded by Pint as defined in clause 6.3.4.2 and the maximum output power as specified in clause 6.2.1.
Table 6.3.4.4-1: Aggregate power tolerance, Pint ≥ P ≥ Pmin
	TPC command
	UL channel
	Aggregate power tolerance within 21 ms

	0 dB
	PUCCH
	± 5.5 dB

	0 dB
	PUSCH
	± 5.5 dB



Table 6.3.4.4-2: Aggregate power tolerance, Pmax ≥ P > Pint
	TPC command
	UL channel
	Aggregate power tolerance within 21 ms

	0 dB
	PUCCH
	± 3.5 dB

	0 dB
	PUSCH
	± 3.5 dB
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