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<Start of Change 1>
9.2.5	Intrafrequency measurements without measurement gaps
9.2.5.1	Intrafrequency cell identification

<Unmodified text omitted >

Table 9.2.5.1-4: Time period for PSS/SSS detection, deactivated SCell (FR1)
	DRX cycle
	TPSS/SSS_sync_intra

	No DRX
	Ceil(5 x Kp) x measCycleSCell x CSSFintra

	DRX cycle≤ 320ms
	Ceil(5 x Kp) x max(measCycleSCell, 1.5M2 Note 1xDRX cycle) x CSSFintra

	DRX cycle> 320ms
	Ceil(5 x Kp) x max(measCycleSCell, DRX cycle) x CSSFintra

	NOTE 1:	When [highSpeedMeasFlag-r16] is not configured, M2 = 1.5; When [highSpeedMeasFlag-r16] is configured, M2 = 1.5 if SMTC periodicity > 40 ms; otherwise M2 = 1




Table 9.2.5.1-6: Time period for time index detection, deactivated SCell (FR1)
	DRX cycle
	TSSB_time_index_intra

	No DRX
	Ceil(3 x Kp) x measCycleSCell x CSSFintra

	DRX cycle≤ 320ms
	Ceil(3 x Kp) x max(measCycleSCell, 1.5M2 Note 1xDRX cycle) x CSSFintra

	DRX cycle> 320ms
	Ceil(3 x Kp) x max(measCycleSCell, DRX cycle) x CSSFintra

	NOTE 1:	When [highSpeedMeasFlag-r16] is not configured, M2 = 1.5; When [highSpeedMeasFlag-r16] is configured, M2 = 1.5 if SMTC periodicity > 40 ms; otherwise M2 = 1



9.2.5.2	Measurement period
The measurement period for intra-frequency measurements without gaps is as shown in table 9.2.5.2-1, 9.2.5.2-2, 9.2.5.2-3 (deactivated SCell) or 9.2.5.2-4(deactivated SCell). When highSpeedMeasFlag-r16 is configured, T SSB_measurement_period_intra is specified in Table 9.2.5.2-5.
If the higher layer signaling in TS38.331 [2] signalling of smtc2 is present and smtc1 is fully overlapping with measurement gaps and smtc2 is partially overlapping with measurement gaps, requirements are not specified for TSSB_measurement_period_intra
If MCG DRX is in use, measurement period requirements for intra-frequency measurement in MCG specified in Table 9.2.5.2-1, Table 9.2.5.2-2, Table 9.2.5.2-3 and Table 9.2.5.2-4 shall depend on the MCG DRX cycle. If SCG DRX is in use, measurement period requirements for intra-frequency measurement in SCG specified in Table 9.2.5.2-1, Table 9.2.5.2-2, Table 9.2.5.2-3 and Table 9.2.5.2-4 shall depend on the SCG DRX cycle. Otherwise, the requirements for when DRX is not in use shall apply.
For FR2, a longer measurement period is allowed, if aperiodic CSI-RS resource is measured for L1-RSRP measurement on any FR2 serving frequency in the same band, and the CSI-RS resource is outside measurement gap and overlapped with any of the SSB symbols and the RSSI symbols, and 1 symbol before each consecutive SSB symbols and the RSSI symbols, and 1 symbol after each consecutive SSB symbols and the RSSI symbols. If SSB-ToMeasure or SS-RSSI-Measurement is configured, the SSB symbols are indicated by the union set of SSB-ToMeasure from all the configured measurement objects on the same band which can be merged and the RSSI symbols are indicated by SS-RSSI-Measurement.
Table 9.2.5.2-1: Measurement period for intra-frequency measurements without gaps (FR1)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max(200ms, ceil( 5 x Kp) x SMTC period)Note 1 x CSSFintra

	DRX cycle≤ 320ms
	max(200ms, ceil(1.5x 5 x Kp) x max(SMTC period,DRX cycle)) x CSSFintra

	DRX cycle>320ms
	ceil( 5 x Kp ) x DRX cycle x CSSFintra

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified



Table 9.2.5.2-2: Measurement period for intra-frequency measurements without gaps (FR2)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max(400ms, ceil(Mmeas_period_w/o_gaps x Kp x Klayer1_measurement) x SMTC period)Note 1 x CSSFintra

	DRX cycle≤ 320ms
	max(400ms, ceil(1.5x Mmeas_period_w/o_gaps x Kp x Klayer1_measurement) x max(SMTC period,DRX cycle)) x CSSFintra 

	DRX cycle>320ms
	ceil(Mmeas_period_w/o_gaps xKp x Klayer1_measurement ) x DRX cycle x CSSFintra

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified



Table 9.2.5.2-3: Measurement period for intra-frequency measurements without gaps (deactivated SCell) (FR1)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	Ceil(5 x Kp) x measCycleSCell x CSSFintra

	DRX cycle≤ 320ms
	Ceil(5 x Kp) x max(measCycleSCell, 1.5xDRX cycle) x CSSFintra

	DRX cycle> 320ms
	Ceil(5 x Kp) x max(measCycleSCell, DRX cycle) x CSSFintra



Table 9.2.5.2-4: Measurement period for intra-frequency measurements without gaps (deactivated SCell) (FR2)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	Ceil(Mmeas_period_w/o_gaps x Kp) x measCycleSCell x CSSFintra

	DRX cycle≤ 320ms
	Ceil(Mmeas_period_w/o_gaps x Kp) x max(measCycleSCell, 1.5xDRX cycle) x CSSFintra

	DRX cycle> 320ms
	Ceil(Mmeas_period_w/o_gaps x Kp) x max(measCycleSCell, DRX cycle) x CSSFintra



Table 9.2.5.2-5: T SSB_measurement_period_intra When highSpeedMeasFlag-r16 is configured (Frequency range FR1
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX Note 2
	max(200ms, ceil( 5 x Kp) x SMTC period)Note 1 x CSSFintra

	DRX cycle≤ 160ms
	max(200ms, ceil(5 x M2 Note 2 x Kp) x max(SMTC period,DRX cycle)) x CSSFintra

	160ms < DRX cycle≤ 320ms
	ceil(4 x M2 Note 2 x Kp) x DRX cycle x CSSFintra

	DRX cycle>320ms
	ceil( Y Note 3 x Kp ) x DRX cycle x CSSFintra

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified
NOTE 2:	M2 = 1.5 if SMTC period > 40 ms, otherwise M2=1
NOTE 3:	Y=3 when SMTC period <= 40ms, Y=5 when SMTC period > 40ms
NOTE 4:	When highSpeedMeasFlag-r16 is configured, the requirements apply only to UE supporting either measurementEnhancement-r16 or [intraRAT-MeasurementEnhancement-r16] on measurements of the primary component carrier and do not apply to measurements of a secondary component carrier with active SCell.



Table 9.2.5.2-6: Measurement period for intra-frequency measurements without gaps when [highSpeedMeasFlag-r16] is configured (deactivated SCell) (FR1)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	ceil( 5 x Kp) x measCycleSCell x CSSFintra

	DRX cycle≤ 160ms
	ceil(5 x Kp) x max(measCycleSCell, M2 Note 1 x DRX cycle) x CSSFintra

	160ms < DRX cycle≤ 320ms
	ceil(4 x Kp) x max(measCycleSCell, M2 Note 1 x DRX cycle) x CSSFintra

	DRX cycle>320ms
	ceil(Y Note 2 x Kp ) x max(measCycleSCell, DRX cycle) x CSSFintra

	NOTE 1:	M2 = 1.5 if SMTC periodicity > 40 ms, otherwise M2=1
NOTE 2:	Y=3 when SMTC <= 40ms, Y=5 when SMTC > 40ms




<End of Change 1>

<Start of Change 2>
[bookmark: _Hlk45205855]9.3.4	Inter-frequency measurement with measurement gaps
<Unmodified text omitted >

Table 9.3.4-3: Time period for time index detection (Frequency range FR1)
	Condition NOTE1,2
	TSSB_time_index_inter

	No DRX
	Max(120ms, 3  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(120ms, Ceil(3  1.5M2)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	3  DRX cycle  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 2:	When [highSpeedMeasFlag-r16] is not configured, M2 = 1.5; When [highSpeedMeasFlag-r16] is configured, M2 = 1.5 if SMTC periodicity > 40 ms; otherwise M2 = 1





9.3.5	Inter-frequency measurements
When measurement gaps are provided for inter frequency measurements, or the UE supports capability of conducting such measurements without gaps, the UE physical layer shall be capable of reporting SS-RSRP, SS-RSRQ and SS-SINR measurements to higher layers with measurement accuracy as specified in clauses 10.1.4, 10.1.5, 10.1.9, 10.1.10, 10.1.14 and 10.1.15, respectively,  as shown in table 9.3.5-1 and 9.3.5-2:
Table 9.3.5-1: Measurement period for inter-frequency measurements with gaps (Frequency FR1)
	Condition NOTE1,2
	T SSB_measurement_period_inter

	No DRX
	Max(200ms, 8  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(200ms, Ceil(8  1.5)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	8  DRX cycle  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.



Table 9.3.5-2: Measurement period for inter-frequency measurements with gaps (Frequency FR2)
	Condition NOTE1,2
	T SSB_measurement_period_inter

	No DRX
	Max(400ms, Mmeas_period_inter  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(400ms, (1.5  Mmeas_period_inter)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Mmeas_period_inter  DRX cycle  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.



Table 9.3.5-3: Measurement period for inter-frequency measurements with gaps when [highSpeedMeasFlag-r16] (Frequency FR1)
	DRX cycle
	T SSB_measurement_period_inter  

	No DRX
	Max(200ms, 7 × Max(MGRP, SMTC period))Note 1 x CSSFinter

	DRX cycle≤ 160ms
	Max(200ms, ceil(7 x M2 Note 2) x Max(MGRP,SMTC period,DRX cycle))  x CSSFinter

	160ms < DRX cycle≤ 320ms
	ceil(7 x M2 Note 2) x DRX cycle x CSSFinter

	DRX cycle>320ms
	4 x M2 Note 2 x DRX cycle x CSSFinter

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified
NOTE 2:	M2 = 1.5 if SMTC period > 40 ms, otherwise M2=1




<End of Change 2>

<Start of Change 3>
9.3.9	Inter frequency measurements without measurement gaps
9.3.9.1	Inter frequency Cell identification

<Unmodified text omitted >

Table 9.3.9.1-1: Time period for PSS/SSS detection, (FR1)
	DRX cycle
	TPSS/SSS_sync_inter

	No DRX
	max(600ms, ceil( 5 x Kp) x SMTC period )Note 1 x CSSFinter

	DRX cycle≤ 320ms
	max(600ms, ceil(1.5M2x 5 x Kp) x max(SMTC period,DRX cycle)) x CSSFinter

	DRX cycle>320ms
	ceil(5 x Kp) x DRX cycle x CSSFinter

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified
NOTE 2:	When [highSpeedMeasFlag-r16] is not configured, M2 = 1.5; When [highSpeedMeasFlag-r16] is configured, M2 = 1.5 if SMTC periodicity > 40 ms; otherwise M2 = 1





Table 9.3.9.1-3: Time period for time index detection (FR1)
	DRX cycle
	TSSB_time_index_inter

	No DRX
	max(120ms, ceil( 3 x Kp ) x SMTC period)Note 1 x CSSFinter

	DRX cycle≤ 320ms
	max(120ms, ceil (1.5M2 x 3 x Kp) x max(SMTC period,DRX cycle)) x CSSFinter

	DRX cycle>320ms
	Ceil(3 x Kp) x DRX cycle x CSSFinter

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified
NOTE 2:	When [highSpeedMeasFlag-r16] is not configured, M2 = 1.5; When [highSpeedMeasFlag-r16] is configured, M2 = 1.5 if SMTC periodicity > 40 ms; otherwise M2 = 1




9.3.9.2	Measurement period 
The UE physical layer shall be capable of reporting SS-RSRP, SS-RSRQ and SS-SINR measurements to higher layers with measurement accuracy as specified in clauses 10.1.4, 10.1.5, 10.1.9, 10.1.10, 10.1.14 and 10.1.15, respectively, as shown in table 9.3.9.2-1 and 9.3.9.2-2, if UE supports inter-frequency measurement without measurement gaps:
Table 9.3.9-1: Measurement period for inter-frequency measurements without gaps ((FR1)
	DRX cycle
	T SSB_measurement_period_inter  

	No DRX
	max(200ms, ceil( 5 x Kp) x SMTC period)Note 1 x CSSFinter

	DRX cycle≤ 320ms
	max(200ms, ceil(1.5x 5 x Kp) x max(SMTC period,DRX cycle)) x CSSFinter

	DRX cycle>320ms
	ceil( 5 x Kp ) x DRX cycle x CSSFinter

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified



Table 9.3.9-2: Measurement period for inter-frequency measurements without gaps (FR2)
	DRX cycle
	T SSB_measurement_period_inter  

	No DRX
	max(400ms, ceil(Mmeas_period_inter x Kp x Klayer1_measurement) x SMTC period)Note 1 x CSSFinter

	DRX cycle≤ 320ms
	max(400ms, ceil(1.5x Mmeas_period_inter x Kp x Klayer1_measurement) x max(SMTC period,DRX cycle)) x CSSFinter 

	DRX cycle>320ms
	ceil(Mmeas_period_inter xKp x Klayer1_measurement) x DRX cycle x CSSFinter

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified



Table 9.3.9-3: Measurement period for inter-frequency measurements without gaps when [highSpeedMeasFlag-r16] is configured (FR1)
	DRX cycle
	T SSB_measurement_period_inter  

	No DRX Note 2
	max(200ms, ceil( 5 x Kp) x SMTC period)Note 1 x CSSFinter

	DRX cycle≤ 160ms
	max(200ms, ceil(5 x M2 Note 2 x Kp) x max(SMTC period,DRX cycle)) x CSSFinter

	160ms < DRX cycle≤ 320ms
	ceil(4 x M2 Note 2 x Kp) x max(SMTC period,DRX cycle) x CSSFinter

	DRX cycle>320ms
	ceil( Y Note 3 x Kp ) x DRX cycle x CSSFinter

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified
NOTE 2:	M2 = 1.5 if SMTC period > 40 ms, otherwise M2=1
NOTE 3:	Y=3 when SMTC period <= 40ms, Y=5 when SMTC period > 40ms




<End of Change 3>

