

	
[bookmark: Title][bookmark: DocumentFor]3GPP TSG-RAN WG4 Meeting # 101-e	R4-2119575
Electronic Meeting, November 01-12, 2021

	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.133
	CR
	2233
	rev
	
	Current version:
	17.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Rel-17 Cat-A CR to RMC CORESET reference channel for test cases A.5.3.2.2.y

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	R4

	
	

	Work item code:
	NR_2step_RACH-Perf
	
	Date:
	2021-11-12

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	In the test cases, RMC CORESET for Msg2 and Msg4 is missing. As a consequence, the RMC CORESET ends up using a default aggregation level defined in 38.508-1. The default aggregation level is 2 which may result in Msg2 and Msg4 detection performance degradation during the tests.

	
	

	Summary of change:
	Added RMC CORESET to the test configuration tables.

	
	

	Consequences if not approved:
	UE might not be able to meet the requirement due to an unnecessarily low aggregation level.

	
	

	Clauses affected:
	A.5.3.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	X
	
	 Test specifications
	38.533

	(show related CRs)
	
	X
	 O&M Specifications
	 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1






<Start of Change 1>
[bookmark: _Toc535476225]Table A.5.3.2.2.3.1-2: General test parameters for 2-step RA type contention based random access test in FR2 for PSCell/SCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB.1 FR2
	As defined in A.3.10

	Duplex Mode for Cell 2
	Config 1,2
	
	TDD
	

	TDD Configuration
	Config 1,2
	
	TDDConf.3.1
	

	BWchannel
	Config 1
	MHz
	100: NRB,c = 24
	

	OCNG Pattern Note 1 
	
	OP.3
	As defined in A.3.2.1.

	PDSCH Reference Channel Note 2
	Config 1,2
	
	SR.3.1 TDD
	As defined in A.3.1.1.

	RMSI CORESET Reference Channel
	Config 1,2
	
	CR.3.1 TDD
	As defined in A.3.1.2

	RMC CORESET Reference Channel
	Config 1,2
	
	CCR.3.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	ss-PBCH-BlockPower
	dBm/ SCS
	+20 +ΔUL
	As defined in TS 38.331 [2].
ΔUL is derived from the uplink calibration process Note 3

	
Configured UE transmitted power ()
	dBm
	maximum value configurable for certain power class
	As defined in clause 6.2.4 in TS 38.101-2 [19]

	MsgA Configuration
	
	FR2 MsgA configuration 1
	As defined in A.3.20.3.1, with exceptions as defined below.

	msgA-RSRP-ThresholdSSB
	dBm
	RSRP_69 +ΔDL
	RSRP_69 corresponds to -88dBm. ΔDL is derived from the downlink calibration process Note 4

	msgA-PreambleReceivedTargetPower
	dBm
	-100
	As defined in TS 38.331 [2]

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.
Note 3:	The ΔUL value is calculated as -ROUND(PMsgA0 -1), where PMsgA0 is the measured first MsgA PRACH power with -80.6dBm/SCS applied, msgA-PreambleReceivedTargetPower = -100dBm and ss-PBCH-BlockPower = 20dBm. These values are used during the uplink calibration process carried out before the test case is run, with the UE configured to send MsgA.
Note 4:	The ΔDL value is calculated as (RSRP_REP – RSRP_76), where RSRP_REP is the SS-RSRP Reported value in Table 10.1.6.1-1 with -80.6dBm/SCS applied. These values are used during the downlink calibration process carried out before the test case is run, with the UE configured to report SS-RSRP. For a Reported value RSRP_x, x is treated as a positive integer value.


<End of Change 1>
<Start of Change 2>
Table A.5.3.2.2.4.1-2: General test parameters for non-contention based random access test in FR2 for PSCell/SCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1
	
	SSB.1 FR2
	As defined in A.3.10

	Duplex Mode for Cell 2
	Config 1
	
	TDD
	

	TDD Configuration
	Config 1
	
	TDDConf.3.1
	

	BWchannel
	Config 1
	MHz
	100: NRB,c = 24
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH Reference Channel Note 2
	Config 1
	
	SR3.1 TDD
	As defined in A.3.1.1.

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD
	As defined in A.3.1.2

	RMC CORESET Reference Channel
	Config 1
	
	CCR.3.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	ss-PBCH-BlockPower
	dBm/ SCS
	+20 +ΔUL
	As defined in TS 38.331 [2].
ΔUL is derived from the uplink calibration process Note 3

	
Configured UE transmitted power ()
	dBm
	maximum value configurable for certain power class 
	As defined in clause 6.2.4 in TS 38.101-2 [19]

	MsgA Configuration
	
	FR2 MsgA configuration 2
	As defined in A.3.20.3.2, with exceptions as defined below

	msgA-RSRP-ThresholdSSB
	dBm
	RSRP_69 +ΔDL
	RSRP_69 corresponds to -88dBm. ΔDL is derived from the downlink calibration process Note 4

	preambleReceivedTargetPower
	dBm
	-100
	As defined in TS 38.331 [2]

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.
Note 3:	The ΔUL value is calculated as -ROUND(PMsgA0 -1), where PMsgA0 is the measured first MsgA PRACH power with -80.6dBm/SCS applied, msgA-PreambleReceivedTargetPower = -100dBm and ss-PBCH-BlockPower = 20dBm. These values are used during the uplink calibration process carried out before the test case is run, with the UE configured to send MsgA.
Note 4:	The ΔDL value is calculated as (RSRP_REP – RSRP_76), where RSRP_REP is the SS-RSRP Reported value in Table 10.1.6.1-1 with -80.6dBm/SCS applied. These values are used during the downlink calibration process carried out before the test case is run, with the UE configured to report SS-RSRP. For a Reported value RSRP_x, x is treated as a positive integer value. 


<End of Change 2>
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