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WF on simultaneous Rx/Tx capability

Huawei, HiSilicon
Way forward for MSD threshold

According to the WF in last RAN4 meeting, MSD threshold is a remaining issue for FR1+FR1 FDD-TDD band combination, and there are several options proposed for this meeting
· Option 1: The threshold should be higher than 29.8(2 antenna ports) / 32.5(4 antenna ports)
· Option 2: 14dB MSD is taken as the criteria for optional simultaneous RxTx capability
· Option 3: NW controlled approached can be further considered if single MSD criteria is difficult to be aligned
· Option 4: Others 


WF: Further discuss in next meeting with consideration of some additional comments in this meeting
· some analysis showing network benefits depending on MSD would be very useful
· Define the threshold should  not be pursued 
· [bookmark: _GoBack]For band combination with MSD passed the RAN5 MSD test, which means the band combination has the capability supporting simultaneous Rx/Tx operation. No need to further consider the MSD threshold, whether to allow simultaneous Rx/Tx operation with large MSD is not restricted by requirement definition but a deployment consideration in such case. 
Way Forward for FR2 combinations

· In Rel-16 specification
· Include  a note in table 5.2A.2-1  of TS38.101-2 to indicate the minimum requirements application conditions

· In Rel-17 specification
· Use Rel-16 change above for combination introduced in Rel-16 
· For Rel-17 introduced band combinations, further check in next meeting for the simultaneous Rx/Tx capability with some analysis
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