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	Reason for change:
	The existing frequency range designation FR2 needs to be updated to cover also the 52.6 – 71GHz frequency range

	
	

	Summary of change:
	At RAN#92-e it was agreed to include the new frequencies 56.2 – 71GHz in the existing frequency range definition by etxending the current FR2 definition up to 71GHz. And to introduce two sub frequency ranges FR2-1 and FR2-2. FR2-1 is equvalent to the existing FR2 definition 24250 – 52600 MHz and FR2-2 is defined for 52600 – 71000 MHz.

It was also agreed that whenever FR2 is referred, both FR2-1 and FR2-2 frequency sub-ranges shall be considered. This is captured in the note in the updated table.

It was also agreed that the designations of FR2-1 and FR2-2 shall only be used when needed.

According to the WF in R4-2114986 the table structure below was agreed and companies are expected to provide draft CRs according to work-split.
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5	Operating bands and channel arrangement
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The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.
NOTE:	Other operating bands and channel bandwidths may be considered in future releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to this version of the specification are identified as described in Table 5.1-1. Whenever FR2 is referred, both FR2-1 and FR2-2 frequency sub-ranges shall be applied, unless otherwise stated.
Table 5.1-1: Definition of frequency ranges
	Frequency range designation
	Corresponding frequency range 

	FR1
	410 MHz – 7125 MHz

	FR2
	FR2-1
	24250 MHz – 52600 MHz

	
	FR2-2
	52600 MHz – 71000 MHz



The present specification covers FR2 operating bands.
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NR is designed to operate in the FR2 operating bands defined in Table 5.2-1.
Table 5.2-1: NR operating bands in FR2
	Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –   FUL_high
	FDL_low   –   FDL_high
	

	n257
	26500 MHz
	–
	29500 MHz 
	26500 MHz
	–
	29500 MHz 
	TDD

	n258
	24250 MHz
	–
	27500 MHz
	24250 MHz
	–
	27500 MHz
	TDD

	n259
	39500 MHz
	–
	43500 MHz
	39500 MHz
	–
	43500 MHz
	TDD

	n260
	37000 MHz
	–
	40000 MHz
	37000 MHz
	–
	40000 MHz
	TDD

	n261
	27500 MHz
	–
	28350 MHz
	27500 MHz
	–
	28350 MHz
	TDD

	[bookmark: _Hlk87427639]n262
	47200 MHz
	–
	48200 MHz
	47200 MHz
	–
	48200 MHz
	TDD

	n263
	57000 MHz     
	-
	71000 MHz
	57000 MHz
	-
	71000 MHz
	TDD (Note)

	NOTE:	This band is restricted to operation with shared spectrum channel access as defined in [TS 37.213].



