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	Reason for change:
	During the previous RAN4#100-e meeting, a WF on the FR2-1 and FR2-2 implementation to the General parts of the NR specifications was Approved in R4-2114986.
This Draft CR provides implementation of FR2-1 and FR2-2 frequency sub-ranges for the General parts of the TS 38.101-3 specification. 
It is proposed to consider this Draft CR as a running baseline capturing implementation of agreements on the FR2 extension up to 71 GHz range. In order to respect RAN4 working procedures, it is proposed to Endorse this Draft CR, and wait with its implementation until the WI progress allows to implement formal CRs.
All values are TBD until system parameters for the new bands are defined. 

	
	

	Summary of change:
	Framework introduction for implementation of system parameters for NR operation in 52.6-71GHz frequency range. The following aspects were covered: 
· introduction of FR2-1 and FR2-2 sub-ranges
· Additional clarifications on the band combinations in table 4.3-1
· Update to table 5.1-1 for the FR definitions 
· Updates to the CA band combination tables
· 
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	Specifiction would not be aligned with the other Rel-17 specifications, mising information on the FR2 extension.
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[bookmark: _Toc21351490][bookmark: _Toc29807072][bookmark: _Toc36648786][bookmark: _Toc36651511][bookmark: _Toc37256445][bookmark: _Toc37256786][bookmark: _Toc45890474][bookmark: _Toc45891698][bookmark: _Toc45892108][bookmark: _Toc45892518][bookmark: _Toc52352931][bookmark: _Toc53174754][bookmark: _Toc61378059][bookmark: _Toc61378534][bookmark: _Toc67953720][bookmark: _Toc68733387][bookmark: _Toc68784703][bookmark: _Toc76736659][bookmark: _Toc77241071][bookmark: _Toc77241576][bookmark: _Toc83742952][bookmark: _Toc83909473]5.1	General
The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.
NOTE:	Other operating bands and channel bandwidths may be considered in future releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to this version of the specifications are identified as described in Table 5.1-1.
Table 5.1-1: Definition of frequency ranges
	Frequency range designation
	Corresponding frequency range 

	FR1
	410 MHz – 7125 MHz

	FR2
	FR2-1
	24250 MHz – 52600 MHz

	
	FR2-2
	52600 MHz – 71000 MHz



[bookmark: _GoBack]Whenever FR2 is referred, both FR2-1 and FR2-2 frequency sub-ranges shall be applied, unless otherwise stated.
The present specification covers band combinations including:
-	at least one FR1 operating band and one FR2 operating band for carrier aggregation and dual connectivity operations;
-	at least one E-UTRA operating band for dual connectivity operations.
----------------------------- End of modified section ------------------------------
