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1	Introduction
In this meeting, how to further simply the configuration table for NR inter-band CA(including 2DL to 5DL) and SUL in Rel-18 was discussed in [1] , where the Necessity for further simplification and Proposed approaches/templates were proposed, meanwhile when to implement the new templates in RAN4 was also mentioned.
In terms of the 1st round email discussion in Email discussion summary for [101-e][135] FS_BC_handling [2], the tentative agreemetns are:
Tentative agreements:
(Issue 3-2A): It is acceptable for the following optimization to the CA configuration tables.
· Merging all the channel bandwidth columns into one column.
· Using ‘,’ between two adjacent channel bandwidths.
· Removing the channel bandwidth number in the table head.
· (Only for inter-band NR CA) Using simple texts like ‘CA_nXC_BCS0’  or ‘CA_nX(2A)_BCS0’  for the constitute band supporting intra-band contiguous or non-contiguous CA, respectively, associated with a new note of “The CA configurations are given in Table 5.5A.1-1 or Table 5.5A.2-1 in this specification”.
(Issue 3-2B): Whether the new template of CA and SUL configuration table will be implemented in rapporteur’s big CR in RAN4#102-e meeting or not needs further coordination with basket WID rapporteur and MCC in the 2nd round discussion.
(Issue 3-2C): The new template is suggested to be adopted in the EXCEL file for NR inter-band and SUL band combination request.
The new template will be adopted in proponent’s TP and rapporteur’s TR in Rel-18.
According to the above tentative agreements, the only issue is when to implement the new proposed tempaltes due to it unclear when the Rel-18 specification version is available, need to check with MCC.
This WF captures the discussion outcomes and agreements on further simplification on configuration tables for NR inter-band CA and SUL.
2	WFs
2.1 WF on the new templates
The following new templates are approved for further simplification on configuration tables for NR inter-band CA and SUL band combination:
· Merging all the channel bandwidth columns into one column.
· Using ‘,’ between two adjacent channel bandwidths.
· Removing the channel bandwidth number in the table head.
· (Only for inter-band NR CA) Using simple texts like ‘CA_nXC_BCS0’  or ‘CA_nX(2A)_BCS0’  for the constitute band supporting intra-band contiguous or non-contiguous CA, respectively, associated with a new note of “The CA configurations are given in Table 5.5A.1-1 or Table 5.5A.2-1 in this specification”.

In addition, the above new templates are adopted in the EXCEL file for NR inter-band and SUL band combination request, and in proponent’s TP and rapporteur’s TR in Rel-18.

2.2 WF on when to implement the above new templates
Background #1: As schedualed, all the Rel-17 basket WID will be completed in RAN#95 meeting in Mar. 2022.
Background #2: It was agreed in RAN#94 meeting that there are two RAN4 meeting in Quarter 1 in 2022, i.e. RAN4 #101-bis-e in Jan. and RAN4 #102-e in Feb. However, it seems there were no consensus on the arrangement for Quarter 2 meetings.
Background #3: After checking with RAN4 secretary, the feedback from her were that the Rel-18 version is still in discussion in RAN plenary, and there are no any information on this topic so far. 
Proposal: The above new proposed formats needs to be implemented in rapporteur big CR in RAN4 #102-e meeting in Feb. 2022.

3 Conclusion
Agree with the WF above.
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