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1	Introduction
In RAN4#99 agreement was made that work for IBM DL interband CA for band combinations within same frequency group is put on hold until there is operator request. However, some important agreements were reached before that and we think it is important to capture these agreements into the TR as once work later commences these agreements are not lost. 
2	Discussion
This contribution proposes to introduce following agreements made for CA configurations within same frequency group using IBM into TR 38.851.
From [1] 
· IBM UE capability is applicable for all CA configurations
From [2]
· Typical inter-band CA deployment between bands in the same frequency group cannot be limited to co-located deployments
· IBM UEs are implementable
· Feasibility to support is left to UE vendor (implementation) choice
From [3]
· IBM inter-band CA requirements it is agreed that the FR2 inter-band DL CA, maximum input level, ACS, and in-band blocking requirement are band combination agnostic and shall be reused for any new FR2 inter-band combinations.
From [4]
· IBM inter-CA requirement framework (Peak EIS, EIS spherical coverage) established for n260+n261 shall be applied to any requested CA band pair from the same frequency group (parameter values including PSD differences and relaxations to be discussed separately) with IBM.
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[bookmark: _Toc54181850]4.2	Feasibility study for CA configurations within same frequency group
4.2.1	CA configurations within same frequency group using IBM
Following agreements have been made for CA configurations within same frequency group using IBM.
From R4-2016915
· IBM UE capability is applicable for all CA configurations
From R4-2017813
· Typical inter-band CA deployment between bands in the same frequency group cannot be limited to co-located deployments
· IBM UEs are implementable
· Feasibility to support is left to UE vendor (implementation) choice
From R4-2103111
· IBM inter-band CA requirements it is agreed that the FR2 inter-band DL CA, maximum input level, ACS, and in-band blocking requirement are band combination agnostic and shall be reused for any new FR2 inter-band combinations.
From R4-2105391
· IBM inter-CA requirement framework (Peak EIS, EIS spherical coverage) established for n260+n261 shall be applied to any requested CA band pair from the same frequency group (parameter values including PSD differences and relaxations to be discussed separately) with IBM.
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