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Topic 1: TAS ON test methodology consideration
WF on a UE black-box solution or switching mechanism dependent sulotion:
· A unified UE black-box solution for TAS ON test is preferred.

WF on chamber types used for TAS ON methodology:
· FFS is needed on applicable chamber types for TAS ON methodology,
· Reusing the current chambers as much as possible is helpful.
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Topic 2: Factors those influence the Tx antenna switch mechanism
WF on the influence factor list: (Tentative agreement, update based on 2nd round discussion)
· Consider the below potential influence factors as the starting point of the study, and update (adding/removing factors or marking the priority of the factors etc.) the list based on further studies and conclusions.
	Factor ID
	Potential Influence factors
	Note

	Factor 1
	Downlink Rx signal
	

	Factor 2
	Near-body/object sensor
	

	Factor 3
	USIM card setting
	

	Factor 4
	Base station signalling
	

	Factor 5
	Particular optimization algorithms
	

	Factor 6
	Efficacy of the TAS ON methodology (i.e. ability to rank devices based on lab test to be correlated to ranking based on field performance)
	



WF on Factor 1 of Downlink Rx signal:
· An effective test method should be capable of triggering valid Transmit Antenna Switch based on downlink power detection.
· further study and measurement are needed to verify the consistency and repeatability of the test method.

WF on Factor 2 of Near-body/object sensor:
· More tests are needed to check the sensor function.

WF on Factor 4 of Base station signalling:
· Base station signaling can be considered as the potential factor for further check.

WF on Factor 5 of Particular optimization algorithms:
· Encourage companies to provide more information on Particular optimization algorithms.

Topic 3: Test Methodology for multi antenna receivers
WF:
· By default, the maximum number of Rx antennas supported at each band are used during TRS test, and RAN4 do not need to define specific antenna settings for TRS test.
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