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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
[bookmark: _Toc21338153][bookmark: _Toc29808261][bookmark: _Toc37068180][bookmark: _Toc37083723][bookmark: _Toc37084065][bookmark: _Toc40209427][bookmark: _Toc40209769][bookmark: _Toc45892728][bookmark: _Toc53176585][bookmark: _Toc61120861][bookmark: _Toc67918005][bookmark: _Toc76298048][bookmark: _Toc76572060][bookmark: _Toc76651927][bookmark: _Toc76652765][bookmark: _Toc83742037] 4.5.3	Noc
[bookmark: _Toc21338154][bookmark: _Toc29808262][bookmark: _Toc37068181][bookmark: _Toc37083724][bookmark: _Toc37084066][bookmark: _Toc40209428][bookmark: _Toc40209770][bookmark: _Toc45892729][bookmark: _Toc53176586][bookmark: _Toc61120862][bookmark: _Toc67918006][bookmark: _Toc76298049][bookmark: _Toc76572061][bookmark: _Toc76651928][bookmark: _Toc76652766][bookmark: _Toc83742038]4.5.3.1	Introduction
For Mode 1 conditions radiated testing of demodulation and CSI requirements it is not feasible in practice to use signal levels high enough to make the noise contribution of the UE negligible. Demodulation requirements are therefore specified with the applied noise higher than the UE peak EIS level in TS 38.101-2 [7] by a defined amount, so that the impact of UE noise floor is limited to no greater than a value ∆BB at the specified Noc level. As UEs have EIS levels that are dependent on operating band and power class, Noc level is dependent on operating band and power class.
[bookmark: _Toc21338155][bookmark: _Toc29808263][bookmark: _Toc37068182][bookmark: _Toc37083725][bookmark: _Toc37084067][bookmark: _Toc40209429][bookmark: _Toc40209771][bookmark: _Toc45892730][bookmark: _Toc53176587][bookmark: _Toc61120863][bookmark: _Toc67918007][bookmark: _Toc76298050][bookmark: _Toc76572062][bookmark: _Toc76651929][bookmark: _Toc76652767][bookmark: _Toc83742039]4.5.3.2	Noc for NR operating bands in FR2
Values for Noc according to operating band and power class for single carrier requirements are specified in Table 4.5.3.2-1 for ∆BB =1dB.
Table 4.5.3.2-1: Noc power level for different UE power classes and frequency bands
	Operating band
	UE Power class

	
	1
	2
	3
	4
	5

	n257
	-167.3
	-161.8
	-158.1
	-166.8
	-162.4

	n258
	-167.3
	-161.8
	-158.1
	-166.8
	-162. 6

	n259
	
	
	-154.5
	
	-159.5

	n260
	-164.3
	
	-155.5
	-164.8
	

	n261
	-167.3
	-161.8
	-158.1
	-166.8
	

	n262
	-162.3
	-156.6
	-152.6
	-160.8
	

	Note 1:	Noc levels are specified in dBm/Hz



For PC3 multi-band devices, the Noc power level (NocMB) shall increase by multi-band relaxation defined in Table 6.2.1.3-4 of TS 38.101-2 [7]:
	NocMB = NocSB + ∆MBP,n
-	NocSB is the Noc defined in Table 4.5.3.2-1
-	∆MBP,n values are specified in TS 38.101-2 [7].
For CA case, the Noc power level (NocCA) shall increase by a relaxation factor defined in TS 38.101-2 [7] Table 7.3A.2.1-1:
	NocCA = NocSC + ΔRIB
-	NocSC is derived by assuming UE supports single carrier. 
-	ΔRIB values are specified in TS 38.101-2 [7].
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