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1. Introduction
This contribution is a text proposal for TR 37.717-21-11 to include DC_5-48_n77 according to the request in [1].
2. Reference
[1] RP-212174 WID revision: Dual Connectivity (DC) of 2 bands LTE inter-band CA (2DL/1UL) and 1 NR band (1DL/1UL)
3. Text Proposal
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Start of Text Proposal>
5.x	DC_5-48_n77
[bookmark: _Toc49847408][bookmark: _Toc81302703][bookmark: _Toc81480741]6.126.1	Operating bands for DC
Table 6.126.1-1: DC band combination of one LTE band + inter-band NR 2DL/1UL
	E-UTRA and NR DC Band combination
	E-UTRA and NR DC Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_5-48_n77
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	48
	3550 MHz
	–
	3700 MHz 
	3550 MHz
	–
	3700 MHz 
	TDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD



[bookmark: _Toc81302704][bookmark: _Toc81480742]6.126.2	Configuration for DC

Table 6.126.2-1: Inter-band EN-DC configurations (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_5A-48A_n77A
	DC_5A_n77A
	CA_5A-48A
	n77A

	DC_5A-48C_n77A
	
	CA_5A-48C
	

	DC_5A-48D_n77A
	
	CA_5A-48D
	

	DC_5A-48A_n77C
	
	CA_5A-48A
	n77C

	DC_5A-48C_n77C
	
	CA_5A-48C
	

	DC_5A-48D_n77C
	
	CA_5A-48D
	



5.x.2	Co-existence studies
DC_48_n77 is limited for downlink only, and there is no simultaneous Tx/Rx operation between E-UTRA B48 and NR n77 carriers (refer to R4-2114810). Thus, there is no additional co-existence study is needed for the band 48.

5.x.3	∆TIB and ∆RIB values
For DC_5-48_n77, the ΔTIB,c and RIB,c values are specified in the tables below, reusing DC_5_n77 values.
Table 5.x.3-1: ΔTIB,c due to EN-DC (three bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_5-48_n77
	5
	0.6

	
	48
	0.8

	
	n77
	0.8



Table 5.x.3-2: ΔRIB due to EN-DC (three bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_5-48_n77
	5
	0.2

	
	48
	0.5

	
	n77
	0.5



5.x.4	REFSENS requirements
Based on 5.x.2 discussion above, REFSENS exceptions are not expected.
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