

	
3GPP TSG-RAN4 Meeting #101-e	R4-2117781
Electronic meeting,  1st Nov – 12th Nov 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.133
	CR
	-
	rev
	-
	Current version:
	17.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Draft CR to TS 38.133: NR_newRAT-Perf maintenance (Rel-17)

	
	

	Source to WG:
	Anritsu corporation

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Perf
	
	Date:
	2021-10-22

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
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SSB is 106RBs+7subcarriers away from point A, and the start position of active DL BWP (DLBWP.1.3) should be 106RBs away from point A according to Table A.3.9.2.2-1 Note 2:
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As in figure below, 24RB CORESET cannot be completely contained in active DL BWP (DLBWP.1.3).
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Thus there is a need to correct the allocated RBs for CORESET: 24RBs  18RBs.
b) For CORESET for RMC setting of both FDD and TDD configs, aggregation level(=4) does not allow 2 DCIs per 1 slot. Thus simultaneous scheduling of PDSCH/PUSCH is unviable. In a case that the standalone UE needs to transmit PUSCH (such as RRCReconfigurationComplete), simultaneous scheduling of PDSCH/ PUSCH is mandatory. 
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・DL initial BWP configuration
・DL dedicated BWP configuration
・UL initial BWP configuration
・UL dedicated BWP configuration
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<<Unchaged sections skipped>>
<<Start of change 1>>
A.3.1.3	CORESET for RMC scheduling
[bookmark: _Toc535476077]A.3.1.3.1	FDD
[bookmark: _Toc535476078]Table A.3.1.3.1-1: Control Channel RMC for FDD with SCS=15KHz
	Parameter
	Unit
	Value

	Reference channel
	
	CCR.1.1 FDD
	CCR.1.2 FDD
	CCR.1.3 FDD
	CCR.1.4 FDD
	CCR.1.5 FDD
	
	

	Channel bandwidth
	MHz
	Defined in test case
	Defined in test case
	Defined in test case
	Defined in test case
	10
	
	

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15
	
	

	Allocated resource blocks for CORESET Note 3
	
	24
	18
	24
	18
	24
	
	

	Number of transmitter antennas
	
	1
	1
	1
	1
	1
	
	

	Duration of CORESET
	symbols
	2
	2
	2
	2
	2
	
	

	monitoringSymbolsWithinSlot
	
	1100000
0000000
	1100000
0000000
	1100000
0000000
	1100000
0000000
	0011000
0000000
	
	

	REG bundle size
	
	6
	6
	6
	6
	6
	
	

	DMRS precoder granularity
	
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	
	

	CCE to REG mapping
	
	Interleaved
	Interleaved
	Interleaved
	Interleaved
	Interleaved
	
	

	Interleave n_shift
	
	0
	0
	0
	0
	0
	
	

	Interleave size
	
	2
	2
	2
	2
	2
	
	

	Beamforming Pre-Coder
	
	N/A
	N/A
	N/A
	N/A
	N/A
	
	

	Aggregation level
	CCE
	4
	2
	8
	4
	4
	
	

	DCI formats
	
	Note 1 
	Note 1
	Note 1
	Note 1
	Note 1 
	
	

	Payload size (without CRC)
	bits
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2
	
	

	Note 1:	DCI format shall depend upon the test configuration.
Note 2:	Payload size shall depend upon the test configuration
Note 3:	Allocated in the resource blocks where the associated RMC is scheduled.



A.3.1.3.2	TDD
Table A.3.1.3.2-1: Control Channel RMC for TDD with SCS=15KHz
	Parameter
	Unit
	Value

	Reference channel
	
	CCR.1.1 TDD
	CCR.1.2 TDD
	CCR.1.3 TDD
	CCR.1.4 TDD
	CCR.1.5 TDD
	
	

	Channel bandwidth
	MHz
	Defined in test case
	Defined in test case
	Defined in test case
	Defined in test case
	10
	
	

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15
	
	

	Allocated resource blocks for CORESET Note 3
	
	24
	18
	24
	18
	18
	
	

	Number of transmitter antennas
	
	1
	1
	1
	1
	1
	
	

	Duration of CORESET
	symbols
	2
	2
	2
	2
	2
	
	

	monitoringSymbolsWithinSlot
	
	1100000
0000000
	1100000
0000000
	1100000
0000000
	1100000
0000000
	0011000
0000000
	
	

	REG bundle size
	
	6
	6
	6
	6
	6
	
	

	DMRS precoder granularity
	
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	
	

	CCE to REG mapping
	
	Interleaved
	Interleaved
	Interleaved
	Interleaved
	Interleaved
	
	

	Interleave n_shift
	
	0
	0
	0
	0
	0
	
	

	Interleave size
	
	2
	2
	2
	2
	2
	
	

	Beamforming Pre-Coder
	
	N/A
	N/A
	N/A
	N/A
	N/A
	
	

	Aggregation level
	CCE
	4
	2
	8
	4
	4
	
	

	DCI formats
	
	Note 1 
	Note 1
	Note 1
	Note 1
	Note 1
	
	

	Payload size (without CRC)
	bits
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2
	
	

	Note 1:	DCI format shall depend upon the test configuration.
Note 2:	Payload size shall depend upon the test configuration
Note 3:	Allocated in the resource blocks where the associated RMC is scheduled.



Table A.3.1.3.2-2: Control Channel RMC for TDD with SCS=30KHz
	Parameter
	Unit
	Value

	Reference channel
	
	CCR.2.1 TDD
	CCR.2.2 TDD
	CCR.2.3 TDD
	CCR.2.4 TDD
	
	
	

	Channel bandwidth
	MHz
	Defined in test case
	Defined in test case
	Defined in test case
	Defined in test case
	
	
	

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	
	
	

	[bookmark: _Hlk75350000]Allocated resource blocks for CORESET Note 3
	
	24
	24
	18
	18
	
	
	

	Number of transmitter antennas
	
	1
	1
	1
	1
	
	
	

	Duration of CORESET
	symbols
	2
	2
	2
	2
	
	
	

	REG bundle size
	
	6
	6
	6
	6
	
	
	

	DMRS precoder granularity
	
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	
	
	

	CCE to REG mapping
	
	Interleaved
	Interleaved
	Interleaved
	Interleaved
	
	
	

	Interleave n_shift
	
	0
	0
	0
	0
	
	
	

	Interleave size
	
	2
	2
	2
	2
	
	
	

	Beamforming Pre-Coder
	
	N/A
	N/A
	N/A
	N/A
	
	
	

	Aggregation level
	CCE
	4
	8
	4
	2
	
	
	

	DCI formats
	
	Note 1 
	Note 1
	Note 1 
	Note 1 
	
	
	

	Payload size (without CRC)
	bits
	Note 2
	Note 2
	Note 2
	Note 2
	
	
	

	Note 1:	DCI format shall depend upon the test configuration.
Note 2:	Payload size shall depend upon the test configuration.
Note 3:	Allocated in the same resource blocks where the associated RMC is scheduled.



Table A.3.1.3.2-3: Control Channel RMC for TDD with SCS=120KHz
	Parameter
	Unit
	Value

	Reference channel
	
	CCR.3.1 TDD
	CCR.3.2 TDD
	CCR.3.3 TDD
	CCR.3.4 TDD
	CCR.3.5 TDD
	CCR.3.6 TDD
	CCR.3.7 TDD

	Channel bandwidth
	MHz
	100
	100
	100
	100
	100
	100
	100

	Subcarrier spacing
	kHz
	120
	120
	120
	120
	120
	120
	120

	Allocated resource blocks for CORESET Note 3
	
	24
	24
	24
	24
	24
	24
	48

	Number of transmitter antennas
	
	1
	1
	1
	1
	1
	1
	1

	monitoringSlotPeriodicityAndOffset Note 4
	
	sl160
0
	sl160
0
	sl160
80
	sl160
0
	sl160
0
	sl160
80
	sl160
0

	monitoringSymbolsWithinSlot
	
	1100000
0000000
	0011000
0000000
	1100000
0000000
	1100000
0000000
	0011000
0000000
	1100000
0000000
	1100000
0000000

	Duration of CORESET
	slot
	1
	1
	1
	1
	1
	1
	1

	REG bundle size
	
	6
	6
	6
	6
	6
	6
	6

	DMRS precoder granularity
	
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size
	Same as REG bundle size

	CCE to REG mapping
	
	Interleaved
	Interleaved
	Interleaved
	Interleaved
	Interleaved
	Interleaved
	Interleaved

	Interleave n_shift
	
	0
	0
	0
	0
	0
	0
	0

	Interleave size
	
	2
	2
	2
	2
	2
	2
	2

	Beamforming Pre-Coder
	
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	Aggregation level
	CCE
	4
	4
	4
	8
	8
	8
	4

	DCI formats
	
	Note 1 
	Note 1
	Note 1 
	Note 1 
	Note 1
	Note 1 
	Note 1 

	Payload size (without CRC)
	bits
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	Note 1:	DCI format shall depend upon the test configuration.
Note 2:	Payload size shall depend upon the test configuration.
Note 3:	Allocated in the same resource blocks where the associated PDSCH RMC is scheduled.
Note 4: 	monitoringSlotPeriodicityAndOffet is set to “sl1 0” if it is specifically stated that cell(s) configured with one of the control channel RMCs above shall transmit PDCCHs continuously.




<<Unchaged sections skipped>>
A.4.5.6	Active BWP switch
[bookmark: _Toc535476236]A.4.5.6.1	DCI-based and Timer-based Active BWP Switch 
A.4.5.6.1.1	E-UTRAN – NR PSCell FR1 DL active BWP switch in non-DRX in synchronous EN-DC
A.4.5.6.1.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in TS38.133 clause 8.6, and interruption requirement for E-UTRA victim cell defined in TS36.133 clause 7.32.2.7. Supported test configurations are shown in Table A.4.5.6.1.1.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1), and one NR PSCell (Cell 2) as given in Table A.4.5.6.1.1.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell is specified in Table A.4.5.6.1.1.1-3 below. 
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending. 
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
Before the test starts, 
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), and Cell 2 (PSCell) on radio channel 2 (PSCC).
-	UE is configured with 2 different UE-specific downlink bandwidth parts for PSCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PSCell.
-	UE is configured with a bwp-InactivityTimer timer value for PSCell. 
All cells have constant signal levels throughout the test. 
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively. 
During T1,
	Time period T1 starts when a DCI format 1_1 command for PSCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in PSCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH at the beginning of the DL slot right after PSCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the PSCell no later than at the beginning of the DL slot right after DL slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-2 starting from the beginning of the DL slot right after DL slot (i+TBWPswitchDelay).  
	The starting time of PCell(Cell 1) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on PSCell(Cell 2). 
During T3,
	The time period T3 starts from the slot #j, where j is the beginning slot of the DL subframe immediately after the bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH at the beginning of the DL slot right after PSCell’s DL slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the PSCell at latest at the beginning of the DL slot right after DL slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-1 starting from the beginning of the DL slot right after DL slot (j+TBWPswitchDelay).
	The starting time of PCell(Cell 1) interruption due to BWP switch of PSCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in PSCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK is received.
The test equipment verifies that potential interruption to E-UTRA PCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell during BWP switch of PSCell, respectively.
Table A.4.5.6.1.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.
Note 2:	A UE which fulfils the requirements in test case A.4.5.6.1.2 can skip the test cases in A.4.5.6.1.1.



Table A.4.5.6.1.1.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	For both PCell and PSCell

	bwp-InactivityTimer
	ms
	[200]
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	T1
	s
	 [0.2]
	

	T2
	s
	 [0.2]
	

	T3
	s
	 [0.2]
	



Table A.4.5.6.1.1.1-3.: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10 MHz: NRB,c = 52

	
	Config 2,5
	
	10 MHz: NRB,c = 52

	
	Config 3,6
	
	40 MHz: NRB,c = 106 

	Active BWP ID
	
	1, 2

	Initial DL BWP 
	Config 1,4
	
	DLBWP.0.2 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active DL BWP-1 
	Config 1,4
	
	DLBWP.1.1 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active DL BWP-2 
	Config 1,4
	
	DLBWP.1.3 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Initial UL BWP 
	Config 1,4
	
	ULBWP.0.2 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-1 
	Config 1,4
	
	ULBWP.1.1 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-2 
	Config 1,4
	
	ULBWP.1.3 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	PDSCH Reference 
	Config 1,4
	
	SR.1.1 FDD

	measurement channel
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR.2.1 TDD

	RMSI CORESET 
	Config 1,4
	
	CR.1.1 FDD  

	parameters
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD

	Dedicated CORESET 
	Config 1,4
	
	CCR.1.1 2 FDD  

	parameters
	Config 2,5
	
	CCR.1.1 2 TDD

	
	Config 3,6
	
	CCR.2.3 4 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	
	SMTC.1 

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1,2,4,5
	dBm/SCS
	[-104]

	
	Config 3,6
	
	[-101]

	NocNote 2
	dBm/15kHz
	-104

	SS-RSRP Note 3
	Config 1,2,4,5
	dBm/SCS
	[-87]

	
	Config 3,6
	
	[-90]

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2,4,5
	dBm/9.36MHz
	[-59]

	
	Config 3,6
	dBm/38.16MHz
	[-61.9]

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



A.4.5.6.1.1.2	Test Requirements
During T1, the UE shall start to send the ACK for PSCell in the DL slot right after DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK for PSCell in the DL slot right after DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7]. 
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
During T1, the start time of PCell interruption during PSCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start time of PCell interruption of during PSCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PCell shall not be longer than the interruption duration specified for active BWP switch in TS36.133 Clause 7.32.2.7.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch interruption to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK in the DL slot right after DL slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK.
[bookmark: _Toc535476233]A.4.5.6.1.2	E-UTRAN – NR PSCell FR1 DL active BWP switch with FR1 SCell in non-DRX in synchronous EN-DC
[bookmark: _Toc535476234]A.4.5.6.1.2.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6, and interruption requirements for NR victim cell defined in clause 8.2.1.2.7 and interruption requirement for E-UTRA victim cell defined in clause 7.32.2.7 of TS 36.133 [15]. Supported test configurations are shown in Table A.4.5.6.1.2.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1), one NR PSCell (Cell 2) and one NR SCell (Cell 3) as given in Table A.4.5.6.1.2.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell and SCell are specified in Table A.4.5.6.1.2.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending.
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) and SCell (Cell 3) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 3 and the time duration of T2.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), Cell 2 (PSCell) on radio channel 2 (PSCC) and Cell 3 (SCell) on radio channel 3 (SCC).
-	UE is configured with 2 different UE-specific downlink bandwidth parts for SCell, BWP-1 and BWP-2, in Cell 3 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is configured with 1 UE-specific downlink bandwidth parts the same as initial BWP for PSCell, BWP-0 in Cell 2 before starting the test.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in SCell.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in PSCell.
-	UE is configured with a bwp-InactivityTimer timer value for SCell.
All cells have constant signal levels throughout the test.
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively.
During T1,
	Time period T1 starts when a DCI format 1_1 command for SCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in SCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH at the beginning of the DL slot right after SCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PSCell no later than at the beginning of the DL slot right after slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-2 starting from the beginning of the DL slot right after slot (i+TBWPswitchDelay).
	PCell(Cell 1) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
	PSCell(Cell 2) interruption due to BWP switch on SCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on SCell(Cell 3).
During T3,
	The time period T3 starts from the slot #j, where j is the beginning slot of the DL subframe immediately after the slot wherein bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH at the beginning of the DL slot right after SCell’s DL slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PSCell at latest at the beginning of the DL slot right after slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-1 starting from the beginning of the DL slot right after slot (j+TBWPswitchDelay).
	PCell(Cell 1) interruption due to BWP switch of SCell shall occur within the BWP switch delay.
	PSCell(Cell 2) interruption due to BWP switch of SCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in SCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK is received.
The test equipment verifies that potential interruption to E-UTRA PCell and NR PSCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell and PSCell during BWP switch of SCell, respectively.
Table A.4.5.6.1.2.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, ≥10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, ≥10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, ≥40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, ≥10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, ≥10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, ≥40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	A UE which fulfils the requirements in test case A.4.5.6.1.2 can skip the test cases in A.4.5.6.1.1.
Note 3:	NR configuration is the same for PSCell and SCells.
Note 4:	The UE is only required to be tested in one with smallest aggregated channel bandwidth from supported band combinations which is composed of CCs ≥ the bandwidth (BWchannel) defined in each test configuration



Table A.4.5.6.1.2.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2, 3
	Two NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	Active SCell
	
	Cell 3
	SCell on RF channel number 3.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	bwp-InactivityTimer
	ms
	[200]
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell-individual offset for cells on RF channel number 3
	dB
	0
	Individual offset for cells on SCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	Cell3 timing offset to cell2
	s
	3
	Synchronous cells

	T1
	s
	 [0.2]
	

	T2
	s
	 [0.2]
	

	T3
	s
	 [0.2]
	



Table A.4.5.6.1.2.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	Note 7

	
	Config 2,5
	
	Note 7

	
	Config 3,6
	
	Note 7

	BWoccupied
	Config 1,4
	RB
	52 Note 5

	
	Config 2,5
	
	52 Note 5

	
	Config 3,6
	
	106 Note 6

	Active BWP ID
	
	0
	1.2

	Initial BWP 
	Config 1,4
	
	DLBWP.0.2
	DLBWP.0.2

	Configuration
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active BWP-0 
	Config 1,4
	
	DLBWP.0.2
	N.A.

	Configuration
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active BWP-1 
	Config 1,4
	
	N.A.
	DLBWP.1.3

	Configuration
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active BWP-2 
	Config 1,4
	
	N.A.
	DLBWP.1.1

	Configuration
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	PDSCH Reference 
	Config 1,4
	
	SR.1.1 FDD

	measurement channel
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET 
	Config 1,4
	
	CR.1.1 FDD

	parameters
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	Dedicated CORESET 
	Config 1,4
	
	CCR.1.1 2 FDD

	parameters
	Config 2,5
	
	CCR.1.1 2 TDD

	
	Config 3,6
	
	CCR.2.3 4 TDD

	OCNG Patterns
	Config 1,2,4,5
	
	OP.1 Note 5

	
	Config 3,6
	
	OP.1 Note 6

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS Note 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	NocNote 2
	dBm/15 kHz
	[-104]
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]
	[-87]

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	IoNote3
	Config 1,2,4,5
	dBm/9.36MHz
	[-59]
	[-59]

	
	Config 3,6
	dBm/38.16MHz
	[-61.9]
	[-61.9]

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled within BWoccupied.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].
Note 5:	All UL/DL transmission shall be confined within BWoccupied (i.e. 10 MHz, 52 RBs) from FC,low, and Io is independent of the BWchannel configured.
Note 6:	All UL/DL transmission shall be confined within BWoccupied (i.e. 40 MHz, 106 RBs) from FC,low, and Io is independent of the BWchannel configured.
Note 7:	NRB,c. is derived from Table 5.3.2-1 in TS38.101-1[2] with configured BWchannel.



[bookmark: _Toc535476235][bookmark: _Hlk82161812]A.4.5.6.1.2.2	Test Requirements
During T1, the UE shall start to send the ACK for SCell on PSCell in the DL slot right after slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK for SCell on PSCell in the DL slot right after slot (j+TBWPswitchDelay+k11).
All of the above test requirements shall be fulfilled in order for the observed SCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
During T1, the start of the interruption of PCell during SCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start of the interruption of PCell during SCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PCell shall not be longer than the interruption duration specified for active BWP switch in clause 7.32.2.7 of TS 36.133 [15].
During T1, the start of the interruption of PSCell during SCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start of the interruption of PSCell during SCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PSCell shall not be longer than the interruption duration specified for active BWP switch in clause 8.6.2.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch interruption to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK in the DL slot right after slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK.
Editor’s note: FFS value of k1 for type 1 and type 2 UE.
A.4.5.6.2	RRC-based Active BWP Switch
[bookmark: _Toc535476237]A.4.5.6.2.1	E-UTRAN – NR PSCell FR1 DL active BWP switch in non-DRX in synchronous EN-DC
[bookmark: _Toc535476238]A.4.5.6.2.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement for RRC-based BWP switch defined in clause 8.6.3. Supported test configurations are shown in Table A.4.5.6.2.1.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1) and one NR PSCell (Cell 2) as given in Table A.4.5.6.2.1.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell are specified in Table A.4.5.6.2.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC) and to Cell 2 (PSCell) on radio channel 2 (PSCC).
-	UE has bandwidth part BWP-1 in its RRC-configuration for Cell 1 (PSCell).
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 of initial condition in PSCell.
All cells have constant signal levels throughout the test.
The test consists of 1 time period, with duration of T1.
During T1,
	Time period T1 starts when a RRCReconfiguration with updated bandwidth part configuration, sent from the test equipment to the UE, is completely received at the UE side in PSCell’s slot # denoted i. The UE shall reconfigure its bandwidth part with the updated bandwidth part BWP-1 of final condition.
	The UE shall be able to receive PDSCH at the beginning of the DL slot right after PSCell’s DL slot (i+TRRCprocessingDelay+TBWPswitchDelayRRC) as defined in clause 8.6.3 and be ready for the reception of uplink grant for the PSCell no later than at the beginning of the DL slot right after slot (i+TRRCprocessingDelay+TBWPswitchDelayRRC). The UE shall be continuously scheduled on PSCell’s BWP-1 starting from the beginning of the DL slot right after slot (i+TRRCprocessingDelay+TBWPswitchDelayRRC).
	TRRCprocessingDelay and TBWPswitchDelayRRC are defined in clause 8.6.3.
The test equipment verifies the DL BWP switch time in PSCell by counting the time from the time when the RRC Reconfiguration message including updated BWP configurationis sent till the time when RRC Reconfiguration Complete message is received.
Table A.4.5.6.2.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.6.2.1.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	T1
	s
	 [0.2]
	



Table A.4.5.6.2.1.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10 MHz: NRB,c = 52

	
	Config 2,5
	
	10 MHz: NRB,c = 52

	
	Config 3,6
	
	40 MHz: NRB,c = 106

	Active DL BWP ID
	
	1, 2

	Initial DL BWP 
	Config 1,4
	
	DLBWP.0.2

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Initial UL BWP 
	Config 1,4
	
	ULBWP.0.2

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Initial 
	Active DL 
	Config 1,4
	
	DLBWP.1.3

	Condition
	BWP-1
	Config 2,5
	
	

	
	Configuration
	Config 3,6
	
	

	
	Active UL 
	Config 1,4
	
	ULBWP.1.3

	
	BWP-1
	Config 2,5
	
	

	
	Configuration
	Config 3,6
	
	

	Final
	Active DL 
	Config 1,4
	
	DLBWP.1.1

	Condition
	BWP-1
	Config 2,5
	
	

	
	Configuration
	Config 3,6
	
	

	
	Active UL 
	Config 1,4
	
	ULBWP.1.1

	
	BWP-1
	Config 2,5
	
	

	
	Configuration
	Config 3,6
	
	

	Initial UL BWP 
	Config 1,4
	
	ULBWP.0.2

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-1 
	Config 1,4
	
	ULBWP.1.3

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-2 
	Config 1,4
	
	ULBWP.1.1

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	PDSCH Reference 
	Config 1,4
	
	SR.1.1 FDD

	measurement channel
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET 
	Config 1,4
	
	CR.1.1 FDD

	parameters
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	Dedicated CORESET 
	Config 1,4
	
	CCR.1.1 2 FDD

	parameters
	Config 2,5
	
	CCR.1.1 2 TDD

	
	Config 3,6
	
	CCR.2.3 4 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	dBm/15 kHz
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2,4,5
	dBm/9.36MHz
	[-59]

	
	Config 3,6
	dBm/38.16MHz
	[-61.9]

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



[bookmark: _Toc535476239]A.4.5.6.2.1.2	Test Requirements
During T1, the UE shall be ready for the reception of uplink grant for PSCell in the beginning of the DL slot right after  slot (i+ TRRCprocessingDelay+TBWPswitchDelayRRC ).
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
The rate of correct events observed during repeated tests shall be at least 90%.

<<Unchaged sections skipped>>
A.6.5.6	Active BWP switch
[bookmark: _Toc535476569]A.6.5.6.1	DCI-based and Timer-based Active BWP Switch
A.6.5.6.1.1	NR FR1- NR FR1 DL active BWP switch of SCell with non-DRX in SA
[bookmark: _Toc535476570]A.6.5.6.1.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6, and interruption requirement on other active serving cell defined in clause 8.2.2.2.5.
The supported test configurations are shown in Table A.6.5.6.1.1.1-1 below. The test scenario comprises of one PCell (Cell 1) and one SCell (Cell 2) as given in Table A.6.5.6.1.1.1-2. NR Cell-specific parameters are specified in Table A.6.5.6.1.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on SCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), and Cell 2 (SCell) on radio channel 2 (SCC).
-	UE is configured with 2 different UE-specific downlink bandwidth parts for SCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is configured with 1 UE-specific downlink bandwidth parts the same as initial BWP for PCell, BWP-0 in Cell 1 before starting the test.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in SCell.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in PCell.
-	UE is configured with a bwp-InactivityTimer timer value for SCell.
All cells have constant signal levels throughout the test.
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively.
During T1,
	Time period T1 starts when a DCI format 1_1 command for SCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in SCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH no later than the first DL slot that occurs after the beginning of SCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PCell no later than the first UL slot that occurs after the beginning of slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-2 no later than the first DL slot that occurs after the beginning of slot (i+TBWPswitchDelay).
	The starting time of PCell (Cell 1) interruption due to BWP switch on SCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on SCell (Cell 2).
During T3,
	The time period T3 starts from the slot #j, where j is the first  slot of the subframe immediately after bwp-InactivityTimer timer expires. The UE should switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH no later than the first DL slot that occurs after the beginning of SCell’s slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PCell at latest on the first UL slot that occurs after the beginning of slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-1 no later than the first DL slot that occurs after the beginning of slot (j+TBWPswitchDelay).
	The starting time of PCell (Cell 1) interruption due to BWP switch of SCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in SCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK/NACK is received.
The test equipment verifies that potential interruption to PCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell during BWP switch of SCell, respectively.
Table A.6.5.6.1.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, ≥10 MHz bandwidth, FDD - FDD duplex mode

	2
	NR 15 kHz SSB SCS, ≥10 MHz bandwidth, TDD - TDD duplex mode

	3
	NR 15 kHz SSB SCS, ≥10 MHz bandwidth, TDD - FDD duplex mode

	4
	NR 15 kHz SSB SCS, ≥10 MHz bandwidth, FDD - TDD duplex mode

	5
	NR 30 kHz SSB SCS, ≥40 MHz bandwidth, TDD - TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	The UE is only required to be tested in one with smallest aggregated channel bandwidth from supported band combinations which is composed of CCs ≥ the bandwidth (BWchannel) defined in each test configuration



Table A.6.5.6.1.1.1-2: General test parameters for DL BWP switch in SA
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1, 2
	Two NR radio channels are used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active SCell
	
	Cell 2
	SCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	For both PCell and SCell

	bwp-InactivityTimer
	ms
	200
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC.

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on SCC.

	Cell2 timing offset to cell1
	s
	3
	Time alignment error as specified in TS 38.104 [13] clause 6.5.3.1.

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



Table A.6.5.6.1.1.1-3: NR Cell specific test parameters for DL BWP switch in SA
	Parameter
	Unit
	Cell 1
	Cell2

	Frequency Range
	
	FR1
	FR1

	Duplex mode
	Config 1
	
	FDD
	FDD

	
	Config 2,5
	
	TDD
	TDD

	
	Config 3
	
	TDD
	FDD

	
	Config 4
	
	FDD
	TDD

	TDD configuration
	Config 1
	
	Not Applicable
	Not Applicable

	
	Config 2
	
	TDDConf.1.1
	TDDConf.1.1

	
	Config 3
	
	TDDConf.1.1
	Not Applicable

	
	Config 4
	
	Not Applicable
	TDDConf.1.1

	
	Config 5
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	Config 1,2,3,4
	
	Note 7
	Note 7

	
	Config 5
	
	Note 7
	Note 7

	BWoccupied
	Config 1,2,3,4
	RB
	52 Note 5
	52 Note 5

	
	Config 5
	
	106 Note 6
	106 Note 6

	Active BWP ID
	
	1, 2
	0

	Initial DL BWP Configuration
	
	DLBWP.0.2Note4

	Initial UL BWP Configuration
	
	ULBWP.0.2Note4

	Active DL BWP-0 Configuration
	
	DLBWP.0.2Note4
	N.A.

	Active DL BWP-1 Configuration
	
	N.A.
	DLBWP.1.1Note4

	Active DL BWP-2 Configuration
	
	N.A.
	DLBWP.1.3Note4

	Active UL BWP-0 Configuration
	
	ULBWP.0.2Note4
	N.A.

	Active UL BWP-1 Configuration
	
	N.A.
	ULBWP.1.1Note4

	Active UL BWP-2 Configuration
	
	N.A.
	ULBWP.1.3Note4

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	Config 3
	
	SR.1.1 TDD
	SR.1.1 FDD

	
	Config 4
	
	SR.1.1 FDD
	SR.1.1 TDD

	
	Config 5
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3
	
	CR.1.1 TDD
	CR.1.1 FDD

	
	Config 4
	
	CR.1.1 FDD
	CR.1.1 TDD

	
	Config 5
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.1 2 FDD
	CCR.1.1 2 FDD

	
	Config 2
	
	CCR.1.1 2 TDD
	CCR.1.1 2 TDD

	
	Config 3
	
	CCR.1.1 2 TDD
	CCR.1.1 2 FDD

	
	Config 4
	
	CCR.1.1 2 FDD
	CCR.1.1 2 TDD

	
	Config 5
	
	CCR.2.3 4 TDD
	CCR.2.3 4 TDD

	OCNG Patterns
	Config 1,2,3,4
	
	OP.1 Note 5

	
	Config 5
	
	OP.1 Note 6

	SSB Configuration
	Config 1,2,3,4
	
	SSB.1 FR1

	
	Config 5
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	NocNote 2
	Config 1,2,3,4
	dBm/SCS
	-104
	-104

	
	Config 5
	
	-101
	-101

	NocNote 2
	dBm/15KHz
	-104
	-104

	SS-RSRP Note 3
	Config 1,2,3,4
	dBm/SCS
	-87
	-87

	
	Config 5
	
	-84
	-84

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	IoNote3
	Config 1,2,3,4
	dBm/
9.36MHz
	-58.96
	-58.96

	
	Config 5
	dBm/
38.16MHz
	-52.86
	-52.86

	Propagation Condition 
	
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled within BWoccupied.
Note 3	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].
Note 5:	All UL/DL transmission shall be confined within BWoccupied (i.e. 10 MHz, 52 RBs) from FC,low, and Io is independent of the BWchannel configured.
Note 6:	All UL/DL transmission shall be confined within BWoccupied (i.e. 40 MHz, 106 RBs) from FC,low, and Io is independent of the BWchannel configured.
Note 7:	NRB,c. is derived from Table 5.3.2-1 in TS38.101-1[2] with configured BWchannel.



[bookmark: _Toc535476571]A.6.5.6.1.1.2	Test Requirements
During T1, the UE shall start to send the ACK/NACK for SCell on PCell from the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK/NACK for SCell on PCell from the first UL slot that occurs after the beginning of DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7].
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed SCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
During T1 and T3, the start time of PCell interruption during SCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PCell shall not be longer than the interruption duration specified for active BWP switch in clause 8.2.2.2.5.
All of the above test requirements shall be fulfilled in order for the observed SCell active BWP switch interruption to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476573]NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK/NACK in the first DL slot that occurs after the beginning of DL slot (i+ TBWPswitchDelay+k1), (j+ TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK/NACK.
A.6.5.6.1.2	NR FR1 DL active BWP switch with non-DRX in SA
[bookmark: _Toc383691580]A.6.5.6.1.2.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6.
The supported test configurations are shown in Table A.6.5.6.1.2.1-1. The test scenario comprises of one cell (Cell 1) as given in Table A.6.5.6.1.2.1-2. Cell-specific parameters of the cell are specified in Table A.6.5.6.1.2.1-3 below. 
PDCCHs indicating new transmissions shall be sent continuously on Cell 1 to ensure that the UE will have ACK/NACK sending. 
Before the test starts, 
-	UE is connected to Cell 1 on radio channel 1.
-	UE is configured with 2 different UE-specific downlink bandwidth parts, BWP-1 and BWP-2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1.
-	UE is configured with a bwp-InactivityTimer timer value for Cell1. 
The cell has constant signal levels throughout the test. 
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively. 
During T1,
	Time period T1 starts when a DCI format 1_1 command for DL BWP switch, sent from the test equipment to the UE, is received at the UE side in Cell1’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH on the first DL slot that occurs after the beginning of Cell1’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the Cell1 no later than the first UL slot that occurs after the beginning of slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on Cell1’s BWP-2 starting from the first DL slot that occurs after the beginning of slot (i+TBWPswitchDelay).
During T2, the test equipment won’t transmit DCI format for PDSCH reception on Cell1. 
During T3,
	The time period T3 starts from the slot #j, where j is the first slot of the subframe immediately after bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH on the first DL slot that occurs after the beginning of Cell1’s slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the Cell1 at latest on the first UL slot that occurs after the beginning of slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on Cell1’s BWP-1 starting from the first DL slot that occurs after the beginning of slot (j+TBWPswitchDelay).
The test equipment verifies the DL BWP switch time by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK/NACK is received.
Table A.6.5.6.1.2.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.
Note 2:	A UE which fulfils the requirements in test case A.6.5.6.1.1 can skip the test cases in A.6.5.6.1.2.



Table A.6.5.6.1.2.1-2: General test parameters for DL BWP switch in SA
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell1 on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	bwp-InactivityTimer
	ms
	200
	

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



Table A.6.5.6.1.2.1-3: NR Cell specific test parameters for DL BWP switch in SA
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	
	10 MHz: NRB,c = 52

	
	Config 2
	
	10 MHz: NRB,c = 52

	
	Config 3
	
	40 MHz: NRB,c = 106 

	Active BWP ID
	
	1, 2

	Initial DL BWP Configuration
	Config 1,2,3
	
	DLBWP.0.2 Note 4

	Active DL BWP-1 Configuration
	Config 1,2,3
	
	DLBWP.1.1 Note 4

	Active DL BWP-2 Configuration
	Config 1,2,3
	
	DLBWP.1.3 Note 4

	Initial UL BWP Configuration
	Config 1,2,3
	
	ULBWP.0.2 Note 4

	Active UL BWP-1 Configuration
	Config 1,2,3
	
	ULBWP.1.1 Note 4

	Active UL BWP-2 Configuration
	Config 1,2,3
	
	ULBWP.1.3 Note 4

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR.2.1 TDD

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.1 2 FDD

	
	Config 2
	
	CCR.1.1 2 TDD

	
	Config 3
	
	CCR.2.3 4 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC Configuration
	
	
	SMTC.1 

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1,2
	dBm/SCS
	-104

	
	Config 3
	
	-101

	NocNote 2
	dBm/15kHz
	-104

	SS-RSRP Note 3
	Config 1,2
	dBm/SCS
	-87

	
	Config 3
	
	-84

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-58.96

	
	Config 3
	dBm/
38.16MHz
	-52.86

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



A.6.5.6.1.2.2	Test Requirements
During T1, the UE shall start to send the ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7]. 
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed Cell1 active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK/NACK in the first UL slot that occurs after beginning of DL slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK/NACK.
A.6.5.6.2	RRC-based Active BWP Switch
[bookmark: _Toc535476574]A.6.5.6.2.1	NR FR1 DL active BWP switch of Cell with non-DRX in SA
A.6.5.6.2.1.1	Test Purpose and Environment
[bookmark: _Hlk51939857]The purpose of this test is to verify the DL BWP switch delay requirement for RRC-based BWP switch defined in clause 8.6.
The supported test configurations are shown in Table A.6.5.6.2.1.1-1. The test scenario comprises of one Cell (Cell 1) as given in Table A.6.5.6.2.1.1-2. Cell-specific parameters of Cell are specified in Table A.6.5.6.2.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on Cell 1 to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 on radio channel 1.
-	UE has bandwidth part BWP-1 in its RRC-configuration for Cell 1.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 of initial condition in Cell 1.
All cells have constant signal levels throughout the test.
The test consists of 1 time period, with duration of T1.
During T1,
	Time period T1 starts when a RRCReconfiguration with updated bandwidth part configuration, sent from the test equipment to the UE, is completely received at the UE side in PCell’s slot # denoted i. The UE shall reconfigure its bandwidth part with the updated bandwidth part BWP-1 of final condition.
	The UE shall be able to receive PDSCH on PCell from the first DL slot that occurs after the beginning of DL slot as defined in clause 8.6.3 and starts to report valid ACK/NACK for the PCell from the first UL slot that occurs after the beginning of DL slot on BWP-1 of final condition. The UE shall be continuously scheduled on PCell’s BWP-1 of final condition starting from the first DL slot right after slot .
	TRRCprocessingDelay and TBWPswitchDelayRRC are defined in clause 8.6.3.
The test equipment verifies the DL BWP switch time in Cell by counting the time from the time when the RRC Reconfiguration message including updated BWP configuration is sent till the time when a vaild ACK/NACK is received is received.
Table A.6.5.6.2.1.1-1: DL BWP switch supported test configurations in SA scenario
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Table A.6.5.6.2.1.1-2: General test parameters for DL BWP switch in SA scenario
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	T1
	s
	0.2
	



Table A.6.5.6.2.1.1-3: NR Cell specific test parameters for DL BWP switch in SA scenario
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	
	10 MHz: NRB,c = 52

	
	Config 2
	
	10 MHz: NRB,c = 52

	
	Config 3
	
	40 MHz: NRB,c = 106

	Active BWP ID
	
	1

	Initial DL BWP Configuration
	Config 1,2, 3
	
	DLBWP.0.2

	Initial UL BWP Configuration
	Config 1,2, 3
	
	ULBWP.0.2

	Initial Condition
	Active DL BWP-1 Configuration
	Config 1, 2, 3
	
	DLBWP.1.3

	
	Active UL BWP-1 Configuration
	Config 1, 2, 3
	
	ULBWP.1.3

	Final
Condition
	Active DL BWP-1 Configuration
	Config 1, 2, 3
	
	DLBWP.1.1

	
	Active UL BWP-1 Configuration
	Config 1, 2, 3
	
	ULBWP.1.1

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR2.1 TDD

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR2.1 TDD

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.1 2 FDD

	
	Config 2
	
	CCR.1.1 2 TDD

	
	Config 3
	
	CCR.2.3 4 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	TRS Configuration
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	Antenna Configuration
	
	1x2 Low

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS(Note 1)
	
	

	NocNote 2
	Config 1,2
	dBm/SCS
	-104

	
	Config 3
	
	-101

	SS-RSRP Note 3
	Config 1,2
	dBm/SCS
	-87

	
	Config 3
	
	-84

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-58.96

	
	Config 3
	dBm/
38.16MHz
	-52.86

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



A.6.5.6.2.1.2	Test Requirements
During T1, the UE shall be ready for the reception of uplink grant for the Cell from the first DL slot that occurs right after the begining of slot  and starts to report valid ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot. 
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7].
All of the above test requirements shall be fulfilled in order for the observed Cell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.

<<End of change 1>>
<<Start of change 2>>
A.8.3.1.1.2	Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than 11285 ms from the beginning of time period T3.
The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:	The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
	RRC procedure delay = 50 ms and is specified in TS36.331133.
	Tinterrupt = 62 ms in the test; Tinterrupt is defined in TS36.133 clause 5.3.4.3.
This gives a total of 112 ms.
<<End of change 2>>
<<Start of change 3>>
A.4.5.7.1	Addition and Release Delay of known NR PSCell
A.4.5.7.1.1	Test purpose and environment
The purpose of this test is to verify that the NR PSCell addition and release delays under EN-DC are within the requirements stated in clause 7.31.2 [15] for the case when the PSCell is known by the UE at the time of addition.
[bookmark: _Hlk3879570]Supported test configurations are shown in A.4.5.7.1.1-1. The test parameters for the E-UTRA cell are given in Table A.3.7.2.1-1. The E-UTRA cell once set up is not changed across time.
The test parameters for NR cell are given in Tables A.4.5.7.1.1-2 and cell-specific parameters in A.4.5.7.1.1-3 below. The test consists of five successive time periods with duration of T1, T2, T3, T4 and T5 respectively. There are two carriers each with one cell. Before the test starts the UE is connected to Cell 1 (E-UTRA PCell) on radio channel 1 (PCC) but is not aware of Cell 2 (NR PSCell) on radio channel 2. The UE is only monitoring the PCC. During T1 only Cell1 is known to the UE.
Before the start of T2, the UE in the measurement control information that event-triggered reporting with Event A4 is configured for neighbour cell (Cell2). Before the start of T2 the UE is configured with the measurement gaps (gap pattern Id # 0). The Cell2 becomes known to the UE during T2. Therefore, during T2 the UE shall report Event A4. After receiving the Event A4, the test system shall send a RRC message to the UE to release the measurement gaps.
The test system shall send a RRC message to the UE to add PSCell (Cell 2) on radio channel 2. The RRC message (to add PSCell) also includes a request for the UE to start periodic CSI reporting for the PSCell after the PSCell has been successfully added. The RRC message to add PSCell shall be sent to the UE during period T2, after the measurement gaps are released by the test system. The point in time at which the RRC message to add PSCell (Cell2) is received at the UE antenna connector defines the start of period T3.
The test system shall observe the periodic reporting of CSI for PSCell during T4. The point in time at which the UE has sent PRACH to the PSCell (Cell 2) defines the start of period T4.
The test system shall send a RRC message to the UE to release PSCell (Cell 2) on radio channel 2. The RRC message to release PSCell (Cell2) shall be sent to the UE during period T4, after the UE has sent at least one CQI report with non-zero CQI index for PSCell (Cell 2). The point in time at which the RRC message to release PSCell (Cell2) is received at the UE antenna connector defines the start of period T5.
Table A.4.5.7.1.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR SCS 15 kHz, BW 10 MHz, FDD

	2
	LTE FDD, NR SCS 15 kHz, BW 10 MHz, TDD

	3
	LTE FDD, NR SCS 30 kHz, BW 40 MHz, TDD

	4
	LTE TDD, NR SCS 15 kHz, BW 10 MHz, FDD

	5
	LTE TDD, NR SCS 15 kHz, BW 10 MHz, TDD

	6
	LTE TDD, NR SCS 30 kHz, BW 40 MHz, TDD

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.7.1.1-2: General Test Parameters for PSCell Addition and Release
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	Two radio channels are used for this test. One for E-UTRA cell and second for NR Cell

	Initial 
	Active PCell
	
	Cell1
	PCell on RF channel number 1.

	
	Neighbour cell
	
	Cell2
	Neighbour cell on RF channel number 2.

	Final 
	Active PCell
	
	Cell1
	PCell on RF channel number 1.

	Condition
	Neighbour Cell
	
	Cell2
	PSCell released on RF channel number 2.

	B1
	Hysteresis
	dB
	0
	Hysteresis for evaluation of event B1.

	
	Threshold RSRP
	dBm
	-93
	Actual RSRP threshold for event B1. Needs to take absolute accuracy tolerance in clause 9.1.11.1 into account plus margin.  

	
	Time to Trigger
	S
	0
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	Measurement gap pattern Id
	
	0
	Gaps are configured before T2 and released before T3.

	PRACH configuration on cell2
	
	FR1 PRACH configuration 21
	Captured in A.3.8.2.1

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on primary component carrier. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on carrier frequency of cell2. 

	T1
	s
	1
	During this time the PCell shall be known and cell2 shall be unknown.

	T2
	s
	1.5
	During this time the UE shall identify neighbour cell (cell2) and report event B1.

	T3
	s
	0.5
	During this time the UE adds the PSCell.

	T4
	s
	0.5
	During this time the UE sends CSI reports for PSCell.

	T5
	s
	0.5
	During this time the UE releases the PSCell.



Table A.4.5.7.1.1-3: Cell Specific Parameters for PSCell Addition and Release
	Parameter
	Unit
	Config
	Test

	
	
	
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1,2,3,4,5,6
	1

	NR RF Channel Number
	
	1,2,3,4,5,6
	2

	TDD 
	
	1,4
	Not Applicable

	configuration
	
	2,5
	TDDConf.1.1

	
	
	3,6
	TDDConf.2.1

	BWchannel
	MHz
	1,4
	10: NRB,c = 52

	
	
	2,5
	10: NRB,c = 52

	
	
	3,6
	40: NRB,c = 106

	Initial BWP Configuration
	
	1,2,3
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1,2,3
	DLBWP.1.1
ULBWP.1.1

	PDSCH Reference 
	
	1,4
	SR.1.1 FDD

	measurement
	
	2,5
	SR.1.1 TDD

	channel
	
	3,6
	SR.2.1 TDD

	RMSI CORESET Reference 
	
	1,4
	CR.1.1 FDD

	Channel
	
	2,5
	CR.1.1 TDD

	
	
	3,6
	CR.2.1 TDD

	Dedicated CORESET Reference 
	
	1,4
	CCR.1.1 FDD

	Channel
	
	2,5
	CCR.1.1 TDD

	
	
	3,6
	CCR.2.1 TDD

	OCNG Patterns
	
	1,2,3,4,5,6
	OP.1

	SSB configuration
	
	1,2,4,5
	SSB.1 FR1

	
	
	3,6
	SSB.2 FR1

	SMTC configuration
	
	1,2,4,5
	SMTC.1

	
	
	3,6
	SMTC.1

	TRS Configuration
	
	1,4
	TRS.1.1 FDD

	
	
	2,5
	TRS.1.1 TDD

	
	
	3,6
	TRS.1.2 TDD

	CSI-RS configuration for CSI reporting 
	
	1,4
	CSI-RS.1.1 FDD

	
	
	2,5
	CSI-RS.1.1 TDD

	
	
	3,6
	CSI-RS.2.1 TDD

	reportConfigType
	
	1,2,3,4,5,6
	periodic

	reportQuantity
	
	1,2,3,4,5,6
	cri-RI-PMI-CQI

	CSI reporting periodicity
	slot
	1,2,4,5
	5

	
	
	3,6
	10

	CSI reporting offset
	slot
	1,2,4,5
	2

	
	
	3,6
	4

	EPRE ratio of PSS to SSS
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	1,2,3,4,5,6
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3,4,5,6
	N/A
	-85

	
Note2
	dBm/SCS
	1,2,4,5
	N/A
	-85

	
	
	3,6
	N/A
	-82

	

	
	1,2,3,4,5,6
	-infinity
	0

	

	
	1,2,3,4,5,6
	-infinity
	0

	SS-RSRPNote3
	dBm/SCS
	1,2,4,5
	-infinity
	-85

	
	
	3,6
	-infinity
	-82

	IoNote3
	dBm/9.36MHz
	1,2,4,5
	N/A
	-57

	
	dBm/38.1MHz
	3,6
	N/A
	-51

	Propagation condition
	
	1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.4.5.7.1.2	Test Requirements
The UE shall transmit the PRACH to PSCell at latestno later than 82 msNote1 into from the start of T3.
The UE shall send at least one CSI report for PSCell with non-zero CQI index during T4.
The UE shall periodically send CSI reports for PSCell after the UE has sent first CQI report with non-zero CQI index during T4
The UE shall stop sending CSI reports for PSCell in at latestno later than 20ms into from the start of T5.
All the above test requirements shall be fulfilled in order for the observed PSCell addition delay and PSCell release delay to be counted as correct. The rate of correct observed PSCell addition delay and PSCell release delay during repeated tests shall be at least 90%.
Note1:	The PSCell addition delay can be expressed as follows as specified in clause 7.31.2 [15]:
	Tconfig_PSCell = TRRC_delay + Tprocessing + Tsearch + T∆ + TPSCell_ DU + 2ms
Where:
TRRC_delay = 20ms
Tprocessing = 20ms
Tsearch 	= 0
T∆ = 20ms
TPSCell_ DU = 1*10+10 = 20ms
<<End of change 3>>
<<Start of change 4>>
A.6.3.2.1.2	Inter-frequency RRC Re-establishment in FR1
A.6.3.2.1.2.1	Test Purpose and Environment
The purpose is to verify that the NR inter-frequency RRC re-establishment delay in FR1 without known target cell is within the specified limits. These tests will verify the requirements in clause 6.2.1.
The test parameters are given in table A.6.3.2.1.2.1-1, table A.6.3.2.1.2.1-2 and table A.6.3.2.1.2.1-3 below. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, becomes inactive. The time period T3 starts after the occurrence of the radio link failure. During T1, the UE shall be configured with the carrier frequency of cell 2 (with RF Channel Number #2) to ensure that the UE has the context of the carrier frequency of cell 2 by the end of T1.
Table A.6.3.2.1.2.1-1: Supported test configurations
	Configuration
	Description of serving cell
	Description of target cell

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.3.2.1.2.1-2: General test parameters for NR inter-frequency RRC Re-establishment test case in FR1
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3
	Cell1
	

	
	Neighbour cells
	
	1, 2, 3
	Cell2 
	

	Final condition
	Active cell
	
	1, 2, 3
	Cell2
	

	RF Channel Number
	
	1, 2, 3
	1, 2
	

	Time offset between cells
	
	1
	3 ms
	Asynchronous cells

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	N310
	-
	1, 2, 3
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1, 2, 3
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	1, 2, 3
	0
	Radio link failure timer;

	T311
	ms
	1, 2, 3
	5000
	RRC re-establishment timer

	Access Barring Information
	-
	1, 2, 3
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	DRX cycle length
	s
	1, 2, 3
	OFF
	

	PRACH configuration
	
	1, 2, 3
	FR1 PRACH configuration 1
	Table A.3.8.2.1-1

	T1
	s
	1, 2, 3
	5
	

	T2
	ms
	1, 2, 3
	200
	Time for the UE to detect RLF

	T3
	s
	1, 2, 3
	5
	



Table A.6.3.2.1.2.1-3: Cell specific test parameters for NR inter-frequency RRC Re-establishment test case in FR1
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	RF Channel Number
	
	1, 2, 3
	1
	2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	SR.1.1 FDD

	
	
	2
	SR.1.1 TDD
	SR.1.1 TDD

	
	
	3
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern
	
	1, 2, 3
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	TRS configuration

	
	1
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	
	2
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	
	3
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial DL BWP configuration
	
	1, 2, 3
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2, 3
	ULBWP.0.1
	ULBWP.0.1

	Active DL BWP confgiuration
	
	1, 2, 3
	DLBWP.1.1
	N/A
	N/A
	N/A
	N/A
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A
	N/A
	N/A
	N/A
	ULBWP.1.1

	RLM-RS
	
	1, 2, 3
	SSB
	SSB

	

	dB
	1
	4
	-infinity
	-infinity
	-infinity
	-infinity
	7

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	
 Note2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	

	dB
	1
	4
	-infinity
	-infinity
	-infinity
	-infinity
	7

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-94
	-infinity
	-infinity
	-infinity
	-infinity
	-91

	
	
	2
	-94
	-infinity
	-infinity
	-infinity
	-infinity
	-91

	
	
	3
	-91
	-infinity
	-infinity
	-infinity
	-infinity
	-88

	Io
	dBm/9.36 MHz
	1
	-64.59
	-70. 05
	-70. 05
	-70. 05
	-70. 05
	-62.26

	
	dBm/9.36 MHz
	2
	-64.59
	-70. 05
	-70. 05
	-70. 05
	-70.05
	-62.26

	
	dBm/38.16 MHz
	3
	-58.50
	-63.94
	-63.94
	-63.94
	-63.94
	-56.15

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.3.2.1.2.2	Test Requirements
The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCReestablishmentRequest message to cell 2.
The RRC re-establishment delay to an unknown NR inter frequency cell shall be less than 3 s.
The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.
NOTE:	The RRC re-establishment delay in the test is derived from the following expression:
	Tre-establish_delay= TUL_grant + TUE_re-establish_delay.
Where:
	TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.
	
	Nfreq = 2
	Tidentify_intra_NR = 800 ms
	Tidentify_inter_NR = 800 ms
	TSI = 1280 ms; it is the time required for receiving all the relevant system information as defined in TS 38.331 for the target inter-frequency NR cell.
	TPRACH = 15 ms; it is the additional delay caused by the random access procedure.
This gives a total of 2945 ms, allow 3 s in the test case.
<<End of change 4>>
<<Start of change 5>>
A.4.5.5.3	EN-DC Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with CSI-RS-based BFD and LR in non-DRX mode
A.4.5.5.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.3.1-1, A.4.5.5.3.1-2, and A.4.5.5.3.1-3 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.3.1-1 shows the variation of the downlink SNR of the PSCell and the SNR of the CSI-RS in set q0 in the active PSCell to emulate CSI-RS based beam failure. Figure A.4.5.5.3.1-1 additionally shows the variation of the downlink L1-RSRP of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is not enabled.
Table A.4.5.5.3.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.3.1-2: General test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52
	

	
	Config 2, 5
	
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	CORESET 
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	Reference Channel
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB. 3  FR1
	A.3.10

	
	Config 2, 5
	
	SSB. 3  FR1
	

	
	Config 3, 6
	
	SSB. 4  FR1
	

	SMTC 
	Config 1, 2, 4, 5
	
	SMTC.1
	A.3.11

	Configuration
	Config 3, 6
	
	SMTC.1
	

	PDSCH/PDCCH 
	Config 1, 2, 4, 5
	
	15 KHz
	

	subcarrier spacing
	Config 3, 6
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	FR1 PRACH configuration 4
	A.3.8.2

	
	Config 3, 6
	
	FR1 PRACH configuration 4
	A.3.8.2

	csi-RS-Index assigned as beam failure detection RS in set q0
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure 
	DCI format
	
	1-0
	

	detection transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	N.A.
	

	csi-RS-Index assigned as candidate beam detection RS in set q1
	
	1
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-
	Config 1, 2, 4, 5
	dBm/SCS 
	-98
	Threshold used 

	ThresholdSSB
	Config 3, 6
	kHz
	-95
	for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS 
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	configuration for q0
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	and q1
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	CSI-RS 
	Config 1, 4
	
	CSI-RS.1.1 FDD
	A.3.14

	configuration for
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	CSI reporting
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD
	

	
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	csi-RS-Index 
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	assigned as RLM
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	RS
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.18
	

	T3
	s
	0.14
	

	T4
	s
	0
	

	T5
	s
	0.08
	

	D1
	s
	0.04
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.3.1-3: Cell specific test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_CSI-RS of set q0
	Config 1, 4
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q1
	Config 1, 4
	dB
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	10
	10
	10

	CSI-RS_RP of set q1
	Config 1, 4
	dBm/SCS 
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/15 KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.
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Figure A.4.5.5.3.1-1: SNR and L1-RSRP variation for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
A.4.5.5.3.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 30+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.5.4	EN-DC Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with CSI-RS-based BFD and LR in DRX mode
[bookmark: _Toc535476226]A.4.5.5.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.4.1-1, A.4.5.5.4.1-2, A.4.5.5.4.1-3, and A.4.5.5.4.1-4 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test.  The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.4.1-1 shows the variation of the downlink SNR of the PSCell and the SNR of the CSI-RS in set q0 in the active PSCell to emulate CSI-RS based beam failure. Figure A.4.5.5.4.1-1 additionally shows the variation of the downlink L1-RSRP of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is enabled in PSCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.4.5.5.4.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.4.1-2: General test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52
	

	
	Config 2, 5
	
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	CORESET Reference 
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	Channel
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB. 3  FR1
	A.3.10

	
	Config 2, 5
	
	SSB. 3  FR1
	

	
	Config 3, 6
	
	SSB. 4  FR1
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1
	A.3.11

	
	Config 3, 6
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz
	

	
	Config 3, 6
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	FR1 PRACH configuration 4
	A.3.8.2

	
	Config 3, 6
	
	FR1 PRACH configuration 4
	A.3.8.2

	csi-RS-Index assigned as beam failure detection RS in set q0
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection 
	DCI format
	
	1-0
	

	transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	N.A.
	

	csi-RS-Index assigned as candidate beam detection RS in set q1
	
	1
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	Config 1, 2, 4, 5
	dBm/SCS kHz
	-98
	Threshold used 

	
	Config 3, 6
	
	-95
	for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS configuration for q0 and q1
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1, 4
	
	CSI-RS.1.1 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD
	

	
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	csi-RS-Index assigned as RLM RS
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	8.37
	

	T3
	s
	6.44
	

	T4
	s
	0
	

	T5
	s
	1.97
	

	D1
	s
	1.93
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.4.1-3: Cell specific test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_CSI-RS of set q0
	Config 1, 4
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q1
	Config 1, 4
	dB
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	10
	10
	10

	CSI-RS_RP of set q1
	Config 1, 4
	dBm/SCS 
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/15 KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.



Table A.4.5.5.4.1-4: Void
Table A.4.5.5.4.1-5: Void
Table A.4.5.5.4.1-6: Void
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Figure A.4.5.5.4.1-1: SNR and L1-RSRP variation for CSI-RS-based beam failure detection and link recovery testing in DRX mode

[bookmark: _Toc535476227]A.4.5.5.4.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 1920+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.5.5	EN-DC Beam Failure Detection and Link Recovery Test for FR1 SCell configured with CSI-RS-based BFD and SSB-based LR in non-DRX mode
A.4.5.5.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving SCell and that the UE performs correct SSB-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the SCell without schedulingRequestID-BFR-SCell-r16 configuration, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.5.1-1, A.4.5.5.5.1-2, and A.4.5.5.5.1-3 below. There are three cells, cell 1 is the E-UTRAN PCell, cell 2 is the PSCell and cell 3 is the SCell, in the test. UE is not provided by schedulingRequestID-BFR-SCell-r16, i.e., no configuration for PUCCH transmission resources, and UE shall perform the random access procedure to recover the beam failure. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.5.1-1 shows the SNR of the CSI-RS in set q0 in the active SCell to emulate beam failure. Figure A.4.5.5.5.1-1 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1, cell 2 and cell3. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 2 ms. In the test, DRX configuration is not enabled.
Table A.4.5.5.5.1-1: Supported test configurations for FR1 PCell and SCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.5.1-2: General test parameters for FR1 SCell for beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Active SCell 
	
	Cell 3
	

	RF Channel Number
	
	3
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52
	

	
	Config 2, 5
	
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	CORESET 
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	Reference Channel
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.1 FR1
	

	
	Config 3, 6
	
	SSB.2 FR1
	

	SMTC 
	Config 1, 2, 4, 5
	
	SMTC.1
	A.3.11

	Configuration
	Config 3, 6
	
	SMTC.1
	

	PDSCH/PDCCH 
	Config 1, 2, 4, 5
	
	15 KHz
	

	subcarrier spacing
	Config 3, 6
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.1-1
	

	
	Config 3, 6
	
	Table A.3.8.2.1-1
	

	csi-RS-Index assigned as beam failure detection RS in set q0 in activated SCell
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure 
	DCI format
	
	1-0
	

	detection transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	N.A.
	

	schedulingRequestID-BFR-SCell-r16
	
	absent
	When the field is absent, the random access procedure will be triggered for SCell BFR

	SSB Index assigned as CBD RS (q1) in activated SCell
	
	0
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-
	Config 1, 2, 4, 5
	dBm/SCS 
	-98
	Threshold used 

	ThresholdSSB
	Config 3, 6
	kHz
	-95
	for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS 
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	configuration for q0
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	CSI-RS 
	Config 1, 4
	
	CSI-RS.1.1 FDD
	A.3.14

	configuration for
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	CSI reporting
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD
	

	
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	csi-RS-Index 
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	assigned as RLM
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	RS
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.18
	

	T3
	s
	0.14
	

	T4
	s
	0
	

	T5
	s
	0.17
	

	D1
	s
	0.13
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.5.1-3: Cell specific test parameters for FR1 PSCell and SCell for beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Cell2
	Test 1 Cell3

	
	
	T1 to T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR_CSI-RS of set q0
	Config 1, 4
	dB
	5
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q1
	Config 1, 4
	dB
	-10
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1, 4
	dBm/SCS kHz
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/15 kHz
	-98
	-98

	
	Config 2, 5
	
	-98
	-98

	
	Config 3, 6
	
	-98
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause [A.3.6].
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Figure A.4.5.5.5.1-1: SNR and L1-RSRP variation for beam failure detection and link recovery testing for SCell in non-DRX mode
A.4.5.5.5.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 2.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
During T3 the UE shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 120+10 ms after the start of T5, the UE shall transmit preamble for UL-SCH resource application, followed by MAC-CE on the assigned uplink resources containing  a beam associated with the candidate beam set q1. The UE shall not transmit preamble earlier than time point B.
During T5, the System Simulator shall transmit a Random Access Response to UE after the System Simulator receives the preamble from UE. The UE shall transmit the msg.3 containing candidate beam set q1 for SCell BFR if UE receives the Random Access Response.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.5.6	EN-DC Beam Failure Detection and Link Recovery Test for FR1 SCell configured with CSI-RS-based BFD and SSB-based LR in DRX mode
A.4.5.5.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS based beam failure in the set q0 configured for a serving SCell and that the UE performs correct SSB-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the SCell without schedulingRequestID-BFR-SCell-r16 configuration, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.6.1-1, A.4.5.5.6.1-2, and A.4.5.5.6.1-3below. There are three cells, cell 1 is the E-UTRAN PCell, cell 2 is the PSCell and cell 3 is the SCell, in the test. UE is not provided by schedulingRequestID-BFR-SCell-r16, i.e., no configuration for PUCCH transmission resources, and UE shall perform the random access procedure to recover the beam failure. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.6.1-1 shows the SNR of the CSI-RS in set q0 in the active SCell to emulate beam failure. Figure A.4.5.5.6.1-1 additionally shows the variation of the downlink L1-RSRP of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1, cell 2 and cell 3. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 2 ms. In the test, DRX configuration is enabled in SCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.4.5.5.6.1-1: Supported test configurations for FR1 PCell and SCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.6.1-2: General test parameters for FR1 SCell for beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Active SCell 
	
	Cell 3
	

	RF Channel Number
	
	3
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52
	

	
	Config 2, 5
	
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	CORESET Reference 
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	Channel
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.1 FR1
	

	
	Config 3, 6
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1
	A.3.11

	
	Config 3, 6
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz
	

	
	Config 3, 6
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.1-1
	

	
	Config 3, 6
	
	Table A.3.8.2.1-1
	

	csi-RS-Index assigned as beam failure detection RS in set q0 in activated SCell
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection 
	DCI format
	
	1-0
	

	transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	N.A.
	

	schedulingRequestID-BFR-SCell-r16
	
	absent
	When the field is absent, the random access procedure will be triggered for SCell BFR

	SSB Index assigned as CBD RS (q1) in activated SCell
	
	1
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	Config 1, 2, 4, 5
	dBm/SCS kHz
	-98
	Threshold used 

	
	Config 3, 6
	
	-95
	for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS configuration for q0
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1, 4
	
	CSI-RS.1.1 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD
	

	
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	csi-RS-Index assigned as RLM RS
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	8.37
	

	T3
	s
	6.44
	

	T4
	s
	0
	

	T5
	s
	1.97
	

	D1
	s
	1.93
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.6.1-3: Cell specific test parameters for FR1 SCell for beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Cell2
	Test 1 Cell3

	
	
	T1 to T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR_CSI-RS of set q0
	Config 1, 4
	dB
	5
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q1
	Config 1, 4
	dB
	-10
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1, 4
	dBm/SCS kHz
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/ 15 kHz
	-98
	-98

	
	Config 2, 5
	
	-98
	-98

	
	Config 3, 6
	
	-98
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.
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Figure A.4.5.5.6.1-1: SNR and L1-RSRP variation for beam failure detection and LR testing for SCell in DRX mode

A.4.5.5.6.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 2.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
During T3 the UE shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 120+10 ms after the start of T5, the UE shall transmit preamble for UL-SCH resource application, followed by MAC-CE on the assigned uplink resources containing  a beam associated with the candidate beam set q1. The UE shall not transmit preamble earlier than time point B.
During T5, the System Simulator shall transmit a Random Access Response to UE after the System Simulator receives the preamble from UE. The UE shall transmit the msg.3 containing candidate beam set q1 for SCell BFR if UE receives the Random Access Response.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.

<<End of change 5>>
<<Start of change 6>>
A.8.4.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the NR inter-RAT cell search requirements in clause 8.1.2.4.21 of TS 36.133 [15] for E-UTRAN FDD-NR measurements and clause 8.1.2.4.22 of TS 36.133 [15] for E-UTRAN TDD-NR measurements.
In this test, there are two cells: E-UTRA cell 1 as PCell on E-UTRA RF channel 1 and NR cell 2 as neighbour cell in FR1 on NR RF channel 1. The test parameters are given in Tables A.8.4.2.1.1-1, A.8.4.2.1.1-2, A.8.4.2.1.1-3 and A.8.4.2.1.1-4.
In test 1 measurement gap pattern configuration # 0 as defined in Table A.8.4.2.1.1-2 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #4 as defined in Table A.8.4.2.1.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event B2 (PCell becomes worse than threshold1 and inter RAT neighbour becomes better than threshold2) [16] is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
Table A.8.4.2.1.1-1: NR inter-RAT event triggered reporting tests without SSB index reading for FR1
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.



Table A.8.4.2.1.1-2: General test parameters for NR inter-RAT event triggered reporting for FR1 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1
	One E-UTRAcarrier frequency is used.

	NR RF Chanel Number
	
	1, 2, 3, 4, 5, 6
	1
	One FR1 NR carrier frequency is used.

	Active cell
	
	1, 2, 3, 4, 5, 6
	E-UTRA cell 1 (PCell)
	E-UTRA cell 1 is on E-UTRA RF channel number 1.

	Neighbour cell
	
	1, 2, 3, 4, 5, 6
	NR cell 2
	NR cell 2 is on NR RF channel number 1.

	Gap Pattern Id
	
	1, 2, 3, 4, 5, 6
	0
	4
	As specified in clause Table 8.1.2.1-1 of TS 36.133 [15].

	Measurement gap offset
	
	1, 2, 3, 4, 5, 6
	39
	19
	As specified in TS 36.331 [16].

	b2-Threshold1
	dBm
	1, 2, 3, 4, 5, 6
	Note 1
	E-UTRA RSRP threshold for E-UTRA RSRP measurement on cell 1 for event B2 [16]

	b2-Threshold2NR
	dBm
	1, 2, 3, 4, 5, 6
	Note 2
	SS-RSRP threshold for SS-RSRP measurement on cell 2 for event B2 [16]

	Hysteresis
	dB
	1, 2, 3, 4, 5, 6
	0
	

	CP length
	
	1, 2, 3, 4, 5, 6
	Normal
	

	TimeToTrigger
	s
	1, 2, 3, 4, 5, 6
	0
	

	Filter coefficient
	
	1, 2, 3, 4, 5, 6
	0
	L3 filtering is not used

	DRX
	
	1, 2, 3, 4, 5, 6
	OFF
	DRX is not used

	Time offset between serving and neighbour cells
	
	1, 4
	3ms
	Asynchronous cells.
The timing of Cell 2 is 3ms later than the timing of Cell 1.

	
	
	2, 3, 5, 6
	3s
	Synchronous cells.

	T1
	s
	1, 2, 3, 4, 5, 6
	5
	

	T2
	s
	1, 2, 3, 4, 5, 6
	1
	1
	

	Note 1:	The value of b2-Threshold1 is defined in Table A.8.4.2.1.1-3
Note 2:	The value of b2-Threshold2NR is defined in Table A.8.4.2.1.1-4



Table A.8.4.2.1.1-3: E-UTRAN PCell specific test parameters for NR inter-RAT event triggered reporting in non-DRX with NR neigbour cell in FR1 without SSB time index detection
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD special subframe configurationNote1
	
	4, 5, 6
	6

	TDD uplink-downlink configurationNote1
	
	4, 5, 6
	1

	BWchannel
	MHz
	1, 2, 3, 4, 5, 6
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	1, 2, 3
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD

	
	
	4, 5, 6
	5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	
	1, 2, 3
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	
	4, 5, 6
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote2
	
	1, 2, 3
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD

	
	
	4, 5, 6
	5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	b2-Threshold1
	dBm
	1, 2, 3, 4, 5, 6
	-77

	PBCH_RA
	dB
	1, 2, 3, 4, 5, 6
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote3
	
	
	

	OCNG_RBNote3
	
	
	

	NocNote4
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-104

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	17
	17

	Ês/IotNote5
	dB
	1, 2, 3, 4, 5, 6
	17
	17

	RSRPNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-87
	-87

	SCH_RPNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-87
	-87

	IoNote5
	dBm/9MHz
	1, 2, 3, 4, 5, 6
	-59.13+10log (NRB,c /50)
	-59.13+10log (NRB,c /50)

	Propagation Condition Note6
	
	1, 2, 3, 4, 5, 6
	ETU70TDL-C 300ns 100Hz

	Antenna Configuration and Correlation Matrix Note6
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 5:	Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 6:	Propagation condition and correlation matrix are defined in clause B.2 in TS 36.101 [25].



Table A.8.4.2.1.1-4: NR neighbour cell specific test parameters for NR inter-RAT event triggered reporting for FR1 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2

	
	
	
	T1
	T2

	NR RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 4
	FDD

	
	
	2, 3, 5, 6
	TDD

	TDD configuration
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.2.1

	BWchannel
	MHz
	1, 2, 4, 5
	10: NRB,c = 52

	
	
	3, 6
	40: NRB,c = 106 

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	1, 2, 3, 4, 5, 6
	OP.1

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	1, 4
	SMTC.2

	
	
	2, 3, 5, 6
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	1, 2, 4, 5
	15

	
	
	3, 6
	30

	b2-Threshold2NR
	dBm/SCS
	1, 2, 4, 5
	-101

	
	
	3, 6
	-98

	EPRE ratio of PSS to SSS
	
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS (Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-98

	
Note2
	dBm/SCS
	1, 2, 4, 5
	-98

	
	
	3, 6
	-95

	SS-RSRP Note 3
	dBm/SCS
	1, 2, 4, 5
	-Infinity
	-91

	
	
	3, 6
	-Infinity
	-88

	

	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	7

	

	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	1, 2, 4, 5
	-70.05
	-62.26

	
	dBm/38.16MHz
	3, 6
	-63.95
	-56.16

	Propagation Condition 
	
	1, 2, 3, 4, 5, 6
	TDL-C 300ns 100HzETU70

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



<<Unchaged sections skipped>>
A.8.4.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the NR inter-RAT cell search requirements in clause 8.1.2.4.21 of TS 36.133 [15] for E-UTRAN FDD-NR measurements and clause 8.1.2.4.22 of TS 36.133 [15] for E-UTRAN TDD-NR measurements.
In this test, there are two cells: E-UTRA cell 1 as PCell on E-UTRA RF channel 1 and NR cell 2 as neighbour cell in FR1 on NR RF channel 1. The test parameters are given in Tables A.8.4.2.2.1-1, A.8.4.2.2.1-2, A.8.4.2.2.1-3 and A.8.4.2.2.1-4.
In tests 1 and 2, measurement gap pattern configuration # 0 as defined in Table A.8.4.2.2.1-2 is provided for UE that does not support per-FR gap and in tests 3 and 4, measurement gap pattern configuration #4 as defined in Table A.8.4.2.2.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event B2 (PCell becomes worse than threshold1 and inter RAT neighbour becomes better than threshold2) [16] is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
Table A.8.4.2.2.1-1: NR inter-RAT event triggered reporting tests without SSB index reading for FR1
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.



Table A.8.4.2.2.1-2: General test parameters for NR inter-RAT event triggered reporting for FR1 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1
	One E-UTRA carrier frequency is used.

	NR RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1
	One FR1 NR carrier frequency is used.

	Active cell
	
	1, 2, 3, 4, 5, 6
	E-UTRA cell 1 (PCell)
	E-UTRA cell 1 is on E-UTRA RF channel number 1.

	Neighbour cell
	
	1, 2, 3, 4, 5, 6
	NR cell 2
	NR cell 2 is on NR RF channel number 1.

	Gap Pattern Id
	
	1, 2, 3, 4, 5, 6
	0
	4
	As specified in clause Table 8.1.2.1-1 of TS 36.133 [15].

	Measurement gap offset
	
	1, 2, 3, 4, 5, 6
	39
	19
	As specified in TS 36.331 [16].

	b2-Threshold1
	dBm
	1, 2, 3, 4, 5, 6
	Note 1
	E-UTRA RSRP threshold for E-UTRA RSRP measurement on cell 1 for event B2 [16]

	b2-Threshold2NR
	dBm
	1, 2, 3, 4, 5, 6
	Note 2
	SS-RSRP threshold for SS-RSRP measurement on cell 2 for event B2 [16]

	Hysteresis
	dB
	1, 2, 3, 4, 5, 6
	0
	

	CP length
	
	1, 2, 3, 4, 5, 6
	Normal
	

	TimeToTrigger
	s
	1, 2, 3, 4, 5, 6
	0
	

	Filter coefficient
	
	1, 2, 3, 4, 5, 6
	0
	L3 filtering is not used

	DRX
	
	1, 2, 3, 4, 5, 6
	DRX.9
	DRX.12
	DRX.9
	DRX.12
	As specified in clause A.3.3

	Time offset between serving and neighbour cells
	
	1, 4
	3ms
	Asynchronous cells.
The timing of Cell 2 is 3ms later than the timing of Cell 1.

	
	
	2, 3, 5, 6
	3s
	Synchronous cells.

	T1
	s
	1, 2, 3, 4, 5, 6
	5
	

	T2
	s
	1, 2, 3, 4, 5, 6
	2
	11
	2
	11
	

	Note 1:	The value of b2-Threshold1 is defined in Table A.8.4.2.2.1-3
Note 2:	The value of b2-Threshold2NR is defined in Table A.8.4.2.2.1-4



Table A.8.4.2.2.1-3: E-UTRAN PCell specific test parameters for NR inter-RAT event triggered reporting in non-DRX with NR neigbour cell in FR1 without SSB time index detection
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD special subframe configurationNote1
	
	4, 5, 6
	6

	TDD uplink-downlink configurationNote1
	
	4, 5, 6
	1

	BWchannel
	MHz
	1, 2, 3, 4, 5, 6
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	1, 2, 3
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD

	
	
	4, 5, 6
	5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	
	1, 2, 3
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	
	4, 5, 6
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote2
	
	1, 2, 3
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD

	
	
	4, 5, 6
	5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	b2-Threshold1
	dBm
	1, 2, 3, 4, 5, 6
	-77

	PBCH_RA
	dB
	1, 2, 3, 4, 5, 6
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote3
	
	
	

	OCNG_RBNote3
	
	
	

	NocNote4
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-104

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	17
	17

	Ês/IotNote5
	dB
	1, 2, 3, 4, 5, 6
	17
	17

	RSRPNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-87
	-87

	SCH_RPNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-87
	-87

	IoNote5
	dBm/9MHz
	1, 2, 3, 4, 5, 6
	-59.13+10log (NRB,c /50)
	-59.13+10log (NRB,c /50)

	Propagation Condition Note6
	
	1, 2, 3, 4, 5, 6
	ETU70TDL-C 300ns 100Hz

	Antenna Configuration and Correlation Matrix Note6
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 5:	Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 6:	Propagation condition and correlation matrix are defined in clause B.2 in TS 36.101 [25].



Table A.8.4.2.2.1-4: NR neighbour cell specific test parameters for NR inter-RAT event triggered reporting for FR1 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2

	
	
	
	T1
	T2

	NR RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 4
	FDD

	
	
	2, 3, 5, 6
	TDD

	TDD configuration
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.2.1

	BWchannel
	MHz
	1, 2, 4, 5
	10: NRB,c = 52

	
	
	3, 6
	40: NRB,c = 106 

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	1, 2, 3, 4, 5, 6
	OP.1

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	1, 4
	SMTC.2

	
	
	2, 3, 5, 6
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	1, 2, 4, 5
	15

	
	
	3, 6
	30

	b2-Threshold2NR
	dBm/SCS
	1, 2, 4, 5
	-101

	
	
	3, 6
	-98

	EPRE ratio of PSS to SSS
	
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS (Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-98

	
Note2
	dBm/SCS
	1, 2, 4, 5
	-98

	
	
	3, 6
	-95

	SS-RSRP Note 3
	dBm/SCS
	1, 2, 4, 5
	-Infinity
	-91

	
	
	3, 6
	-Infinity
	-88

	

	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	7

	

	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	1, 2, 4, 5
	-70.05
	-62.26

	
	dBm/38.16MHz
	3, 6
	-63.95
	-56.16

	Propagation Condition 
	
	1, 2, 3, 4, 5, 6
	TDL-C 300ns 100HzETU70

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



<<Unchaged sections skipped>>
A.8.4.2.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the NR inter-RAT cell search requirements in clause 8.1.2.4.21of TS 36.133 [15] for E-UTRAN FDD-NR measurements and clause 8.1.2.4.22 of TS 36.133 [15] for E-UTRAN TDD-NR measurements.
In this test, there are two cells: E-UTRA cell 1 as PCell on E-UTRA RF channel 1 and NR cell 2 as neighbour cell in FR1 on NR RF channel 1.  The test parameters are given in Tables A.8.4.2.3.1-1, A.8.4.2.3.1-2, A.8.4.2.3.1-3 and A.8.4.2.3.1-4.
In test 1 measurement gap pattern configuration # 0 as defined in Table A.8.4.2.3.1-2 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #4 as defined in Table A.8.4.2.3.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event B2 (PCell becomes worse than threshold1 and inter RAT neighbour becomes better than threshold2) [16] is used. In the measurement configuration the UE shall be indicated to report the SSB index of the identified NR cell. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
Table A.8.4.2.3.1-1: NR inter-RAT event triggered reporting tests without SSB index reading for FR1
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.



Table A.8.4.2.3.1-2: General test parameters for NR inter-RAT event triggered reporting for FR1 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1
	One E-UTRA carrier frequency is used.

	NR RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1
	One FR1 NR carrier frequency is used.

	Active cell
	
	1, 2, 3, 4, 5, 6
	E-UTRA cell 1 (PCell)
	E-UTRA cell 1 is on E-UTRA RF channel number 1.

	Neighbour cell
	
	1, 2, 3, 4, 5, 6
	NR cell 2
	NR cell 2 is on NR RF channel number 1.

	Gap Pattern Id
	
	1, 2, 3, 4, 5, 6
	0
	4
	As specified in clause Table 8.1.2.1-1 of TS 36.133 [15].

	Measurement gap offset
	
	1, 2, 3, 4, 5, 6
	39
	19
	As specified in TS 36.331 [16].

	b2-Threshold1
	dBm
	1, 2, 3, 4, 5, 6
	Note 1
	E-UTRA RSRP threshold for E-UTRA RSRP measurement on cell 1 for event B2 [16]

	b2-Threshold2NR
	dBm
	1, 2, 3, 4, 5, 6
	Note 2
	SS-RSRP threshold for SS-RSRP measurement on cell 2 for event B2 [16]

	Hysteresis
	dB
	1, 2, 3, 4, 5, 6
	0
	

	CP length
	
	1, 2, 3, 4, 5, 6
	Normal
	

	TimeToTrigger
	s
	1, 2, 3, 4, 5, 6
	0
	

	Filter coefficient
	
	1, 2, 3, 4, 5, 6
	0
	L3 filtering is not used

	DRX
	
	1, 2, 3, 4, 5, 6
	OFF
	DRX is not used

	Time offset between serving and neighbour cells
	
	1, 4
	3ms
	Asynchronous cells.
The timing of Cell 2 is 3 ms later than the timing of Cell 1.

	
	
	2, 3, 5, 6
	3s
	Synchronous cells.

	T1
	s
	1, 2, 3, 4, 5, 6
	5
	

	T2
	s
	1, 2, 3, 4, 5, 6
	2
	1
	

	Note 1:	The value of b2-Threshold1 is defined in Table A.8.4.2.3.1-3
Note 2:	The value of b2-Threshold2NR is defined in Table A.8.4.2.3.1-4



Table A.8.4.2.3.1-3: E-UTRAN PCell specific test parameters for NR inter-RAT event triggered reporting in non-DRX with NR neigbour cell in FR1 without SSB time index detection
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD special subframe configurationNote1
	
	4, 5, 6
	6

	TDD uplink-downlink configurationNote1
	
	4, 5, 6
	1

	BWchannel
	MHz
	1, 2, 3, 4, 5, 6
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	1, 2, 3
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD

	
	
	4, 5, 6
	5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	
	1, 2, 3
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	
	4, 5, 6
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote2
	
	1, 2, 3
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD

	
	
	4, 5, 6
	5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	b2-Threshold1
	dBm
	1, 2, 3, 4, 5, 6
	-77

	PBCH_RA
	dB
	1, 2, 3, 4, 5, 6
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote3
	
	
	

	OCNG_RBNote3
	
	
	

	NocNote4
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-104

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	17
	17

	Ês/IotNote5
	dB
	1, 2, 3, 4, 5, 6
	17
	17

	RSRPNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-87
	-87

	SCH_RPNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-87
	-87

	IoNote5
	dBm/9MHz
	1, 2, 3, 4, 5, 6
	-59.13+10log (NRB,c /50)
	-59.13+10log (NRB,c /50)

	Propagation Condition Note6
	
	1, 2, 3, 4, 5, 6
	ETU70TDL-C 300ns 100Hz

	Antenna Configuration and Correlation Matrix Note6
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 5:	Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 6:	Propagation condition and correlation matrix are defined in clause B.2 in TS 36.101 [25].



Table A.8.4.2.3.1-4: NR neighbour cell specific test parameters for NR inter-RAT event triggered reporting for FR1 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2

	
	
	
	T1
	T2

	NR RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 4
	FDD

	
	
	2, 3, 5, 6
	TDD

	TDD configuration
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.2.1

	BWchannel
	MHz
	1, 2, 4, 5
	10: NRB,c = 52

	
	
	3, 6
	40: NRB,c = 106 

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	1, 2, 3, 4, 5, 6
	OP.1

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	1, 4
	SMTC.2

	
	
	2, 3, 5, 6
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	1, 2, 4, 5
	15

	
	
	3, 6
	30

	b2-Threshold2NR
	dBm/SCS
	1, 2, 4, 5
	-101

	
	
	3, 6
	-98

	EPRE ratio of PSS to SSS
	
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS (Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-98

	
Note2
	dBm/SCS
	1, 2, 4, 5
	-98

	
	
	3, 6
	-95

	SS-RSRP Note 3
	dBm/SCS
	1, 2, 4, 5
	-Infinity
	-91

	
	
	3, 6
	-Infinity
	-88

	

	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	7

	

	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	1, 2, 4, 5
	-70.05
	-62.26

	
	dBm/38.16MHz
	3, 6
	-63.95
	-56.16

	Propagation Condition 
	
	1, 2, 3, 4, 5, 6
	TDL-C 300ns 100HzETU70

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



<<Unchaged sections skipped>>
A.8.4.2.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the NR inter-RAT cell search requirements in clause 8.1.2.4.21of TS 36.133 [15] for E-UTRAN FDD-NR measurements and clause 8.1.2.4.22 of TS 36.133 [15] for E-UTRAN TDD-NR measurements.
In this test, there are two cells: E-UTRA cell 1 as PCell on E-UTRA RF channel 1 and NR cell 2 as neighbour cell in FR1 on NR RF channel 1. The test parameters are given in Tables A.8.4.2.4.1-1, A.8.4.2.4.1-2, A.8.4.2.4.1-3 and A.8.4.2.4.1-4.
In tests 1 and 2, measurement gap pattern configuration # 0 as defined in Table A.8.4.2.4.1-2 is provided for UE that does not support per-FR gap and in tests 3 and 4, measurement gap pattern configuration #4 as defined in Table A.8.4.2.4.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event B2 (PCell becomes worse than threshold1 and inter RAT neighbour becomes better than threshold2) [16] is used. In the measurement configuration the UE shall be indicated to report the SSB index of the identified NR cell. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
Table A.8.4.2.4.1-1: NR inter-RAT event triggered reporting tests without SSB index reading for FR1
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.



Table A.8.4.2.4.1-2: General test parameters for NR inter-RAT event triggered reporting for FR1 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1
	One E-UTRA carrier frequency is used.

	NR RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1
	One FR1 NR carrier frequency is used.

	Active cell
	
	1, 2, 3, 4, 5, 6
	E-UTRA cell 1 (PCell)
	E-UTRA cell 1 is on E-UTRA RF channel number 1.

	Neighbour cell
	
	1, 2, 3, 4, 5, 6
	NR cell 2
	NR cell 2 is on NR RF channel number 1.

	Gap Pattern Id
	
	1, 2, 3, 4, 5, 6
	0
	4
	As specified in clause Table 8.1.2.1-1 of TS 36.133 [15].

	Measurement gap offset
	
	1, 2, 3, 4, 5, 6
	39
	19
	As specified in TS 36.331 [16].

	b2-Threshold1
	dBm
	1, 2, 3, 4, 5, 6
	Note 1
	E-UTRA RSRP threshold for E-UTRA RSRP measurement on cell 1 for event B2 [16]

	b2-Threshold2NR
	dBm
	1, 2, 3, 4, 5, 6
	Note 2
	SS-RSRP threshold for SS-RSRP measurement on cell 2 for event B2 [16]

	Hysteresis
	dB
	1, 2, 3, 4, 5, 6
	0
	

	CP length
	
	1, 2, 3, 4, 5, 6
	Normal
	

	TimeToTrigger
	s
	1, 2, 3, 4, 5, 6
	0
	

	Filter coefficient
	
	1, 2, 3, 4, 5, 6
	0
	L3 filtering is not used

	DRX
	
	1, 2, 3, 4, 5, 6
	DRX.9
	DRX.12
	DRX.9
	DRX.12
	As specified in clause A.3.3

	Time offset between serving and neighbour cells
	
	1, 4
	3ms
	Asynchronous cells.
The timing of Cell 2 is 3ms later than the timing of Cell 1.

	
	
	2, 3, 5, 6
	3s
	Synchronous cells.

	T1
	s
	1, 2, 3, 4, 5, 6
	5
	

	T2
	s
	1, 2, 3, 4, 5, 6
	2
	13
	2
	13
	

	Note 1:	The value of b2-Threshold1 is defined in Table A.8.4.2.4.1-3
Note 2:	The value of b2-Threshold2NR is defined in Table A.8.4.2.4.1-4



Table A.8.4.2.4.1-3: E-UTRAN PCell specific test parameters for NR inter-RAT event triggered reporting in non-DRX with NR neigbour cell in FR1 without SSB time index detection
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD special subframe configurationNote1
	
	4, 5, 6
	6

	TDD uplink-downlink configurationNote1
	
	4, 5, 6
	1

	BWchannel
	MHz
	1, 2, 3, 4, 5, 6
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	1, 2, 3
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD

	
	
	4, 5, 6
	5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	
	1, 2, 3
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	
	4, 5, 6
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote2
	
	1, 2, 3
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD

	
	
	4, 5, 6
	5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	b2-Threshold1
	dBm
	1, 2, 3, 4, 5, 6
	-77

	PBCH_RA
	dB
	1, 2, 3, 4, 5, 6
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote3
	
	
	

	OCNG_RBNote3
	
	
	

	NocNote4
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-104

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	17
	17

	Ês/IotNote5
	dB
	1, 2, 3, 4, 5, 6
	17
	17

	RSRPNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-87
	-87

	SCH_RPNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-87
	-87

	IoNote5
	dBm/9MHz
	1, 2, 3, 4, 5, 6
	-59.13+10log (NRB,c /50)
	-59.13+10log (NRB,c /50)

	Propagation Condition Note6
	
	1, 2, 3, 4, 5, 6
	ETU70TDL-C 300ns 100Hz

	Antenna Configuration and Correlation Matrix Note6
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 5:	Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 6:	Propagation condition and correlation matrix are defined in clause B.2 in TS 36.101 [25].



Table A.8.4.2.4.1-4: NR neighbour cell specific test parameters for NR inter-RAT event triggered reporting for FR1 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2

	
	
	
	T1
	T2

	NR RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 4
	FDD

	
	
	2, 3, 5, 6
	TDD

	TDD configuration
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.2.1

	BWchannel
	MHz
	1, 2, 4, 5
	10: NRB,c = 52

	
	
	3, 6
	40: NRB,c = 106 

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	1, 2, 3, 4, 5, 6
	OP.1

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	1, 4
	SMTC.2

	
	
	2, 3, 5, 6
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	1, 2, 4, 5
	15

	
	
	3, 6
	30

	b2-Threshold2NR
	dBm/SCS
	1, 2, 4, 5
	-101

	
	
	3, 6
	-98

	EPRE ratio of PSS to SSS
	
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS (Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-98

	
Note2
	dBm/SCS
	1, 2, 4, 5
	-98

	
	
	3, 6
	-95

	SS-RSRP Note 3
	dBm/SCS
	1, 2, 4, 5
	-Infinity
	-91

	
	
	3, 6
	-Infinity
	-88

	

	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	7

	

	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	1, 2, 4, 5
	-70.05
	-62.26

	
	dBm/38.16MHz
	3, 6
	-63.95
	-56.16

	Propagation Condition 
	
	1, 2, 3, 4, 5, 6
	TDL-C 300ns 100HETU70

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



<<End of change 6>>
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Table 4.3.1.1.1.41-1: Test frequencies for NR operating band n41, SCS 15 kHz and AFgraster 15 kHz

CBW | carrier Range Carrier | Carrier | pointA | absolute | offsetTo | SS | GSCN | absolute | kg | Offset | CORE | offsetTo
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Table A.3.9.2.2-1: Downlink BWP patterns for dedicated BWP configuration

BWP Parameters | Unit Values
Reference BWP DLBWP.1.1 DLBWP.1.2 DLBWP.1.3
Starting PRB index 0 RBp Note T RB, Moo 2
Bandwidth RB | Same as RF 25for SSB SCS = | 25for SSBSCS = |
channel defined 15KHz, 15KHz,
in each test 51 for SSB SCS = | 51 for SSB SCS =
30KHz, 30KHz,
32 for SSB SCS = | 32 for SSB SCS =
120KHz 120KHz

48 for SSB SCS =
240KHz

48 for SSB SCS =
240KHz

Note 1:  RBuis the lowest PRB index to guarantee the BWP not fully overlapped with SSB
PRB index (RBJ, RBu+1,...., RBs+19) which is defined in Clause A.3.10.
Note 2: _ PRB index

(RBy, RBys1,.

RBu+19) which is defined in Clause A.3.10.
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