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For intra-band contiguous CA, A-MPR for CA_NS_202 shall be 11.0 dB. For intra-band non-contiguous CA, A-MPR for CA_NS_202 shall be [11.0] dB.
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For intra-band contiguous and non-contiguous CA, A-MPR for CA_NS_202 specified in sub-clause 6.2A.3.3.3 applies. 
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[bookmark: _Toc21340801][bookmark: _Toc29805248][bookmark: _Toc36456457][bookmark: _Toc36469555][bookmark: _Toc37253964][bookmark: _Toc37322821][bookmark: _Toc37324227]For intra-band contiguous CA, A-MPR for CA_NS_202 shall be 2.0 dB. For intra-band non-contiguous CA, A-MPR for CA_NS_202 shall be [6.0] dB.
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For intra-band contiguous and non-contiguous CA, A-MPR for CA_NS_202 specified in sub-clause 6.2A.3.3.3 applies.
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[bookmark: _Toc61118744][bookmark: _Toc61119126][bookmark: _Toc61119507][bookmark: _Toc67923698][bookmark: _Toc75294510][bookmark: _Toc76510273][bookmark: _Toc83130236]6.2A.3.4.1	A-MPR for CA_NS_203 for power class 1
For intra-band contiguous CA, A-MPR for CA_NS_203 shall be 6.5 dB, if Offset frequency < BWChannel_CA of the UL CA configuration, 0.0 dB, otherwise.
The Offset frequency is defined as the frequency from 24.25 GHz to the lower edge of the lowest CC among the configured UL CA.
For intra-band non-contiguous CA with single component carrier and contiguous component carrier sub-blocks, A-MPR for single carrier and contiguous CA whichever higher applies. In addition, if the 3rd order inter-modulation product from non-contiguous uplink sub-blocks overlaps with 23.6GHz to 24GHz frequency range, then A-MPR shall be [6.5] dB if single carrier and contiguous CA A-MPR is lower.
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For intra-band contiguous and non-contiguous CA, AMPR specified in sub-clause 6.2A.3.4.3 applies. 
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For intra-band contiguous CA, A-MPR for CA_NS_203 shall be 2.5 dB, if Offset frequency < BWChannel_CA of the UL CA configuration, 0.0 dB otherwise.  
The Offset frequency is defined as the frequency from 24.25 GHz to to the lower edge of the lowest CC among the configured UL CA.
For intra-band non-contiguous CA with single component carrier and contiguous component carrier sub-blocks, A-MPR for single carrier and contiguous CA whichever higher applies. In addition, if the 3rd order inter-modulation product from non-contiguous uplink sub-blocks overlaps with 23.6GHz to 24GHz frequency range, then A-MPR shall be [2.5] dB if single carrier and contiguous CA A-MPR is lower.
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For intra-band contiguous and non-contiguous CA, AMPR specified in sub-clause 6.2A.3.4.3 applies.
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