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For inter-band EN-DC of E-UTRA and NR in FR1, the following UE Power Classes define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth. The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms). UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector.
[bookmark: _Hlk52295527]Table 6.2B.1.3-1: Maximum output power for inter-band EN-DC (two bands)
	EN-DC configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_1A_n3A
	
	
	23
	+2/-3

	DC_1A_n5A
	
	
	23
	+2/-3

	DC_1A_n7A
	
	
	23
	+2/-3

	DC_1A_n8A
	
	
	23
	+2/-3

	DC_1A_n20A
	
	
	23
	+2/-3

	DC_1A_n28A
	
	
	23
	+2/-3

	DC_1A_n38A
	
	
	23
	+2/-3

	DC_1A_n40A
	
	
	23
	+2/-3

	DC_1A_n41A
	
	
	23
	+2/-3

	DC_1A_n50A
	
	
	23
	+2/-3

	DC_1A_n51A
	
	
	23
	+2/-3

	DC_1A_n71A
	
	
	23
	+2/-3

	DC_1A_n77A
DC_1A_n84A_ULSUP-TDM_n77A
	
	
	23
	+2/-3

	DC_1A_n78A
DC_1A_n84A_ULSUP-TDM_n78A
	266
	+2/-31
	23
	+2/-3

	DC_1A_n79A
DC_1A_n84A_ULSUP-TDM_n79A
	
	
	23
	+2/-3

	DC_1A_n80A
	
	
	23
	+2/-3

	DC_2A_n5A
	
	
	23
	+2/-31

	DC_2A_n7A
	
	
	23
	+2/-3

	DC_2A_n12A
	
	
	23
	+2/-3

	DC_2A_n28A
	
	
	23
	+2/-3

	DC_2A_n30A
	
	
	23
	+2/-3

	DC_2A_n38A
	
	
	23
	+2/-3

	DC_2A_n41A
	266
	+2/-31
	23
	+2/-3

	DC_2A_n46A
	
	
	23
	+2/-3

	DC_2A_n48A
	
	
	23
	+2/-3

	DC_2A_n66A
	
	
	23
	+2/-31

	DC_2A_n71A
	
	
	23
	+2/-3

	DC_2A_n77A
	266
	+2/-31
	23
	+2/-3

	DC_2A_n78A
	
	
	23
	+2/-3

	DC_3A_n1A
	
	
	23
	+2/-3

	DC_3A_n5A
DC_3C_n5A
	
	
	23
	+2/-3

	DC_3A_n7A
	
	
	23
	+2/-31

	DC_3A_n8A
	
	
	23
	+2/-3

	DC_3A_n20A
	
	
	23
	+2/-3

	DC_3A_n28A
	
	
	23
	+2/-31

	DC_3A_n34A
	
	
	23
	+2/-31

	DC_3A_n38A
	
	
	23
	+2/-3

	DC_3A_n40A
	
	
	23
	+2/-31

	DC_3A_n41A,
DC_3C_n41A,
DC_3C_n41A,
	266
	+2/-3
	23
	+2/-3

	DC_3A_n50A
	
	
	23
	+2/-3

	DC_3A_n51A
	
	
	23
	+2/-31

	DC_3A_n71A
	
	
	23
	+2/-3

	DC_3A_n77A
DC_3C_n77A
	
	
	23
	+2/-31

	DC_3A_n78A
DC_3C_n78A
	266
	+2/-31
	23
	+2/-31

	DC_3A_n79A
DC_3C_n79A
	
	
	23
	+2/-31

	DC_3A_n80A_ULSUP-TDM_n41
DC_3C_n80A_ULSUP-TDM_n41
	
	
	23
	+2/-3

	DC_3A_n80A_ULSUP-TDM_n77A
	
	
	23
	+2/-31

	DC_3A_n80A_ULSUP-TDM_n78A
	
	
	23
	+2/-31

	DC_3A_n80A_ULSUP-TDM_n79A
	
	
	23
	+2/-31

	DC_3A_n82A
	
	
	23
	+2/-31

	DC_3A_n84A
	
	
	23
	+2/-31

	DC_4A_n2A
	
	
	23
	+2/-3

	DC_4A_n5A
	
	
	23
	+2/-3

	DC_4A_n7A
	
	
	23
	+2/-3

	DC_4A_n28A
	
	
	23
	+2/-3

	DC_4A_n38A
	
	
	23
	+2/-3

	DC_4A_n41A
	
	
	23
	+2/-3

	DC_4A_n78A
	
	
	23
	+2/-3

	DC_5A_n2A
	
	
	23
	+2/-3

	DC_5A_n7A
	
	
	23
	+2/-3

	DC_5A_n12A
	
	
	23
	+2/-3

	DC_5A_n30A
	
	
	23
	+2/-3

	DC_5A_n38A
	
	
	23
	+2/-3

	DC_5A_n40A
	
	
	23
	+2/-31

	DC_5A_n48A
	
	
	23
	+2/-3

	DC_5A_n66A
	
	
	23
	+2/-31

	DC_5A_n71A
	
	
	23
	+2/-3

	DC_5A_n77A
	266
	+2/-31
	23
	+2/-3

	DC_5A_n78A
	266
	+2/-31
	23
	+2/-3

	DC_5A_n79A
	
	
	23
	+2/-3

	DC_7A_n1A
	
	
	23
	+2/-3

	DC_7A_n2A
	
	
	23
	+2/-3

	DC_7A_n3A
	
	
	23
	+2/-3

	DC_7A_n5A
DC_7C_n5A
	
	
	23
	+2/-3

	DC_7A_n8A
	
	
	23
	+2/-3

	DC_7A_n20A
	
	
	23
	+2/-3

	DC_7A_n25A
	
	
	23
	+2/-3

	DC_7A_n28A
	
	
	23
	+2/-31

	DC_7A_n40A
	
	
	23
	+2/-3

	DC_7A_n51A
	
	
	23
	+2/-31

	DC_7A_n66A
	
	
	23
	+2/-31

	DC_7A_n71A
	
	
	23
	+2/-3

	DC_7A_n77A
	
	
	23
	+2/-3

	DC_7A_n78A
DC_7C_n78A
	266
	+2/-31
	23
	+2/-3

	DC_7A_n80A
	
	
	23
	+2/-3

	DC_8A_n1A
	
	
	23
	+2/-3

	DC_8A_n2A
	
	
	23
	+2/-3

	DC_8A_n3A
	
	
	23
	+2/-3

	DC_8A_n7A
	
	
	23
	+2/-3

	DC_8A_n20A
	
	
	23
	+2/-3

	DC_8A_n28A
	
	
	23
	+2/-3

	DC_8A_n34A
	
	
	23
	+2/-31

	DC_8A_n39A
	
	
	23
	+2/-3

	DC_8A_n40A
	
	
	23
	+2/-31

	DC_8A_n41A,
	
	
	23
	+2/-3

	DC_8A_n77A
	
	
	23
	+2/-3

	DC_8A_n78A
	266
	+2/-31
	23
	+2/-3

	DC_8A_n79A
DC_8A_n79C
	
	
	23
	+2/-3

	DC_8A_n80A
	
	
	23
	+2/-3

	DC_8A_n81A_ULSUP-TDM_n41
	
	
	23
	+2/-3

	DC_8A_n81A_ULSUP-TDM_n78A
	
	
	23
	+2/-3

	DC_8A_n81A_ULSUP-TDM_n79A
	
	
	23
	+2/-3

	DC_11A_n3A
	
	
	23
	+2/-3

	DC_11A_n28A
	
	
	23
	+2/-3

	DC_11A_n41A
	
	
	23
	+2/-3

	DC_11A_n77A
	
	
	23
	+2/-3

	DC_11A_n78A
	
	
	23
	+2/-3

	DC_11A_n79A
	
	
	23
	+2/-3

	DC_12A_n2A
	
	
	23
	+2/-3

	DC_12A_n5A
	
	
	23
	+2/-3

	DC_12A_n7A
	
	
	23
	+2/-3

	[bookmark: _Hlk31116149]DC_12A_n25A
	
	
	23
	+2/-3

	DC_12A_n30A
	
	
	23
	+2/-3

	DC_12A_n38A
	
	
	23
	+2/-3

	DC_12A_n41A
	
	
	23
	+2/-3

	DC_12A_n66A
	
	
	23
	+2/-3

	DC_12A_n71A7
	
	
	23
	+2/-3

	DC_12A_n77A
	266
	+2/-3
	23
	+2/-3

	DC_12A_n78A
	
	
	23
	+2/-3

	DC_13A_n2A
	
	
	23
	+2/-3

	DC_13A_n5A
	
	
	23
	+2/-3

	DC_13A_n7A
	
	
	23
	+2/-3

	DC_13A_n25A
	
	
	23
	+2/-3

	DC_13A_n48A
	
	
	23
	+2/-3

	DC_13A_n66A
	
	
	23
	+2/-3

	DC_13A_n71A
	
	
	23
	+2/-3

	DC_13A_n77A
	266
	+2/-31
	23
	+2/-3

	DC_13A_n78A
	
	
	23
	+2/-3

	DC_14A_n2A
	
	
	23
	+2/-3

	DC_14A_n30A
	
	
	23
	+2/-3

	DC_14A_n66A
	
	
	23
	+2/-3

	DC_14A_n77A
	266
	+2/-3
	23
	+2/-3

	DC_18A_n3A
	
	
	23
	+2/-3

	DC_18A_n28A
	
	
	23
	+2/-3

	DC_18A_n41A
	
	
	23
	+2/-3

	DC_18A_n77A
	
	
	23
	+2/-3

	DC_18A_n78A
	
	
	23
	+2/-3

	DC_18A_n79A
	
	
	23
	+2/-3

	DC_19A_n1A
	
	
	23
	+2/-3

	DC_19A_n77A
	
	
	23
	+2/-3

	DC_19A_n78A
	
	
	23
	+2/-3

	DC_19A_n79A
	
	
	23
	+2/-3

	DC_20A_n1A
	
	
	23
	+2/-3

	DC_20A_n3A
	
	
	23
	+2/-3

	DC_20A_n7A
	
	
	23
	+2/-3

	DC_20A_n8A
	
	
	23
	+2/-3

	DC_20A_n38A
	
	
	23
	+2/-3

	DC_20A_n28A
	
	
	23
	+2/-3

	DC_20A_n41A
	
	
	23
	+2/-3

	DC_20A_n50A
	
	
	23
	+2/-3

	DC_20A_n51A
	
	
	23
	+2/-3

	DC_20A_n77A
	
	
	23
	+2/-3

	DC_20A_n80A
	
	
	23
	+2/-3

	DC_20A_n78A
	
	
	23
	+2/-3

	DC_20A_n82A_ULSUP-TDM_n78A
	
	
	23
	+2/-3

	DC_20A_n83A
	
	
	23
	+2/-3

	DC_21A_n1A
	
	
	23
	+2/-3

	DC_21A_n28A
	
	
	23
	+2/-3

	DC_21A_n77A
	
	
	23
	+2/-3

	DC_21A_n78A
	
	
	23
	+2/-3

	DC_21A_n79A
	
	
	23
	+2/-3

	DC_25A_n41A
	
	
	23
	+2/-3

	DC_25A_n77A
	
	
	23
	+2/-3

	DC_25A_n78A
	
	
	23
	+2/-3

	DC_26A_n25A
	
	
	23
	+2/-3

	DC_26A_n41A
	
	
	23
	+2/-3

	DC_26A_n77A
	
	
	23
	+2/-3

	DC_26A_n78A
	
	
	23
	+2/-3

	DC_26A_n79A
	
	
	23
	+2/-3

	DC_28A_n1A
	
	
	23
	+2/-3

	DC_28A_n2A
	
	
	23
	+2/-3

	DC_28A_n3A
	
	
	23
	+2/-3

	DC_28A_n5A
	
	
	23
	+2/-3

	DC_28A_n7A
DC_28A_n7B
	
	
	23
	+2/-3

	DC_28A_n8A
	
	
	23
	+2/-3

	DC_28A_n40A
	
	
	23
	+2/-3

	DC_28A_n41A
	
	
	23
	+2/-3

	DC_28A_n50A
	
	
	23
	+2/-3

	DC_28A_n51A
	
	
	23
	+2/-3

	DC_28A_n66A
	
	
	23
	+2/-3

	DC_28A_n77A
	
	
	23
	+2/-3

	DC_28A_n78A
	
	
	23
	+2/-3

	DC_28A_n79A
	
	
	23
	+2/-3

	DC_28A_n83A_ULSUP-TDM_n41A
	
	
	23
	+2/-3

	DC_28A_n83A_ULSUP-TDM_n78A
	
	
	23
	+2/-3

	DC_30A_n2A
	
	
	23
	+2/-3

	DC_30A_n5A
	
	
	23
	+2/-3

	DC_30A_n66A
	
	
	23
	+2/-3

	DC_30A_n77A
	266
	+2/-3
	23
	+2/-3

	DC_38A_n1A
	
	
	23
	+2/-3

	DC_38A_n3A
	
	
	23
	+2/-31

	DC_38A_n8A
	
	
	23
	+2/-3

	DC_38A_n28A
	
	
	23
	+2/-3

	DC_38A_n78A
	
	
	N/A
	N/A

	DC_39A_n40A
	
	
	23
	+2/-3

	DC_39A_n41A
DC_39C_n41A
	265
	+2/-31
	23
	+2/-3

	DC_39A_n78A
	
	
	23
	+2/-31

	DC_39A_n79A
	265
	+2/-31
	23
	+2/-31

	DC_40A_n1A
	
	
	23
	+2/-3

	DC_40A_n41A
DC_40C_n41A
	
	
	23
	+2/-3

	DC_40A_n77A
	
	
	N/A
	N/A

	DC_40A_n78A
	
	
	23
	+2/-3

	DC_40C_n78A
	
	
	23
	+2/-3

	DC_40A_n79A
	
	
	23
	+2/-3

	DC_41A_n3A
DC_41C_n3A
	
	
	23
	+2/-3

	DC_41A_n28A
DC_41C_n28A
	
	
	23
	+2/-3

	DC_41A_n77A
DC_41C_n77A
	
	
	23
	+2/-31

	DC_41A_n78A
DC_41C_n78A
	
	
	23
	+2/-31

	DC_41A_n79A
DC_41C_n79A
	265
	+2/-31
	23
	+2/-31

	DC_42A_n1A
	
	
	23
	+2/-3

	DC_42A_n3A
DC_42C_n3A
	
	
	23
	+2/-3

	DC_42A_n28A
DC_42C_n28A
	
	
	23
	+2/-3

	DC_42A_n51A
	
	
	23
	+2/-3

	DC_42A_n77A
	
	
	N/A
	N/A

	DC_42A_n78A
	
	
	N/A
	N/A

	DC_42A_n79A
	
	
	N/A
	N/A

	DC_48A_n5A
	
	
	23
	+2/-3

	DC_48A_n12A
	
	
	23
	+2/-3

	DC_48A_n25A
	
	
	23
	+2/-3

	DC_2A_n46A
	
	
	23
	+2/-3

	DC_48A_n66A
	
	
	23
	+2/-3

	DC_48A_n71A
	
	
	23
	+2/-3

	DC_66A_n2A
	
	
	23
	+2/-3

	DC_66A_n5A
	
	
	23
	+2/-31

	DC_66A_n7A
	
	
	23
	+2/-3

	DC_66A_n12A
	
	
	23
	+2/-3

	DC_66A_n25A
	
	
	23
	+2/-3

	DC_66A_n28A
	
	
	23
	+2/-3

	DC_66A_n30A
	
	
	23
	+2/-3

	DC_66A_n38A
	
	
	23
	+2/-3

	DC_66A_n41A
	266
	+2/-31
	23
	+2/-3

	DC_66A_n46A
	
	
	23
	+2/-3

	DC_66A_n48A
	
	
	23
	+2/-3

	DC_66A_n71A
	
	
	23
	+2/-3

	DC_66A_n77A
	266
	+2/-31
	23
	+2/-3

	DC_66A_n78A
DC_66A-66A_n78A
	
	
	23
	+2/-3

	DC_66A_n86A_ULSUP-TDM_n78A
	
	
	23
	+2/-3

	DC_71A_n2A
	
	
	23
	+2/-3

	DC_71A_n5A
	
	
	23
	+2/-3

	DC_71A_n38A
	
	
	23
	+2/-3

	DC_71A_n41A
	
	
	23
	+2/-3

	DC_71A_n48A
	
	
	23
	+2/-3

	DC_71A_n66A
	
	
	23
	+2/-3

	DC_71A_n78A
	
	
	23
	+2/-3

	NOTE 1:	An uplink DC configuration in which at least one of the bands has NOTE 3 in Table 6.2.1-1 in TS 38.101-1 or NOTE 2 in Table 6.2.2-1 in TS 36.101 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of at least one of the bands is confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.For the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	PPowerClass, EN-DC is the maximum UE power specified without taking into account the tolerance
NOTE 3:	For inter-band EN-DC the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	Power Class 3 is the default power class unless otherwise stated.
NOTE 5:	The UE is not required to support PC2 within each individual cell group. Power class support within each individual cell group is signaled separately by the UE.
NOTE 6: 	The UE supports PC3 within E-UTRA cell group, and supports either PC3 or PC2 within NR cell group. Power class support within each individual cell group is signaled separately by the UE.
NOTE 7:	Only single switched UL is supported.



If a UE supports a different power class than the default UE power class for an E-UTRA TDD and NR TDD Inter-band EN-DC band combination and the supported power class enables higher maximum output power than that of the default power class:
–	if the field of UE capability maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16 is absent and the percentage of NR uplink symbols transmitted in a certain evaluation period is larger than 30% (The exact evaluation period is no less than one radio frame); or
–	if the field of UE capability maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16 is not absent and the percentage of NR uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16 as defined in TS38.331 (The exact evaluation period is no less than one radio frame); or
–	if the IE p-maxUE-FR1 as defined in TS 38.331 is provided and set to the maximum output power of the default power class or lower;
–	shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified sub-clause 6.2B.4;
–	Else if the IE p-maxUE-FR1 as defined in TS 38.331 is not provided or set to the higher value than the maximum output power of the default power class and the percentage of NR uplink symbols transmitted in a certain evaluation period is less than or equal to maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16 as defined in TS 38.331; or
–	if the IE p-maxUE-FR1 as defined in TS 38.331 is not provided or set to the higher value than the maximum output power of the default power class and the percentage of NR uplink symbols transmitted in a certain evaluation period is less than or equal to 30% when maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16 is absent. (The exact evaluation period is no less than one radio frame):
–	shall apply all requirements for the supported power class and set the configured transmitted power class as specified in sub-clause 6.2B.4.
If a UE supports a different power class than the default UE power class for an E-UTRA FDD and NR TDD EN-DC band combination and the supported power class enables higher maximum output power than that of the default power class:
If UE indicating the two capabilities maxUplinkDutyCycle-FDD-TDD-EN-DC1 and maxUplinkDutyCycle-FDD-TDD-EN-DC2:
–	if the IE p-maxUE-FR1 as defined in TS 38.331 is not provided or set to the higher value than the maximum output power of the default power class, and the percentage of EUTRA uplink symbols transmitted in a certain evaluation period is between 40% and 70%, and the percentage of NR uplink symbols transmitted in a certain evaluation period is less than or equal tomaxUplinkDutyCycle-FDD-TDD-EN-DC1as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); or
–	if the IE p-maxUE-FR1 as defined in TS 38.331 is not provided or set to the higher value than the maximum output power of the default power class, and the percentage of EUTRA uplink symbols transmitted in a certain evaluation period is no larger than 40%, and the percentage of NR uplink symbols transmitted in a certain evaluation period is less than or equal to maxUplinkDutyCycle-FDD-TDD-EN-DC2 as defined in TS 38.331 (The exact evaluation period is no less than one radio frame)
–	shall apply all requirements for the supported power class and set the configured transmitted power class as specified in sub-clause 6.2B.4.
–	else
–	shall apply all requirements for the default power class and set the configured transmitted power as specified sub-clause 6.2B.4;
else
–	shall apply all requirements for the supported power class and set the configured transmitted power as specified sub-clause 6.2B.4;


[bookmark: _Hlk528848224]<< End of 1st change >>
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<< Unchanged content omitted>>
Table 7.3B.2.3.5.1-1a: MSD test points for PCell due to dual uplink operation for PC2 EN-DC in NR FR1 (two bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC
Configuration
	EUTRA or NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_3A_n41A
	3
	1740
	5
	25
	1835
	18.4
	IMD4

	
	n41
	2657.5
	10
	50
	2657.5
	N/A
	N/A

	DC_3A_n78A
	3
	1740
	5
	25
	1835
	31.9
	IMD2

	
	n78
	3575
	10
	50
	3575
	N/A
	N/A

	DC_3A_n78A
	3
	1765
	5
	25
	1860
	18.5
	IMD4

	
	n78
	3435
	10
	50
	3435
	N/A
	N/A

	DC_1A_n78A
	1
	1950
	5
	25
	2140
	17.8
	IMD4

	
	n78
	3710
	10
	50
	3710
	N/A
	N/A

	DC_8A_n78A
	8
	897.5
	5
	25
	942.5
	15.5
	IMD4

	
	n78
	3635
	10
	50
	3635
	N/A
	N/A

	DC_2A_n77A
DC_2A-2A_n77A
DC_2A_n77C
DC_2A-2A_n77C
	2
	1855
	5
	25
	1935
	32.10
	IMD2

	
	
	
	
	
	
	34.852
	

	
	n77
	3790
	10
	50
	3790
	N/A
	N/A

	
	2
	1900
	5
	25
	1980
	19.10
	IMD41

	
	
	
	
	
	
	21.852
	

	
	n77
	3720
	10
	50
	3720
	N/A
	N/A

	DC_5A_n77A3
DC_5A_n77C3
	5
	844
	5
	25
	889
	18.60
	IMD41

	
	n77
	3421
	10
	50
	3421
	N/A
	N/A

	DC_13A_n77A
DC_13A_n77C
	13
	782
	5
	20
	751
	15.37 
	IMD5

	
	n77
	3879
	10
	50
	3879
	N/A
	N/A

	DC_66A_n77A
DC_66A-66A_n77A
DC_66A-66A-66A_n77A
DC_66A_n77C
DC_66A-66A_n77C
DC_66A-66A-66A_n77C
	66
	177530
	5
	25
	217530
	34.33
	IMD2

	
	n77
	39503860
	10
	50
	[bookmark: _GoBack]39503860
	N/A
	N/A

	
	66
	1760
	5
	25
	2160
	11.27
	IMD5

	
	n77
	3720
	10
	50
	3720
	N/A
	N/A

	DC_5A_n78A
	5
	844
	5
	25
	889
	17.5
	IMD4

	
	n78
	3421
	10
	52
	3421
	N/A
	N/A

	DC_12A_n77A
	12
	701.5
	5
	20
	737
	11.7
	IMD5

	
	n77
	3543
	10
	50
	3543
	N/A
	N/A

	DC_14A_n77A
	14
	795.5
	5
	15
	765.5
	11.7
	IMD5

	
	n77
	3947.5
	10
	50
	3947.5
	N/A
	N/A

	DC_30A_n77A
	30
	2310
	5
	25
	2355
	17.6
	IMD4

	
	n77
	3487.5
	10
	50
	3487.5
	N/A
	N/A

	NOTE 1:	This band is subject to IMD5 also which MSD is not specified.
NOTE 2:	Applicable only if operation with 4 antenna ports is supported in the band with EN-DC configured.
NOTE 3:	The MSD test points cannot be verified for the band combination in US due to the Band n77 frequency range restriction.
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