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-------------------------------------------------------- Beginning of Change 1-----------------------------------------------------------
9.1.2	Measurement gap
…
9.1.2B	Concurrent measurement gaps

------------------------------------------------------------ End of Change 1---------------------------------------------------------------

-------------------------------------------------------- Beginning of Change 2-----------------------------------------------------------
9.1.5	Carrier-specific scaling factor
This clause specifies the derivation of carrier-specific scaling factor (CSSF) values, which scales the measurement delay requirements given in clause 9.2, 9.2A, 9.3, 9.3A, 9.4, and NR PRS-based positioning measurements in clause 9.9 and CSI-RS based L3 measurement in clause 9.10 when UE is configured to monitor multiple measurement objects. The CSSF values are categorized into CSSFoutside_gap,i and CSSFwithin_gap,i, for the measurements conducted outside measurement gaps and within measurement gaps, respectively. 
9.1.5.1	Monitoring of multiple layers outside gaps
…
[bookmark: _Toc5952690]9.1.5.2	Monitoring of multiple layers within gaps
…
9.1.5.3	Monitoring of multiple layers by concurrent measurement gaps

------------------------------------------------------------ End of Change 2---------------------------------------------------------------

-------------------------------------------------------- Beginning of Change 3-----------------------------------------------------------
9.2	NR intra-frequency measurements
…
9.2.5	Intrafrequency measurements without measurement gaps
9.2.5.1	Intrafrequency cell identification
…
9.2.5.2	Measurement period
…
9.2.5.3	Scheduling availability of UE during intra-frequency measurements
…
9.2.5.4	SFTD Measurements between PCell and PSCell
…
9.2.5.5	Measurements with concurrent measurement gaps
9.2.5.5.1	Introduction
9.2.5.5.2	Intrafrequency cell identification
9.2.5.5.3	Intrafrequency measurement period
9.2.6	Intra-frequency measurements with measurement gaps
9.2.6.1	Void
9.2.6.2	Intra-frequency cell identification
…
9.2.6.3	Intrafrequency Measurement Period
9.2.6.4	Measurements with concurrent measurement gaps
9.2.6.4.1	Introduction
9.2.6.4.2	Intrafrequency cell identification
9.2.6.4.3	Intrafrequency measurement period

------------------------------------------------------------ End of Change 4---------------------------------------------------------------
-------------------------------------------------------- Beginning of Change 5-----------------------------------------------------------
9.3	NR inter-frequency measurements
9.3.1	Introduction
..
[bookmark: _Toc5952703]9.3.2	Requirements applicability
…
[bookmark: _Toc5952706]9.3.3	Number of cells and number of SSB
…
[bookmark: _Hlk45205855]9.3.4	Inter-frequency measurement with measurement gaps
[bookmark: _Toc5952708]9.3.4.1	Void
[bookmark: _Toc5952709]9.3.4.2	Void
9.3.4B	Inter-frequency cell identification with concurrent measurement gaps
9.3.5	Inter-frequency measurements
[bookmark: _Toc5952711]9.3.5.1	Void
[bookmark: _Toc5952712]9.3.5.2	Void
[bookmark: _Toc5952713]9.3.5.3	Void
9.3.5B	Inter-frequency measurements with concurrent measurement gaps
9.3.6	Inter-frequency measurements reporting requirements
9.3.7	Void
9.3.8	Inter-frequency SFTD measurement requirements
9.3.9	Inter frequency measurements without measurement gaps
9.3.9.1	Inter frequency Cell identification
9.3.9.2	Measurement period 
9.3.9.3	Scheduling availability of UE during inter-frequency measurements
9.3.9.4	Measurements with concurrent measurement gaps
9.3.9.4.1	Introduction
9.3.9.4.2	Interfrequency cell identification
9.3.9.4.3	Interfrequency measurement period

------------------------------------------------------------ End of Change 5---------------------------------------------------------------

