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Background
This text proposal for TR 38.717-01-01 to add CA_n25(2A) and CA_n25(3A) as defined in WID [1].
Text Proposal
[bookmark: _Toc405202255]---Start of changes---
6.x	CA_2DL_n25(2A)_1UL_n25A
CA_3DL_n25(3A)_1UL_n25A
6.x.1	Channel bandwidths per operating band for CA
Table 6.x.1-1: Supported bandwidth combinations for CA_2DL_n25(2A)_1UL _n25A
	
	
	E-UTRA CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_n25(2A)
	-
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	
	
	
	60
	1

	CA_n25(3A)
	-
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	
	
	55
	0



6.x.2	REFSENS
[bookmark: _Hlk85463262]REFSENS values are initially proposed to be same as for CA_n2(2A). However, the 40 MHz channel BW has not yet been taken into account yet.

	CA configuration
	SCS
(PCC/SCC)
(kHz)
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	UL PCC allocation
	ΔRIBNC (dB)
	Duplex mode

	CA_n25(2A)
CA_n25(3A)
	15/15
	5MHz + 5MHz
	Wgap = 55.0
	105
	[5.0]
	FDD

	
	
	
	Wgap = 30.0
	25
	[0.0]
	

	NOTE 5:	Refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission.


---End of changes---
Reference
[1]		RP-211757,  Rel-17 revised WID Band combination table for NR Intra band CA for xCC DL_yCC UL, Ericsson
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