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[bookmark: OLE_LINK4]Introduction
Based on the WF [1] R4-2114903, RAN4 need to make final decision for MSD due to Tx leakage from band n47/47 which may fall into Rx of band n79. The candidate options are shown below.
o	Option 1: Adopt the MSD (3.3dB) for Uu band proposed in paper R4-2112285.
o	Option 2: Adopt the MSD (1dB) for Uu band proposed in paper R4-2113420.
o	Option 3: Adopt the average value of MSD.
Based on our analysis R4-2113420, 1dB MSD is enough considering the diversity gain. In paper R4-2112285, it seems that diversity gain was not considered. That’s why we provided two different MSD values.
We can adopt the average value of MSD 2.1 dB to make this topic progress.
Text Proposal
[bookmark: _Toc405202255][bookmark: OLE_LINK65]---Start of changes1---
[bookmark: OLE_LINK62][bookmark: OLE_LINK64]6.2.4.4	MSD
[bookmark: OLE_LINK61]The REFSENS exception due to cross band isolation can be observed for V2X_n79A-n47A. One MSD test configuration is specified as below for each band combination. The MSD values given in tables 6.2.4.4-1and 6.2.4.4-2 shall apply for all n79 and n47 BWs and SCSs combinations given in table 6.2.4.2-1.
Table 6.2.4.14-1: Reference sensitivity exceptions (MSD) due to cross band isolation for V2X band
	[bookmark: OLE_LINK238]UL band
	SL reception band
	SCS of UL/DL band (kHz)
	LCRB of UL band
	UL band BW(MHz)
	LCRB of SL band
	SL band BW (MHz)
	MSD value of SL band (dB)

	n79
	n47
	15
	216
	40
	50
	10
	3.3



Table 6.2.4.4-2: Reference sensitivity exceptions (MSD) due to cross band isolation for Uu band
	SL transmission band
	DL band
	SCS of UL/DL band (kHz)
	LCRB of SL transmission band
	SL transmission BW(MHz)
	LCRB of DL band
	DL band BW (MHz)
	MSD value of DL band (dB)

	n47
	n79
	15
	50
	10
	216
	40
	2.1



The REFSENS exception for band n79 from the aggressor n47 is FFS.
---End of changes1---

---Start of changes2---
6.3.4.4	MSD
The REFSENS exception due to cross band isolation can be observed for V2X_n79A_47A. One MSD test configuration is specified as below for each band combination. The MSD values given in tables 6.3.4.4-1and 6.3.4.4-2 shall apply for all n79 and n47 BWs and SCSs combinations given in table 6.3.4.2-1.
Table 6.3.4.4-1: Reference sensitivity exceptions (MSD) due to cross band isolation for NR V2X band
	UL band
	DL SL reception band
	SCS of UL/DL band (kHz)
	LCRB of UL band
	UL band BW(MHz)
	LCRB of DL band
	DL band BW (MHz)
	MSD value of DL band (dB)

	n79
	47
	15
	216
	40
	50
	10
	3.3



Table 6.3.4.4-2: Reference sensitivity exceptions (MSD) due to cross band isolation for Uu band
	SL transmission band
	DL band
	SCS of UL/DL band (kHz)
	LCRB of SL transmission band
	SL transmission BW(MHz)
	LCRB of DL band
	DL band BW (MHz)
	MSD value of DL band (dB)

	47
	n79
	15
	50
	10
	216
	40
	2.1



The REFSENS exception for band n79 from the aggressor 47 is FFS.
---End of changes2---
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