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Introduction
In last meeting, company provided a paper [1] to discuss the potential basket WI realignment for Rel-18. It’s a good start to discuss how to arrange Rel-18 basket WIs. As the number of basket WI are increasing dramatically, the workloads for RAN4 are increasing as well. In this paper, we’d like to provide our views about the basket WIs.
[bookmark: OLE_LINK15][bookmark: OLE_LINK16]LTE CA Basket WI
[bookmark: OLE_LINK17][bookmark: OLE_LINK18]Currently, all the LTE CA basket WIs are listed as below in Rel-17. It’s noted that intra-band LTE CA was not established in Rel-17.
[bookmark: OLE_LINK19]Table 1 LTE CA basket WIs and Tdoc statistic except for rapporteur’s inputs
	Work item code
	Key technical issue
	RAN4#100
	RAN4#99
	RAN4#98bis
	RAN4#98
	RAN4#97

	LTE_CA_R17_2BDL_1BUL
	MSD due to harmonic, harmonic mixing or cross band isolation
	4
	0
	0
	6
	1

	LTE_CA_R17_3BDL_1BUL
	None
	8
	0
	0
	14
	3

	LTE_CA_R17_xBDL_1BUL
	None
	30
	0
	0
	30
	12

	LTE_CA_R17_2BDL_2BUL
	[bookmark: OLE_LINK14]MSD due to IMD for two UL bands
	1
	2
	2
	0
	0

	LTE_CA_R17_xBDL_2BUL
	MSD due to IMD for three UL bands
	4
	0
	23
	6
	0

	Total
	
	47
	2
	25
	56
	16



Based on the table 1, the inputs for LTE CA band combinations which need MSD analysis are decreasing. The total Tdoc inputs for LTE CA are decreasing as well. However, 5 basket WIs for LTE CA may increasing RAN4 and MCC’s workload considering revision of WI, text report and status report.
[bookmark: OLE_LINK31]Proposal 1: RAN4 can consider to establish one or two LTE basket WI(s) in Rel-18.
[bookmark: OLE_LINK35][bookmark: OLE_LINK36]NR CA Basket WI
[bookmark: OLE_LINK37][bookmark: OLE_LINK38]Currently, all the NR CA basket WIs are listed as below in Rel-17.
Table 2 NR CA basket WIs and spec’s impact
	Work item code
	Key technical issue
	[bookmark: OLE_LINK29]38.101-1
	38.101-2
	38.101-3

	NR_CA_R17_intra
	AMPR and MSD
	Yes
	Yes
	

	NR_CADC_R17_2BDL_xBUL
	MSD
	Yes
	Yes
	Yes

	[bookmark: OLE_LINK32]NR_CA_R17_3BDL_1BUL
	[bookmark: OLE_LINK30]None
	Yes
	
	Yes

	NR_CADC_R17_3BDL_2BUL
	MSD
	Yes
	
	Yes

	[bookmark: OLE_LINK33]NR_CA_R17_4BDL_1BUL
	None
	Yes
	
	Yes

	[bookmark: OLE_LINK34]NR_CADC_R17_4BDL_2BUL
	None
	Yes
	
	Yes

	NR_CADC_R17_5BDL_xBUL
	None
	Yes
	
	Yes



As indicated in the paper [1], three and four bands CA have separate WIs for 1 UL and 2 UL. This leads to the need for additional TRs and redundancy in effort for writing text proposals and CRs, and errors in the specs if the CRs aren’t aligned. Also, it creates more work for MCC to implement the CRs due to redundancy between CRs, which has led to errors in the CR implementation. If the 1 UL and 2 UL combinations are being added in the same Plenary cycle, then the same DL combination is added in two separate CRs for 3DL, and 4 DL combinations.
Proposal 2: In Rel-18, NR_CA_R17_3BDL_1BUL and NR_CA_R17_3BDL_1BUL can be merged into one basket WI. And NR_CA_R17_4BDL_1BUL and NR_CADC_R17_4BDL_2BUL can be merged into one basket WI.
EN-DC Basket WI
[bookmark: OLE_LINK39]Currently, all the EN-DC basket WIs are listed as below in Rel-17.
Table 3 EN-DC basket WIs and spec’s impact
	Work item code
	Key technical issue

	DC_R17_1BLTE_1BNR_2DL2UL
	MSD

	DC_R17_2BLTE_1BNR_3DL2UL
	MSD

	DC_R17_3BLTE_1BNR_4DL2UL
	None

	DC_R17_4BLTE_1BNR_5DL2UL
	None

	DC_R17_5BLTE_1BNR_6DL2UL
	None

	DC_R17_xBLTE_2BNR_yDL2UL
	MSD

	DC_R17_xBLTE_yBNR_3DL3UL
	None

	DC_R17_xBLTE_2BNR_yDL3UL
	None

	DC_R17_xBLTE_3BNR_yDL2UL
	None

	DC_R17_xBLTE_4BNR_yDL2UL
	None



For DC_R17_3BLTE_1BNR_4DL2UL/ DC_R17_4BLTE_1BNR_5DL2UL/ DC_R17_5BLTE_1BNR_6DL2UL, since there is no special technical analysis except for Tib Rib, these three basket WIs can be merged into one basket WI.
For DC_R17_xBLTE_yBNR_3DL3UL/ DC_R17_xBLTE_2BNR_yDL3UL, there is no special technical analysis since all the three UL bands are assumed as one LTE, one FR1 band and one FR2 band.
For DC_R17_xBLTE_3BNR_yDL2UL / DC_R17_xBLTE_4BNR_yDL2UL, there is no special technical analysis for BC with > three bands.
Proposal 3: it’s proposed to merge the following ENDC basket WIs due to lack key technical analysis in Rel-18.
DC_R17_3BLTE_1BNR_4DL2UL + DC_R17_4BLTE_1BNR_5DL2UL + DC_R17_5BLTE_1BNR_6DL2UL can be merged to one basket WI
=>  more than 2 LTE bands + 1 NR band with one LTE UL + one NR UL
DC_R17_xBLTE_yBNR_3DL3UL + DC_R17_xBLTE_2BNR_yDL3UL can be merged to one basket WI
=>  more than 1 LTE bands + 1 NR FR1 band + one NR FR2 band with one LTE UL + one NR FR1 UL + one NR FR2 UL
DC_R17_xBLTE_3BNR_yDL2UL + DC_R17_xBLTE_4BNR_yDL2UL
=>  X LTE bands + more than 2 NR bands with one LTE UL + one NR UL

Proposal 4: There is no need to establish new TR for these basket WIs which only include the analysis of operating bands, configurations and Tib/Rib in Rel-18.
Summary
Based on the discussion, all the observations and proposals are listed below:
Proposal 1: RAN4 can consider to establish one or two LTE basket WI(s) in Rel-18.
Proposal 2: In Rel-18, NR_CA_R17_3BDL_1BUL and NR_CA_R17_3BDL_1BUL can be merged into one basket WI. And NR_CA_R17_4BDL_1BUL and NR_CADC_R17_4BDL_2BUL can be merged into one basket WI.
Proposal 3: it’s proposed to merge the following ENDC basket WIs due to lack key technical analysis in Rel-18.
DC_R17_3BLTE_1BNR_4DL2UL + DC_R17_4BLTE_1BNR_5DL2UL + DC_R17_5BLTE_1BNR_6DL2UL can be merged to one basket WI
=>  more than 2 LTE bands + 1 NR band with one LTE UL + one NR UL
DC_R17_xBLTE_yBNR_3DL3UL + DC_R17_xBLTE_2BNR_yDL3UL can be merged to one basket WI
=>  more than 1 LTE bands + 1 NR FR1 band + one NR FR2 band with one LTE UL + one NR FR1 UL + one NR FR2 UL
DC_R17_xBLTE_3BNR_yDL2UL + DC_R17_xBLTE_4BNR_yDL2UL
=>  X LTE bands + more than 2 NR bands with one LTE UL + one NR UL

Proposal 4: There is no need to establish new TR for these basket WIs which only include the analysis of operating bands, configurations and Tib/Rib in Rel-18.
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