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<Start of Change>
[bookmark: _Toc383690989]8.3.5	Direct SCell Activation at Handover
The requirements in this clause apply for UE being configured in the RRC reconfiguration message, TS 38.331 [2], for handover with one SCell for which the parameter sCellState is set to activated.
The UE shall configure the SCell in activated state upon successful completion of the RRC reconfiguration procedure within the specified delay. Upon receiving the RRC reconfiguration message in slot n, the UE shall be capable to transmit valid CSI report and apply actions for the directly activated SCell no later than in slot  ,
Where:
	Ndirect = TRRC_process + Tinterrupt + T2 + T3 + Tactivation_time + TCSI_Reporting - 3ms for the cases specified in clause 8.3.2 that TCI state is not indicated within Tactivation_time; otherwise, Ndirect = TRRC_process + Tinterrupt + T2 + T3 + THARQ +Tactivation_time + TCSI_Reporting
	TRRC_Process: RRC procedure delay defined in clause 12 of TS 38.331 [2],
	Tinterrupt: Interruption time during handover as specified in clause 6.1.1,
	T2: Delay from slot  until UE has obtained a valid TA command for the target PCell,
	T3: Delay for applying the received TA for uplink transmission in the target PCell, and greater than or equal to k+1 slot, where k is defined in clause 4.2 in TS 38.213,
	THARQ (in ms) is the timing between DL data transmission and acknowledgement as specified in TS 38.213 [3],
	If the SCell being configured belongs to FR1 and was deactivated and known SCell before handover, TCSI_Reporting is specified in clause 8.3.2 and Tactivation_time is defined as:
-	TFirstSSB+ 5ms, if the measurement period of the SCell being activated is equal to or smaller than [2400ms].
-	TFirstSSB_MAX + Trs + 5ms, if the measurement period of the SCell being activated is larger than [2400ms].
where the measurement period as defined in table 9.2.5.2-3.
	If the SCell is being configured was a deactivated SCell but known and belongs to FR1, TCSI_Reporting is specified in clause 8.3.2 and Tactivation_time is defined as:
-	TFirstSSB+ 5ms, if the measurement period of the SCell being activated is equal to or smaller than [1280ms2400ms].
-	TFirstSSB_MAX + Trs + 5ms, if measurement period of the SCell being activated is larger than [1280]ms[2400ms].
where the measurement period as defined in table 9.2.5.2-3 if SCell being configured was on a deactivated SCell carrier, or 9.3.5-1 if SCell being configured was on an inter-frequency carrier.

	Otherwise, Tactivation_time and TCSI_Reporting are specified in clause 8.3.2, where the following definitions of TFirstSSB and
<End of Change>

