[bookmark: Title][bookmark: DocumentFor][bookmark: OLE_LINK5][bookmark: OLE_LINK6]3GPP TSG-RAN WG4 Meeting # 101-e	R4-2118928
Electronic Meeting, November 01-12, 2021

Source:	ZTE Corporation
[bookmark: _GoBack]Title:	RRM requirements for FDM based intra-band con-current SL operation
Agenda item:	8.15.6.1
Document for:	Discussion
1	Introduction
In RAN4 100-e, there were discussions on interruptions related issues in SL enhancements. Some options were captured in the WF [1] which are copy pasted below.
	· Issue 1-1-6 : RRM requirements for FDM based intra-band con-current SL operation 
· Study the interruptions on SL due to Uu BWP switch
· FFS whether to specify interruption requirements on SL due to Uu BWP switch.


This paper discusses the issues listed above and provide our views.
2	Discussions
Interruptions related issues have been discussed during the last meeting across multiple sub-AIs. We think a question to be figured out first is why interruptions would happen, and what is the assumption for the UE hardware. Clearly if the UE shares hardware for SL and WAN then Uu BWP switch will interrupt SL. However, if the hardware can be assumed to be independent then interruptions might be avoided. Even if not completely independent, different assumptions on the UE hardware would lead to different formulations of the interruptions.
Observation 1: Whether to allow interruptions / how long the interruption length is depends on assumptions on UE hardware.
Thus, we think the group should first settle down on the assumption on the UE hardware or set a baseline. 
The group should first settle down on the assumption on the UE hardware or set a baseline.
Whether interruptions on SL can be tested is also an issue. We suggest to involve TE vendors and check on the testability issue.
Check if interruptions on SL can be tested.
3	Conclusion
Observation 1: Whether to allow interruptions / how long the interruption length is depends on assumptions on UE hardware.
Proposal 1: The group should first settle down on the assumption on the UE hardware or set a baseline.
Proposal 2: Check if interruptions on SL can be tested.
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