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Introduction
In previous RAN4 meeting, overall impact to RRM requirements were discussed. WF [1] has been approved for overall RRM requirements impact 
	· No impact on RRM requirement for 
· Enhancements for PDCCH, PUCCH and PUSCH for multi-TRP
· CSI enhancement 
· No RRM requirement will be defined for 8 RX antenna ports
· Further study whether to define RRM requirements and RRM impacts for simultaneous reception of channel/RS with different QCL type D
· RAN4 is supposed to conclude whether to define RRM requirements and RRM impacts for simultaneous reception of channel/RS with QCL type D in RAN4 #101-e


[bookmark: _GoBack]For simultaneous reception of channel/RS with QCL type D, it has to be completed in this RAN4 meeting. In this contribution, as same as view in previous RAN4 meeting, we suggest to postpone specifying the core requirements to later release. Same proposal has been provided in agenda 8.19.2.1 for RF core requirements. 
Discussion
On beam management for multi-TRP, whether to introduce explicit requirements for group-based L1-RSRP measurement assuming simultaneous receptions of different QCL type RS can be discussed. Based on RAN1 agreements, such assumption have been deprioritized in RAN1 based on the agreements, i.e.,
	Study Rel.17 enhancements on beam management for multi-TRPs with following priority
· High priority:
· Beam measurement/reporting enhancement
· Beam failure recovery for multi-TRP
· Low priority
· Simultaneous reception of same type of channel/RS with different QCL-TypeD
· Simultaneous reception of different type of channel/RS with different QCL-TypeD



In current RAN4 specifications, simultaneous reception also has NOT been specified for L1-RSP measurements. Without clear RAN1 request on defining the requirements to verify the requirements for simultaneous receptions for different QCL type D in Rel-17, RAN4 can also follow the RAN1 prioritization decision to postpone the core requirements assuming simultaneous receptions with different QCL type D to further release. 
Proposal 1: RAN4 requirements assuming simultaneous reception channel/RS with different QCL type D can be postponed to further release unless request from RAN1 is received. 
Conclusion 
In this contributions, the following proposals have been provided 
Proposal 1: RAN4 requirements assuming simultaneous reception channel/RS with different QCL type D can be postponed to further release unless request from RAN1 is received. 
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