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[bookmark: _Ref47278890]1	Introduction 
[bookmark: _Ref32352040][bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK132][bookmark: OLE_LINK133]In RAN4 #98e meeting [1], the agreed work plan for #100bis and #101 meeting are listed as follows:
	· 3GPP RAN4 #100bis and #101 meeting (October and November, 2021, Work phase)
· Discuss and specify, if agreed: 
· Relaxation method and the corresponding criteria and scenarios for RLM/BFD 
· LS final RRC parameters to RAN2, if needed
· draft CR(s) on core part in TS38.133 



In this paper, we provide our views on potential spec change for RLM/BFD measurement relaxation.  
We list the potential spec change and map those changes into current spec structure. The goal of this discussion is to align the understanding among companies and agree on the CR work split in this meeting.
2	Potential spec change for Rel-17 power saving
In last meeting [2], companies did not reach consensus on the specification structure: 
	Issue 6-1: Specification structure
· Option 1: Relaxed RLM/BFD requirements are introduced in new subsections within the existing RLM/BFD sections TS 38.133. 
· Option 2: introduce new table for relaxation evaluation period into the current subsections.


[bookmark: _Ref85748116][bookmark: _Ref85279860]Observation 1: There is no agreement on how RAN4 shall start the core part specification 

Therefore, here we provide potential spec changes according to 2 different options. If companies agree on option 1, new sections that should be created are listed in Table 1. Similar with spec framework of Rel-16 power saving, we need to clarify the criteria that Network configures, conditions for UE to enter the relaxation mode, and minimum requirement that UE needs to follow. Sub-sections can be added under each of new section, if needed. 

[bookmark: _Ref79068977]Table 1: Potential spec change if RAN4 agrees to introduce new subsections
	RRM requirement
	Expected impact
	Section in TS 38.133
	Volunteer 

	Minimum requirement for SSB based radio link monitoring for UE configured with relaxed measurement criterion
	Criterion, fulfilled conditions and the corresponding relaxed minimum requirement
	(new) 8.1.2.4	
	TBD

	Minimum requirement for CSI-RS based radio link monitoring for UE configured with relaxed measurement criterion
	Criterion, fulfilled conditions and the corresponding relaxed minimum requirement
	(new) 8.1.3.4	
	TBD

	Minimum requirement for SSB based beam failure detection for UE configured with relaxed measurement criterion
	Criterion, fulfilled conditions and the corresponding relaxed minimum requirement
	(new) 8.5.2.4	
	TBD

	Minimum requirement for CSI-RS based beam failure detection for UE configured with relaxed measurement criterion
	Criterion, fulfilled conditions and the corresponding relaxed minimum requirement
	(new) 8.5.3.4	
	TBD



If companies agree on option 2, existing sections that should be revised are listed in Table 2. If we want to clarify the criteria that Network configures, conditions for UE to enter the relaxation mode, and minimum requirement that UE needs to follow, sub-paragraphs are needed. 

[bookmark: _Ref85747639]Table 2: Potential spec change if RAN4 agrees to only introduce new tables
	RRM requirement
	Expected impact
	Section in 38.133
	Volunteer 

	Minimum requirement for SSB based radio link monitoring for UE configured with relaxed measurement criterion
	Criterion, fulfilled conditions and the corresponding relaxed minimum requirement
	Revise 8.1.2.2	
	TBD

	Minimum requirement for CSI-RS based radio link monitoring for UE configured with relaxed measurement criterion
	Criterion, fulfilled conditions and the corresponding relaxed minimum requirement
	Revise 8.1.3.2	
	TBD

	Minimum requirement for SSB based beam failure detection for UE configured with relaxed measurement criterion
	Criterion, fulfilled conditions and the corresponding relaxed minimum requirement
	Revise 8.5.2.2	
	TBD

	Minimum requirement for CSI-RS based beam failure detection for UE configured with relaxed measurement criterion
	Criterion, fulfilled conditions and the corresponding relaxed minimum requirement
	Revise 8.5.3.2	
	TBD



We suggest RAN4 to agree on the CR work split based on above impact analysis on TS38.133. 
[bookmark: _Ref85275820]Proposal 1: RAN4 to agree on the TS 38.133 CR work split for Rel-17 power saving 
4	Summary
In this contribution, we have the following observations:
Observation 1: There is no agreement on how RAN4 shall start the core part specification 
And we propose
Proposal 1: RAN4 to agree on the TS 38.133 CR work split for Rel-17 power saving
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