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<First change>
[bookmark: _Toc21344199][bookmark: _Toc29801683][bookmark: _Toc29802107][bookmark: _Toc29802732][bookmark: _Toc36107474][bookmark: _Toc37251233][bookmark: _Toc45888019][bookmark: _Toc45888618][bookmark: _Toc61367258][bookmark: _Toc61372641][bookmark: _Toc68230581][bookmark: _Toc69083994][bookmark: _Toc75467001][bookmark: _Toc76509023][bookmark: _Toc76718013][bookmark: _Toc83580323][bookmark: _Toc84404832][bookmark: _Toc84413441]5.3.6	Asymmetric channel bandwidths
The UE channel bandwidth can be asymmetric in downlink and uplink. In asymmetric channel bandwidth operation, the narrower carrier shall be confined within the frequency range of the wider channel bandwidth.
In FDD, the confinement is defined as a maximum deviation to the Tx-Rx carrier center frequency separation (defined in table 5.4.4-1) as following:
ΔFTX-RX = | (BWDL – BWUL)/2 |
The operating bands and supported asymmetric channel bandwidth combinations are defined in table 5.3.6-1.
Table 5.3.6-1: FDD asymmetric UL and DL channel bandwidth combinations
	NR Band
	Channel bandwidths for UL (MHz)
	Channel bandwidths for DL (MHz)
	Asymmetric channel bandwidth combination set

	n5
	20
	25
	0

	n8
	20
	35
	0

	n24
	10
	5
	0

	n25
	40
	45
	0

	n66
	5, 10
	20, 40
	0

	
	20
	40
	

	
	5, 10
	20, 25, 30, 40
	1

	
	20, 25, 30
	40
	

	n70
	5, 10
	15
	0

	
	5, 10, 15
	20, 25
	

	n71
	5
	10
	0

	
	10
	15
	

	
	15
	20
	

	
	5
	10
	1

	
	10
	15
	

	
	15
	20
	

	
	20
	35
	

	n911
	10
	5
	0

	n921
	5
	10, 15, 20
	0

	
	10
	15, 20
	

	n931
	10
	5
	0

	n941
	5
	10, 15, 20
	0

	
	10
	15, 20
	

	NOTE 1:	The assignment of the paired UL and DL channels are subject to a TX-RX separation as specified in clause 5.4.4.
NOTE 2: Since it is mandatory for UEs to support asymmetric channel BCS0, asymmetric channel BCS0 should not be added for any existing NR bands. Asymmetric channel BCSs added to existing bands should start with BCS1.  



In TDD, the operating bands and supported asymmetric channel bandwidth combinations are defined in table 5.3.6-2.
Table 5.3.6-2: TDD asymmetric UL and DL channel bandwidth combinations
	NR Band
	Channel bandwidths for UL (MHz)
	Channel bandwidths for DL (MHz)

	n50
	60
	80

	NOTE 1:	Both centre frequency and BWP-ID shall match between DL and UL carriers as defined in TS 38.331 [7] cl. 6.3.2 and TS 38.213 [8] clause 12.
NOTE 2:	In a case a UE is configured with a full width of BWP within both UL/ DL channels, the centre frequency of UL/ DL channels shall be same.
NOTE 3:	A position of Point A is common between UL and DL carriers as defined in TS 38.331 [7] cl. 6.3.2.
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