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Introduction
RAN4#101-e E-meeting Arrangements and Guidelines presentation shared by the RAN4 chair contains instructions on CR handling for Rel-17 non-spectrum related WI:
	· RRM CR handling
· Draft CRs with are allowed for WIs of NR FR1 RF Enhancements [NR_RF_FR1_enh], NR FR2 RF Enhancements [NR_RF_FR2_req_enh2], NR FR1 HST Enhancements [NR_HST_FR1_enh], NR FR2 HST [NR_HST_FR2], NR FeRRM [NR_RRM_enh2] , NR MG Enhancements [NR_MG_enh] 
· For other items the discussion is focused on technical issues and initial CRs are planned for Q1’2022. 
· Note that the discussions will focus on technical issues first and Draft CRs will be handled with the 2nd priority.



It can be noticed that NR FR2 HST WI is listed as allowed for the Draft CRs. However, the CR work split was not discussed so far for HST FR2 RRM.
Therefore, following the recommendations from RAN4#101-e E-meeting Arrangements and Guidelines presentation
	· SI/WI RAN4 RF/RRM/demodulation Work Plans 
· Rapporteurs are encouraged to provide updated SI/WI RRM work plans to decide on 
· CR/TP work split among contributing companies to avoid duplicate efforts and to encourage sharing the workload and cross-checking CRs 
· CR work split should at least include Big CR split. It is also allowed if companies want to further split the work under each Big CR.



we propose to discuss the work split for HST FR2 RRM.
In this paper, we are listing the TS 38.133 sections that are expected to have changes based on HST FR2 RRM discussions and can be used as a basis for the CR work split.

Template table for CR work split
In Table 1 blow, we are listing the sections of TS 38.133 that were identified so far as applicable to HST FR2 or with potential impact form HST FR2, e.g., following the Applicability of Rel-15/16 requirements to Rel-17 HST FR2 table from WF[1].


[bookmark: _Ref85729885]Table 1: A template table for CR work split in HST FR2 RRM
	TS 38.133 section number
	TS 38.133 section title
	Responsible company

	4
	SA: RRC_IDLE state mobility

	4.1
	Cell Selection
	

	4.2
	Cell Re-selection
	

	5
	SA: RRC_INACTIVE state mobility

	5.1
	Cell Re-selection
	

	6
	RRC_CONNECTED state mobility

	6.1
	Handover
	

	6.2
	RRC Connection Mobility Control
	

	7
	Timing

	7.1
	UE transmit timing
	

	7.2
	UE timer accuracy
	

	7.3
	Timing advance
	

	7.4
	Cell phase synchronization accuracy
	

	7.7
	deriveSSB-IndexFromCell tolerance
	

	8
	Signalling characteristics

	8.1
	Radio Link Monitoring
	

	8.5
	Link Recovery Procedures
	

	8.10
	Active TCI state switching delay
	

	8.12
	Uplink spatial relation switch delay
	

	9
	Measurement Procedure

	9.2
	NR intra-frequency measurements
	

	9.5
	L1-RSRP measurements for Reporting
	

	9.8
	L1-SINR measurements for Reporting
	

	9.10
	CSI-RS based L3 measurements
	



RAN 4 to agree on the HST FR2 RRM CR work split based on the table above.
Companies are encouraged to sign up for desired items.
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