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1. Introduction
This contribution is a text proposal for TR 38.862 v0.3.0 on PC2 band combinations with more than 2 DL bands.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc81509796][bookmark: _Toc73114415][bookmark: _Hlk32391732]7.x	Guidelines on introduction of PC2 combinations
For introduction of PC2 combinations with 2 bands DL and 3 bands DL a TP is required.
UL power configuration is captured only for PC2 2 bands DL band combinations with either inter-band (2UL) or Intra-band 1UL.
Introduction of PC2 band combinations with more than 3 bands DL are done with draft CRs directly.
---End of changes---
3GPP

3GPP


 


3GPP TSG


-


RAN WG4 Meeting #101


-


e


 


R4


-


211


9944


 


Electronic Meeting, 


1 November 


–


 


11 November 2021


 


Source:


 


Ericsson


 


Title:


 


TP for TR 


38.


862


 


on PC2 band combinations with more than 2 DL bands


 


Agenda item:


 


 


 


7


.


3


0


 


Document for:


 


Approval


 


1. 


Introduction


 


This contribution is a text proposal for 


TR 


38.


862


 


v0.


3


.0 


on PC2 band combinations with more than 2 DL bands


.


 


2


. Text Proposal


 


---


Start of changes


---


 


7


.


x


 


Guidelines 


on introduction of PC2 combinations


 


For


 


introduction of


 


PC2 combinations with 2 bands DL 


and 3 bands DL 


a TP is 


required.


 


UL power configuration is captured only for PC2 2 bands DL band combinations with 


either 


inter


-


band 


(2UL) 


or Intra


-


band 


1UL


.


 


Introduction of PC2 band combinations with more than 3 


bands DL are done with draft CRs directly.


 


---


End


 


of changes


---


 




3GPP   3GPP TSG - RAN WG4 Meeting #101 - e   R4 - 211 9944   Electronic Meeting,  1 November  –   11 November 2021   Source:   Ericsson   Title:   TP for TR  38. 862   on PC2 band combinations with more than 2 DL bands   Agenda item:       7 . 3 0   Document for:   Approval   1.  Introduction   This contribution is a text proposal for  TR  38. 862   v0. 3 .0  on PC2 band combinations with more than 2 DL bands .   2 . Text Proposal   --- Start of changes ---   7 . x   Guidelines  on introduction of PC2 combinations   For   introduction of   PC2 combinations with 2 bands DL  and 3 bands DL  a TP is  required.   UL power configuration is captured only for PC2 2 bands DL band combinations with  either  inter - band  (2UL)  or Intra - band  1UL .   Introduction of PC2 band combinations with more than 3  bands DL are done with draft CRs directly.   --- End   of changes ---  

