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Status summary for 1st round discussion


	 
	Status summary 

	Sub-topic#3-2
	Tentative agreements:
Issue 3-2: BS RF requirements
Option 1
Issue 3-3: UE RF requirements
No agreement. 
Recommendations for 2nd round:
Issue 3-2: BS RF requirements
Capture tentative agreements in WF on Overlapping UE CBW Approach
Issue 3-3: UE RF requirements
Companies are to propose solutions on how to capture UE RF requirements for this approach (UE CBW one cell) in WF on Overlapping UE CBW Approach

	Sub-topic#3-3
	Tentative agreements:
Issue 3-4: BS RF requirements
Option 2: single minimum subset of RF requirements for BS irregular channel bandwidth applies to all the solutions being discussed for overlapping UE channel bandwidth
Issue 3-5: UE RF requirements
Option 1 seems agreeable.
Recommendations for 2nd round:
Issue 3-4: BS RF requirements
Capture agreement in WF on Overlapping UE CBW Approach
Issue 3-5: UE RF requirements
Include Option 1 WF on Overlapping UE CBW Approach





[bookmark: _GoBack] · BS RF requirements
· Agreement: single minimum subset of RF requirements for BS irregular channel bandwidth applies to all the solutions being discussed for overlapping UE channel bandwidth
· What requirements are part of subset of RF requirements are TBD
· Companies are encouraged to provide discussion if there is a need for dedicated gNB channel filters to meet spectral mask requirements for irregular channel bandwidths
· UE RF requirements
· Combined UE CBW approach (One cell)
· Companies are to propose solutions on how to capture UE RF requirements for this approach
·  Overlapping CA approach (two cells)
· Agreement:  Include a statement in TR that the solution requires UE support of intra-band non-contiguous CA for the combination.
WF

		4
