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	(1) A.4.6.4.5 and A.6.6.4.5
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As per TS 38.321 cl.5.7, CSI on PUCCH will not be reported if DRX is not in Active Time. 
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Thus, DRX setting should be updated to DRX.3 (40ms periodicity) similar to non-HST equivalent TCs (RRM 4.6.4.2 and 6.6.4.2).

There is a typographical error at sub-clause A.4.6.4.5.

(2) A.6.1.2.5 and A.8.2.1.2
For Table A.6.1.2.5, NR Prach Configuration Index 77 is not applicable for RRM TDD-Config. Based from TS38.211 Table 6.3.3.2-3, PRACH will fall on SF#9. But for RRM, UL subframes only fall on SF#2, SF#3, SF#7, and SF#8. Also LTE Prach Config Index for LTE FDD (config4,5,6) seems to be not consistent with other NR-EUTRAN reselection.
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(3) A.8.4.2.9 
DRX.6 is not applicable for this test case as it is only applicable for NR serving cell (not LTE serving cell). Most probable proper DRX setting for the test case is DRX.5. 

Test Requirement measurement delay should be at most 4.8s + (2xTTIdcch)

Tidentify_irat_with_index = Tpss/sss_sync_rat + Tssb_measurement_period_irat + Tssb_time_index_irat = 4800ms

Tpss/sss_sync_rat : from Table 8.1.2.4.21.1.1-1A in TS36.133
Tssb_measurement_period_irat : from Table 8.1.2.4.21.1.1-3A in TS36.133
Tssb_time_index_irat : from Table 8.1.2.4.21.1.1-5A in TS36.133

-If DRX.9 - DRX cycle = 40ms
--Tidentify_irat_with_index = 600ms + 120ms + 320ms = 1040ms != 4800ms
-If DRX.5 - DRX cycle = 320ms
--Tidentify_irat_with_index = 2560ms + 960ms + 1280ms = 4800ms

Below is the difference between the Rel-16 CR.
(4) A.6.1.1.7
There are misplaced test parameter information in Table 6.1.1.7.2-1. 
· Misplaced SMTC Pattern configuration under “SSB configuration”. 
· Misplaced comments.
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· Added comments.
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<<Unchanged sections skipped>>
<<Start of change>>
A.4.6.4.5	SSB based L1-RSRP measurement when DRX is used for UE configured with highSpeedMeasFlag-r16
A.4.6.4.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-RSRP measurement when UE is configured with highSpeedMeasFlag-r16. This test will partly verify the L1-RSRP measurement requirements for UE configured with highSpeedMeasFlag-r16 in clause 9.5.4.1, with the testing configurations for NR cells in Table A.4.6.4.5.1-1.
Table A.4.6.4.5.1-1: Applicable NR configurations for FR1 SSB based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.4.6.4.5.2	Test parameters
There are two cells in the test, E-UTRAN PCell (Cell 1) and FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.6.4.5.2-1 and Table A.4.6.4.5.2-2 below. 
In CSI measurement configuration, UE is indicated to perform L1-RSRP measurement on the SSBs and report periodically. The test consists of two successive time periods, with time duration of T1 and T2 respectively. The test has higher layer parameter timeRestrictionForChannelMeasurements configured. 
There is no measurement gap configured in the test. Before the test, UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSBs.
Table A.4.6.4.5.2-1: General test parameters for UE configured with highSpeedMeasFlag-r16
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~6
	
	freq1

	Duplex mode
	1,4
	
	FDD

	
	2,5
	
	TDD

	
	3,6
	
	TDD

	TDD Configuration
	1,4
	
	N/A

	
	2,5
	
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD

	
	2,5
	
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD

	
	2,5
	
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.3 FR1

	
	2,5
	
	SSB.3 FR1

	
	3,6
	
	SSB.4 FR1

	OCNG Patterns
	1~6
	
	OP.1

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~6
	
	SMTC.1

	TRS Configuration
	1,4
	
	TRS.1.1 FDD

	
	2,5
	
	TRS.1.1 TDD

	
	3,6
	
	TRS.1.2 TDD

	DRX configuration
	1~6
	
	DRX.83

	reportConfigType
	1~6
	
	periodic

	reportQuantity
	1~6
	
	ssb-Index-RSRP

	Number of reported RS
	1~6
	
	2

	L1-RSRP reporting period
	1~6
	slot
	80

	T1
	1~6
	s
	5

	T2
	1~6
	s
	2

	EPRE ratio of PSS to SSS
	1~6
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	Propagation condition
	1,2,4,5
	
	AWGN 1944 Hz

	
	3,6
	
	AWGN 3334 Hz

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table A.4.6.4.5.2-2: SSB specific test parameters for UE configured with highSpeedMeasFlag-r16
	Parameter
	Config
	Unit
	SSB#0
	SSB#1

	
	
	
	T1
	T2
	T1
	T2

	[image: ]Note2
	1~6
	dBm/15kHz
	-94.65

	[image: ]Note2
	1,2,4,5
	dBm/SSB SCS
	-94.65

	
	3,6
	
	-91.65

	[image: ]
	1~6
	dB
	0
	0
	-Infinity
	3

	SSB RSRP Note3
	1,2,4,5
	dBm/SSB SCS
	-94.65
	-94.65
	-Infinity
	-91.65

	
	3,6
	
	-91.65
	-91.65
	-Infinity
	-88.65

	Io Note3
	1,2,4,5
	dBm/9.36 MHz
	-63.69
	-63.69
	-66.70
	-61.93

	
	3,6
	dBm/38.16 MHz
	-57.59
	-57.59
	-60.61
	-55.84

	[image: ]
	1~6
	dB
	0
	0
	-Infinity
	3

	Note 1: 	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3: 	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.4.6.4.25.3	Test Requirements
The UE shall send L1-RSRP report every 80 slots. No later than [1920ms] plus 80 slots from the beginning of time period T2, UE shall send L1-RSRP report including results of both SSB0 and SSB1 while meeting absolute accuracy requirement in clause 10.1.19.1.1 and relative accuracy requirement in clause 10.1.19.1.2. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
<<Unchanged sections skipped>>
A.6.1.1.7	Cell reselection to FR1 intra-frequency NR case for UE configured with highSpeedMeasFlag-r16
A.6.1.1.7.1	Test Purpose and Environment
This test is to verify the requirement for the intra frequency NR cell reselection requirements for UE configured with highSpeedMeasFlag-r16 specified in clause 4.2.2.3.
A.6.1.1.7.2	Test Parameters
The test scenario comprises of 1 NR carrier and 2 cells as given in tables A.6.1.1.1.x-1, A.6.1.1.1.x-2 and A.6.1.1.1.x-3. The test consists of three successive time periods, with time duration of T1, T2, and T3 respectively. Only cell 1 is already identified by the UE prior to the start of the test. Cell 1 and cell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing cell 2. highSpeedMeasFlag-r16 is broadcasted to UE.
Table A.6.1.1.7.2-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.1.1.7.2-2: General test parameters for intra frequency NR cell re-selection test case for UE configured with highSpeedMeasFlag-r16
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial 
	Active cell
	
	1, 2, 3
	Cell1
	

	condition
	Neighbour cells
	
	1, 2, 3
	Cell2 
	

	T2 end condition
	Active cell
	
	1, 2, 3
	Cell2
	

	
	Neighbour cells
	
	1, 2, 3
	Cell1
	

	Final condition
	Active cell
	
	1, 2, 3
	Cell1
	

	
	Neighbour cells
	
	1, 2, 3
	Cell2
	

	RF Channel Number
	
	1, 2, 3
	1
	

	Time offset between cells
	
	1
	3 ms
	Asynchronous cells

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	Access Barring Information
	-
	1, 2, 3
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR1
	Configured in SIB2 of Cell 1

	
	
	
	SMTC pattern 6
	Configured in SIB2 of Cell 2

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC pattern 2
	

	
	
	2
	SMTC pattern 1
	

	
	
	3
	SMTC pattern 1
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1

	SMTC pattern 2
	Configured in SIB2 of Cell 1

	
	
	
	SMTC pattern 6
	Configured in SIB2 of Cell 2

	
	
	2
	SMTC pattern 1
	

	
	
	3
	SMTC pattern 1
	

	DRX cycle length
	s
	1, 2, 3
	0.32
	The value shall be used for all cells in the test.

	PRACH configuration index
	
	1, 2, 3
	102
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	rangeToBestCell
	
	1, 2, 3
	Not configured
	

	T1
	s
	1, 2, 3
	>7
	During T1, Cell 2 shall be powered off, and during the off time the physical cell identity shall be changed, The intention is to ensure that Cell 2 has not been detected by the UE prior to the start of period T2

	T2
	s
	1, 2, 3
	40
	T2 needs to be defined so that cell re-selection reaction time is taken into account.

	T3
	s
	1, 2, 3
	15
	T3 needs to be defined so that cell re-selection reaction time is taken into account.




<<Unchanged sections skipped>>
A.6.1.2.5	Cell reselection to lower priority E-UTRAN cell for UE configured with highSpeedMeasFlag-r16
A.6.1.2.5.1	Test Purpose and Environment
This test is to verify the requirement for the NR to E-UTRAN inter-RAT cell reselection requirements for UE configured with highSpeedMeasFlag-r16 specified in clause 4.2.2.5 when the E-UTRAN cell is of lower priority.
A.6.1.2.5.2	Test Parameters
The test scenario comprises of one NR cell and one E-UTRAN cell as given in tables A.6.1.2.5.2-1, A.6.1.2.5.2-2, A.6.1.2.5.2-3 and A.6.1.2.5.2-4. The test consists of two successive time periods, with time duration of T1 and T2 respectively. Both NR cell 1 and E-UTRAN cell 2 are already identified by the UE prior to the start of the test. E-UTRAN cell 2 is of lower priority than cell 1. The E-UTRAN cell 2 is indicated by NR cell 1 as an HST cell.
Table A.6.1.2.5.2-1: Supported test configurations
	Configuration
	Description of serving cell
	Description of target cell

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.1.2.5.2-2: General test parameters for NR to E-UTRAN cell re-selection test case
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE camps on cell 1 in the initial phase.

	T1 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	The UE shall perform reselection to cell 2 during T1.

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell1
	

	T2 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE shall perform reselection to cell 1 during T2 for iteration of the tests.

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell2
	

	Access Barring Information
	-
	1, 2, 3, 4, 5, 6
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1, 2, 3, 4, 5, 6
	0.32
	The value shall be used for all cells in the test.

	NR PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	77102
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	E-UTRAN PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	53
	As specified in table 5.7.1-2 in TS 36.211 [23]

	
	
	4, 5, 6
	4
	

	T1
	s
	1, 2, 3, 4, 5, 6
	15
	T1 needs to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	1, 2, 3, 4, 5, 6
	75
	T2 needs to be defined so that cell re-selection reaction time is taken into account.



<<Unchanged sections skipped>>
A.6.6.4.5	SSB based L1-RSRP measurement when DRX is used for UE configured with highSpeedMeasFlag-r16
A.6.6.4.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-RSRP measurement when UE is configured with highSpeedMeasFlag-r16. This test will partly verify the L1-RSRP measurement requirements for UE configured with highSpeedMeasFlag-r16 in clause 9.5.4.1, with the testing configurations for NR cells in Table A.6.6.4.5.1-1.
Table A.6.6.4.5.1-1: Applicable NR configurations for FR1 SSB based L1-RSRP test
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.6.6.4.5.2	Test parameters
There is one cells in the test, the FR1 PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.6.6.4.5.2-1 and Table A.6.6.4.5.2-2 below. 
In CSI measurement configuration, UE is indicated to perform L1-RSRP measurement on the SSBs and report periodically. The test consists of two successive time periods, with time duration of T1 and T2 respectively. The test has higher layer parameter timeRestrictionForChannelMeasurements configured. 
There is no measurement gap configured in the test. Before the test, UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSBs.
Table A.6.6.4.5.2-1: General test parameters for UE configured with highSpeedMeasFlag-r16 
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~3
	
	freq1

	Duplex mode
	1
	
	FDD

	
	2
	
	TDD

	
	3
	
	TDD

	TDD Configuration
	1
	
	N/A

	
	2
	
	TDDConf.1.1

	
	3
	
	TDDConf.2.1

	BWchannel
	1
	MHz
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD

	
	2
	
	SR.1.1 TDD

	
	3
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD

	
	2
	
	CR.1.1 TDD

	
	3
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD

	
	2
	
	CCR.1.1 TDD

	
	3
	
	CCR.2.1 TDD

	SSB configuration
	1
	
	SSB.3 FR1

	
	2
	
	SSB.3 FR1

	
	3
	
	SSB.4 FR1

	OCNG Patterns
	1~3
	
	OP.1

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~3
	
	SMTC.1

	TRS Configuration
	1
	
	TRS.1.1 FDD

	
	2
	
	TRS.1.1 TDD

	
	3
	
	TRS.1.2 TDD

	DRX configuration
	1~3
	
	DRX.83

	reportConfigType
	1~3
	
	periodic

	reportQuantity
	1~3
	
	ssb-Index-RSRP

	Number of reported RS
	1~3
	
	2

	L1-RSRP reporting period
	1~3
	slot
	80

	T1
	1~3
	s
	5

	T2
	1~3
	s
	2

	EPRE ratio of PSS to SSS
	1~3
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	Propagation condition
	1~2
	
	AWGN 1944 Hz

	
	3
	
	AWGN 3334 Hz

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.




<<Unchanged sections skipped>>
A.8.2.1.2	E-UTRA Cell reselection to lower priority NR target Cell in FR1 for UE configured with highSpeedInterRAT-NR-r16
A.8.2.1.2.1	Test Purpose and Environment
This test is to verify the requirement for the E-UTRAN to NR inter-RAT cell reselection requirements specified in clause 4.2.2.5.6 in 36.133 [15].
The test scenario comprises of 1 E-UTRA cell and 1 NR cell as given in tables A.8.2.1.2.1-1, A.8.2.1.2.1-2, A.8.2.1.2.1-3 and A.8.2.1.2.1-4. In SIB of the E-UTRA cell, highSpeedInterRAT-NR-r16 is configured and the carrier of NR cell is configured with highSpeedCarrierNR-r16. The test consists of two time periods, with time duration of T1 and T2 respectively. Both E-UTRA cell 1 and NR cell 2 are already identified by the UE prior to the start of the test. NR cell 2 is of lower priority than E-UTRA cell 1.
Table A.8.2.1.2.1-1: Supported test configurations for UE configured with highSpeedInterRAT-NR-r16
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.8.2.1.2.1-2: General test parameters in E-UTRA cell re-selection FR1 NR cell test case for UE configured with highSpeedInterRAT-NR-r16
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE camps on cell 1 in the initial phase

	T1 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	The UE shall perform reselection to cell 2 during T1

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell1
	

	T2 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE shall perform reselection to cell 1 during T2 for iteration of the tests.

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell2
	

	RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1, 2
	E-UTRAN radio channel (1) and NR radio channel (2) are used for this test

	Time offset between cells
	
	1, 4
	3 ms
	Asynchronous cells

	
	
	2, 5
	3 s
	Synchronous cells

	
	
	3, 6
	3 s
	Synchronous cells

	Access Barring Information
	-
	1, 2, 3, 4, 5, 6
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1, 2, 3, 4, 5, 6
	0.32
	The value shall be used for all cells in the test.

	NR PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	87102
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	T1
	s
	1, 2, 3, 4, 5, 6
	15
	T1 needs to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	1, 2, 3, 4, 5, 6
	75
	T2 needs to be defined so that cell re-selection reaction time is taken into account.



<<Unchanged sections skipped>>
A.8.4.2.9	NR Inter-RAT event triggered reporting tests for FR1 with SSB time index detection in DRX for UE configured with highSpeedInterRAT-NR-r16
A.8.4.2.9.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the NR inter-RAT cell search requirements in clause 8.1.2.4.21of TS 36.133 [15] for E-UTRAN FDD-NR measurements and clause 8.1.2.4.22 of TS 36.133 [15] for E-UTRAN TDD-NR measurements when UE is configured with highSpeedInterRAT-NR-r16.
In this test, there are two cells: E-UTRA cell 1 as PCell on E-UTRA RF channel 1 and NR cell 2 as neighbour cell in FR1 on NR RF channel 1. The test parameters are given in Tables A.8.4.2.9.1-1, A.8.4.2.9.1-2, A.8.4.2.9.1-3 and A.8.4.2.9.1-4.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event B2 (PCell becomes worse than threshold1 and inter RAT neighbour becomes better than threshold2) [16] is used. In the measurement configuration the UE shall be indicated to report the SSB index of the identified NR cell. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
Table A.8.4.2.9.1-1: NR inter-RAT event triggered reporting tests with SSB index reading for FR1 for UE configured with highSpeedInterRAT-NR-r16
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.



Table A.8.4.2.9.1-2: General test parameters for NR inter-RAT event triggered reporting for FR1 with SSB time index detection for UE configured with highSpeedInterRAT-NR-r16
	Parameter
	Unit
	Test configuration
	Value
	Comment

	E-UTRA RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1
	One E-UTRA carrier frequency is used.

	NR RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1
	One FR1 NR carrier frequency is used.

	Active cell
	
	1, 2, 3, 4, 5, 6
	E-UTRA cell 1 (PCell)
	E-UTRA cell 1 is on E-UTRA RF channel number 1.

	Neighbour cell
	
	1, 2, 3, 4, 5, 6
	NR cell 2
	NR cell 2 is on NR RF channel number 1.

	Gap Pattern Id
	
	1, 2, 3, 4, 5, 6
	0
	As specified in clause Table 8.1.2.1-1 of TS 36.133 [15].

	Measurement gap offset
	
	1, 2, 3, 4, 5, 6
	39
	As specified in TS 36.331 [16].

	b2-Threshold1
	dBm
	1, 2, 3, 4, 5, 6
	Note 1
	E-UTRA RSRP threshold for E-UTRA RSRP measurement on cell 1 for event B2 [16]

	b2-Threshold2NR
	dBm
	1, 2, 3, 4, 5, 6
	Note 2
	SS-RSRP threshold for SS-RSRP measurement on cell 2 for event B2 [16]

	Hysteresis
	dB
	1, 2, 3, 4, 5, 6
	0
	

	CP length
	
	1, 2, 3, 4, 5, 6
	Normal
	

	TimeToTrigger
	s
	1, 2, 3, 4, 5, 6
	0
	

	Filter coefficient
	
	1, 2, 3, 4, 5, 6
	0
	L3 filtering is not used

	DRX
	
	1, 2, 3, 4, 5, 6
	DRX.65
	As specified in clause A.3.3

	Time offset between serving and neighbour cells
	
	1, 4
	3ms
	Asynchronous cells.
The timing of Cell 2 is 3ms later than the timing of Cell 1.

	
	
	2, 3, 5, 6
	3s
	Synchronous cells.

	T1
	s
	1, 2, 3, 4, 5, 6
	5
	

	T2
	s
	1, 2, 3, 4, 5, 6
	5
	

	Note 1:	The value of b2-Threshold1 is defined in Table A.8.4.2.9.1-3
Note 2:	The value of b2-Threshold2NR is defined in Table A.8.4.2.9.1-4



<<End of change>>
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2> in current symbol n, if a DRX group would not be in Active Time considering grants/assignments scheduled

on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE
received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time
conditions as specified in this clause:

3> not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7] in this DRX group;

3> not report CSI on PUCCH and semi-persistent CSI configured on PUSCH in this DRX group.
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