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[bookmark: _Toc21127617][bookmark: _Toc29811826][bookmark: _Toc36817378][bookmark: _Toc37260300][bookmark: _Toc37267688][bookmark: _Toc44712291][bookmark: _Toc45893604][bookmark: _Toc53178324][bookmark: _Toc53178775][bookmark: _Toc61179013][bookmark: _Toc61179483][bookmark: _Toc67916779][bookmark: _Toc74663400][bookmark: _Toc82621941][bookmark: _Toc90422788]9	Radiated transmitter characteristics
[bookmark: _Toc21127618][bookmark: _Toc29811827][bookmark: _Toc36817379][bookmark: _Toc37260301][bookmark: _Toc37267689][bookmark: _Toc44712292][bookmark: _Toc45893605][bookmark: _Toc53178325][bookmark: _Toc53178776][bookmark: _Toc61179014][bookmark: _Toc61179484][bookmark: _Toc67916780][bookmark: _Toc74663401][bookmark: _Toc82621942][bookmark: _Toc90422789]9.1	General
Radiated transmitter characteristics requirements apply on the BS type 1-H, BS type 1-O, or BS type 2-O including all its functional components active and for all foreseen modes of operation of the BS unless otherwise stated.
[bookmark: _Toc21127619][bookmark: _Toc29811828][bookmark: _Toc36817380][bookmark: _Toc37260302][bookmark: _Toc37267690][bookmark: _Toc44712293][bookmark: _Toc45893606][bookmark: _Toc53178326][bookmark: _Toc53178777][bookmark: _Toc61179015][bookmark: _Toc61179485][bookmark: _Toc67916781][bookmark: _Toc74663402][bookmark: _Toc82621943][bookmark: _Toc90422790]9.2	Radiated transmit power
[bookmark: _Toc21127620][bookmark: _Toc29811829][bookmark: _Toc36817381][bookmark: _Toc37260303][bookmark: _Toc37267691][bookmark: _Toc44712294][bookmark: _Toc45893607][bookmark: _Toc53178327][bookmark: _Toc53178778][bookmark: _Toc61179016][bookmark: _Toc61179486][bookmark: _Toc67916782][bookmark: _Toc74663403][bookmark: _Toc82621944][bookmark: _Toc90422791]9.2.1	General
BS type 1-H, BS type 1-O and BS type 2-O are declared to support one or more beams, as per manufacturer's declarations specified in TS 38.141-2 [6]. Radiated transmit power is defined as the EIRP level for a declared beam at a specific beam peak direction.
For each beam, the requirement is based on declaration of a beam identity, reference beam direction pair, beamwidth, rated beam EIRP, OTA peak directions set, the beam direction pairs at the maximum steering directions and their associated rated beam EIRP and beamwidth(s).
For a declared beam and beam direction pair, the rated beam EIRP level is the maximum power that the base station is declared to radiate at the associated beam peak direction during the transmitter ON period.
For each beam peak direction associated with a beam direction pair within the OTA peak directions set, a specific rated beam EIRP level may be claimed. Any claimed value shall be met within the accuracy requirement as described below. Rated beam EIRP is only required to be declared for the beam direction pairs subject to conformance testing as detailed in TS 38.141-2 [6].
NOTE 1:	OTA peak directions set is set of beam peak directions for which the EIRP accuracy requirement is intended to be met. The beam peak directions are related to a corresponding contiguous range or discrete list of beam centre directions by the beam direction pairs included in the set.
NOTE 2:	A beam direction pair is data set consisting of the beam centre direction and the related beam peak direction.
NOTE 3:	A declared EIRP value is a value provided by the manufacturer for verification according to the conformance specification declaration requirements, whereas a claimed EIRP value is provided by the manufacturer to the equipment user for normal operation of the equipment and is not subject to formal conformance testing.
	For operating bands where the supported fractional bandwidth (FBW) is larger than 6%, two rated carrier EIRP may be declared by manufacturer:
-	Prated,c,FBWlow for lower supported frequency range, and
-	Prated,c,FBWhigh for higher supported frequency range.
For frequencies in between FFBWlow and FFBWhigh the rated carrier EIRP is:
-	Prated,c,FBWlow, for the carrier whose carrier frequency is within frequency range FFBWlow ≤ f < (FFBWlow +FFBWhigh) / 2,
-	Prated,c,FBWhigh, for the carrier whose carrier frequency is within frequency range (FFBWlow +FFBWhigh) / 2 ≤ f ≤FFBWhigh.
[bookmark: _Toc21127621][bookmark: _Toc29811830][bookmark: _Toc36817382][bookmark: _Toc37260304][bookmark: _Toc37267692][bookmark: _Toc44712295][bookmark: _Toc45893608][bookmark: _Toc53178328][bookmark: _Toc53178779][bookmark: _Toc61179017][bookmark: _Toc61179487][bookmark: _Toc67916783][bookmark: _Toc74663404][bookmark: _Toc82621945][bookmark: _Toc90422792]9.2.2	Minimum requirement for BS type 1-H and BS type 1-O
For each declared beam, in normal conditions, for any specific beam peak direction associated with a beam direction pair within the OTA peak directions set, a manufacturer claimed EIRP level in the corresponding beam peak direction shall be achievable to within ±2.2 dB of the claimed value.
For BS type 1-O only, for each declared beam, in extreme conditions, for any specific beam peak direction associated with a beam direction pair within the OTA peak directions set, a manufacturer claimed EIRP level in the corresponding beam peak direction shall be achievable to within ±2.7 dB of the claimed value.
Normal and extreme conditions are defined in TS 38.141-2, annex B [6].
In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.
[bookmark: _Toc21127622][bookmark: _Toc29811831][bookmark: _Toc36817383][bookmark: _Toc37260305][bookmark: _Toc37267693][bookmark: _Toc44712296][bookmark: _Toc45893609][bookmark: _Toc53178329][bookmark: _Toc53178780][bookmark: _Toc61179018][bookmark: _Toc61179488][bookmark: _Toc67916784][bookmark: _Toc74663405][bookmark: _Toc82621946][bookmark: _Toc90422793]9.2.3	Minimum requirement for BS type 2-O
For each declared beam, in normal conditions, for any specific beam peak direction associated with a beam direction pair within the OTA peak directions set, a manufacturer claimed EIRP level in the corresponding beam peak direction shall be achievable to within ± 3.4 dB of the claimed value.
For each declared beam, in extreme conditions, for any specific beam peak direction associated with a beam direction pair within the OTA peak directions set, a manufacturer claimed EIRP level in the corresponding beam peak direction shall be achievable to within ±4.5 dB of the claimed value.
Normal and extreme conditions are defined in TS 38.141-2, annex B [6].
In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.
[bookmark: _Toc21127623][bookmark: _Toc29811832][bookmark: _Toc36817384][bookmark: _Toc37260306][bookmark: _Toc37267694][bookmark: _Toc44712297][bookmark: _Toc45893610][bookmark: _Toc53178330][bookmark: _Toc53178781][bookmark: _Toc61179019][bookmark: _Toc61179489][bookmark: _Toc67916785][bookmark: _Toc74663406][bookmark: _Toc82621947][bookmark: _Toc90422794]9.3	OTA base station output power
[bookmark: _Toc21127624][bookmark: _Toc29811833][bookmark: _Toc36817385][bookmark: _Toc37260307][bookmark: _Toc37267695][bookmark: _Toc44712298][bookmark: _Toc45893611][bookmark: _Toc53178331][bookmark: _Toc53178782][bookmark: _Toc61179020][bookmark: _Toc61179490][bookmark: _Toc67916786][bookmark: _Toc74663407][bookmark: _Toc82621948][bookmark: _Toc90422795]9.3.1	General
OTA BS output power is declared as the TRP radiated requirement, with the output power accuracy requirement defined at the RIB during the transmitter ON period. TRP does not change with beamforming settings as long as the beam peak direction is within the OTA peak directions set. Thus the TRP accuracy requirement must be met for any beamforming setting for which the beam peak direction is within the OTA peak directions set.
The BS rated carrier TRP output power for BS type 1-O shall be within limits as specified in table 9.3.1-1.
Table 9.3.1-1: BS rated carrier TRP output power limits for BS type 1-O
	BS class
	Prated,c,TRP

	Wide Area BS
	(note)

	Medium Range BS
	≤ + 47 dBm

	Local Area BS
	≤ + 33 dBm

	NOTE:	There is no upper limit for the Prated,c,TRP of the Wide Area Base Station.



There is no upper limit for the rated carrier TRP output power of BS type 2-O.
For Band n41 and n90 operation in Japan, the rated output power, Prated,c,TRP, declared by the manufacturer shall be equal to or less than 20 W per 10 MHz bandwidth.
Despite the general requirements for the BS output power described in clauses 9.3.2 – 9.3.3, additional regional requirements might be applicable.
NOTE:	In certain regions, power limits corresponding to BS classes may apply for BS type 2-O.
[bookmark: _Toc21127625][bookmark: _Toc29811834][bookmark: _Toc36817386][bookmark: _Toc37260308][bookmark: _Toc37267696][bookmark: _Toc44712299][bookmark: _Toc45893612][bookmark: _Toc53178332][bookmark: _Toc53178783][bookmark: _Toc61179021][bookmark: _Toc61179491][bookmark: _Toc67916787][bookmark: _Toc74663408][bookmark: _Toc82621949][bookmark: _Toc90422796]9.3.2	Minimum requirement for BS type 1-O
In normal conditions, the BS type 1-O maximum carrier TRP output power, Pmax,c,TRP measured at the RIB shall remain within ±2 dB of the rated carrier TRP output power Prated,c,TRP, as declared by the manufacturer.
Normal conditions are defined in TS 38.141-1, annex B [6].
[bookmark: _Toc21127626][bookmark: _Toc29811835][bookmark: _Toc36817387][bookmark: _Toc37260309][bookmark: _Toc37267697][bookmark: _Toc44712300][bookmark: _Toc45893613][bookmark: _Toc53178333][bookmark: _Toc53178784][bookmark: _Toc61179022][bookmark: _Toc61179492][bookmark: _Toc67916788][bookmark: _Toc74663409][bookmark: _Toc82621950][bookmark: _Toc90422797]9.3.3	Minimum requirement for BS type 2-O
In normal conditions, the BS type 2-O maximum carrier TRP output power, Pmax,c,TRP measured at the RIB shall remain within ±3 dB of the rated carrier TRP output power Prated,c,TRP, as declared by the manufacturer.
Normal conditions are defined in TS 38.141-2, annex B [6].
[bookmark: _Toc21127627][bookmark: _Toc29811836][bookmark: _Toc36817388][bookmark: _Toc37260310][bookmark: _Toc37267698][bookmark: _Toc44712301][bookmark: _Toc45893614][bookmark: _Toc53178334][bookmark: _Toc53178785][bookmark: _Toc61179023][bookmark: _Toc61179493][bookmark: _Toc67916789][bookmark: _Toc74663410][bookmark: _Toc82621951][bookmark: _Toc90422798]9.3.4	Additional requirements (regional)
In certain regions, additional regional requirements may apply.
[bookmark: _Toc21127628][bookmark: _Toc29811837][bookmark: _Toc36817389][bookmark: _Toc37260311][bookmark: _Toc37267699][bookmark: _Toc44712302][bookmark: _Toc45893615][bookmark: _Toc53178335][bookmark: _Toc53178786][bookmark: _Toc61179024][bookmark: _Toc61179494][bookmark: _Toc67916790][bookmark: _Toc74663411][bookmark: _Toc82621952][bookmark: _Toc90422799][bookmark: _Hlk500499328]9.4	OTA output power dynamics
[bookmark: _Toc21127629][bookmark: _Toc29811838][bookmark: _Toc36817390][bookmark: _Toc37260312][bookmark: _Toc37267700][bookmark: _Toc44712303][bookmark: _Toc45893616][bookmark: _Toc53178336][bookmark: _Toc53178787][bookmark: _Toc61179025][bookmark: _Toc61179495][bookmark: _Toc67916791][bookmark: _Toc74663412][bookmark: _Toc82621953][bookmark: _Toc90422800][bookmark: _Hlk500499284]9.4.1	General
The requirements in clause 9.4 apply during the transmitter ON period. Transmit signal quality (as specified in clause 9.6) shall be maintained for the output power dynamics requirements.
The OTA output power requirements are directional requirements and apply to the beam peak directions over the OTA peak directions set.
[bookmark: _Toc21127630][bookmark: _Toc29811839][bookmark: _Toc36817391][bookmark: _Toc37260313][bookmark: _Toc37267701][bookmark: _Toc44712304][bookmark: _Toc45893617][bookmark: _Toc53178337][bookmark: _Toc53178788][bookmark: _Toc61179026][bookmark: _Toc61179496][bookmark: _Toc67916792][bookmark: _Toc74663413][bookmark: _Toc82621954][bookmark: _Toc90422801]9.4.2	OTA RE power control dynamic range
[bookmark: _Toc21127631][bookmark: _Toc29811840][bookmark: _Toc36817392][bookmark: _Toc37260314][bookmark: _Toc37267702][bookmark: _Toc44712305][bookmark: _Toc45893618][bookmark: _Toc53178338][bookmark: _Toc53178789][bookmark: _Toc61179027][bookmark: _Toc61179497][bookmark: _Toc67916793][bookmark: _Toc74663414][bookmark: _Toc82621955][bookmark: _Toc90422802]9.4.2.1	General
The OTA RE power control dynamic range is the difference between the power of an RE and the average RE power for a BS at maximum output power (Pmax,c,EIRP) for a specified reference condition.
This requirement shall apply at each RIB supporting transmission in the operating band.
[bookmark: _Toc21127632][bookmark: _Toc29811841][bookmark: _Toc36817393][bookmark: _Toc37260315][bookmark: _Toc37267703][bookmark: _Toc44712306][bookmark: _Toc45893619][bookmark: _Toc53178339][bookmark: _Toc53178790][bookmark: _Toc61179028][bookmark: _Toc61179498][bookmark: _Toc67916794][bookmark: _Toc74663415][bookmark: _Toc82621956][bookmark: _Toc90422803]9.4.2.2	Minimum requirement for BS type 1-O
The OTA RE power control dynamic range is specified the same as the conducted RE power control dynamic range requirement for BS type 1-C and BS type 1-H in table 6.3.2.2-1.
[bookmark: _Toc21127633][bookmark: _Toc29811842][bookmark: _Toc36817394][bookmark: _Toc37260316][bookmark: _Toc37267704][bookmark: _Toc44712307][bookmark: _Toc45893620][bookmark: _Toc53178340][bookmark: _Toc53178791][bookmark: _Toc61179029][bookmark: _Toc61179499][bookmark: _Toc67916795][bookmark: _Toc74663416][bookmark: _Toc82621957][bookmark: _Toc90422804]9.4.3	OTA total power dynamic range
[bookmark: _Toc21127634][bookmark: _Toc29811843][bookmark: _Toc36817395][bookmark: _Toc37260317][bookmark: _Toc37267705][bookmark: _Toc44712308][bookmark: _Toc45893621][bookmark: _Toc53178341][bookmark: _Toc53178792][bookmark: _Toc61179030][bookmark: _Toc61179500][bookmark: _Toc67916796][bookmark: _Toc74663417][bookmark: _Toc82621958][bookmark: _Toc90422805]9.4.3.1	General
The OTA total power dynamic range is the difference between the maximum and the minimum transmit power of an OFDM symbol for a specified reference condition.
This requirement shall apply at each RIB supporting transmission in the operating band.
[bookmark: _Hlk528437478]NOTE 1:	The upper limit of the OTA total power dynamic range is the BS maximum carrier EIRP (Pmax,c,EIRP) when transmitting on all RBs. The lower limit of the OTA total power dynamic range is the average EIRP for single RB transmission in the same direction using the same beam. The OFDM symbol carries PDSCH and not contain RS or SSB.
[bookmark: _Toc21127635][bookmark: _Toc29811844][bookmark: _Toc36817396][bookmark: _Toc37260318][bookmark: _Toc37267706][bookmark: _Toc44712309][bookmark: _Toc45893622][bookmark: _Toc53178342][bookmark: _Toc53178793][bookmark: _Toc61179031][bookmark: _Toc61179501][bookmark: _Toc67916797][bookmark: _Toc74663418][bookmark: _Toc82621959][bookmark: _Toc90422806]9.4.3.2	Minimum requirement for BS type 1-O
OTA total power dynamic range minimum requirement for BS type 1-O is specified such as for each NR carrier it shall be larger than or equal to the levels specified for the conducted requirement for BS type 1-C and BS type 1-H in table 6.3.3.2-1.
[bookmark: _Toc21127636][bookmark: _Toc29811845][bookmark: _Toc36817397][bookmark: _Toc37260319][bookmark: _Toc37267707][bookmark: _Toc44712310][bookmark: _Toc45893623][bookmark: _Toc53178343][bookmark: _Toc53178794][bookmark: _Toc61179032][bookmark: _Toc61179502][bookmark: _Toc67916798][bookmark: _Toc74663419][bookmark: _Toc82621960][bookmark: _Toc90422807]9.4.3.3	Minimum requirement for BS type 2-O
OTA total power dynamic range minimum requirement for BS type 2-O is specified such as for each NR carrier it shall be larger than or equal to the levels specified in table 9.4.3.3-1 in FR2-1 and table 9.4.3.3-2 in FR2-2.
Table 9.4.3.3-1: Minimum requirement for BS type 2-O total power dynamic range in FR2-1
	SCS
	OTA total power dynamic range (dB)

	(kHz)
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	60
	18.1
	21.2
	24.2
	N/A

	120
	15.0
	18.1
	21.2
	24.2



[bookmark: _Toc21127637][bookmark: _Toc29811846][bookmark: _Toc36817398][bookmark: _Toc37260320][bookmark: _Toc37267708][bookmark: _Toc44712311][bookmark: _Toc45893624][bookmark: _Toc53178344][bookmark: _Toc53178795][bookmark: _Toc61179033][bookmark: _Toc61179503][bookmark: _Toc67916799][bookmark: _Toc74663420][bookmark: _Toc82621961][bookmark: _Toc90422808]Table 9.4.3.3-2: Minimum requirement for BS type 2-O total power dynamic range in FR2-2
	SCS
	OTA total power dynamic range (dB)

	(kHz)
	100 MHz
	200 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	120
	FFS
	FFS
	FFS
	N/A
	N/A
	N/A

	480
	N/A
	N/A
	FFS
	FFS
	FFS
	N/A

	960
	N/A
	N/A
	FFS
	FFS
	FFS
	FFS



9.5	OTA transmit ON/OFF power
[bookmark: _Toc21127638][bookmark: _Toc29811847][bookmark: _Toc36817399][bookmark: _Toc37260321][bookmark: _Toc37267709][bookmark: _Toc44712312][bookmark: _Toc45893625][bookmark: _Toc53178345][bookmark: _Toc53178796][bookmark: _Toc61179034][bookmark: _Toc61179504][bookmark: _Toc67916800][bookmark: _Toc74663421][bookmark: _Toc82621962][bookmark: _Toc90422809]9.5.1	General
OTA transmit ON/OFF power requirements apply only to TDD operation of NR BS.
[bookmark: _Toc21127639][bookmark: _Toc29811848][bookmark: _Toc36817400][bookmark: _Toc37260322][bookmark: _Toc37267710][bookmark: _Toc44712313][bookmark: _Toc45893626][bookmark: _Toc53178346][bookmark: _Toc53178797][bookmark: _Toc61179035][bookmark: _Toc61179505][bookmark: _Toc67916801][bookmark: _Toc74663422][bookmark: _Toc82621963][bookmark: _Toc90422810]9.5.2	OTA transmitter OFF power
[bookmark: _Toc21127640][bookmark: _Toc29811849][bookmark: _Toc36817401][bookmark: _Toc37260323][bookmark: _Toc37267711][bookmark: _Toc44712314][bookmark: _Toc45893627][bookmark: _Toc53178347][bookmark: _Toc53178798][bookmark: _Toc61179036][bookmark: _Toc61179506][bookmark: _Toc67916802][bookmark: _Toc74663423][bookmark: _Toc82621964][bookmark: _Toc90422811]9.5.2.1	General
[bookmark: _Hlk498674997]OTA transmitter OFF power is defined as the mean power measured over 70/N µs filtered with a square filter of bandwidth equal to the transmission bandwidth configuration of the BS (BWConfig) centred on the assigned channel frequency during the transmitter OFF period. N = SCS/15, where SCS is Sub Carrier Spacing in kHz.
For BS supporting intra-band contiguous CA, the OTA transmitter OFF power is defined as the mean power measured over 70/N us filtered with a square filter of bandwidth equal to the Aggregated BS Channel Bandwidth BWChannel_CA centred on (Fedge,high+Fedge,low)/2 during the transmitter OFF period. N = SCS/15, where SCS is the smallest supported Sub Carrier Spacing in kHz in the Aggregated BS Channel Bandwidth.
For BS type 1-O, the transmitter OFF power is defined as the output power at the co-location reference antenna conducted output(s). For BS type 2-O the transmitter OFF power is defined as TRP.
[bookmark: _Hlk528438836]For multi-band RIBs and single band RIBs supporting transmission in multiple bands, the requirement is only applicable during the transmitter OFF period in all supported operating bands.
[bookmark: _Toc21127641][bookmark: _Toc29811850][bookmark: _Toc36817402][bookmark: _Toc37260324][bookmark: _Toc37267712][bookmark: _Toc44712315][bookmark: _Toc45893628][bookmark: _Toc53178348][bookmark: _Toc53178799][bookmark: _Toc61179037][bookmark: _Toc61179507][bookmark: _Toc67916803][bookmark: _Toc74663424][bookmark: _Toc82621965][bookmark: _Toc90422812]9.5.2.2	Minimum requirement for BS type 1-O
The total power from all co-location reference antenna conducted output(s) shall be less than -106 dBm/MHz.
[bookmark: _Toc21127642][bookmark: _Toc29811851][bookmark: _Toc36817403][bookmark: _Toc37260325][bookmark: _Toc37267713][bookmark: _Toc44712316][bookmark: _Toc45893629][bookmark: _Toc53178349][bookmark: _Toc53178800][bookmark: _Toc61179038][bookmark: _Toc61179508][bookmark: _Toc67916804][bookmark: _Toc74663425][bookmark: _Toc82621966][bookmark: _Toc90422813]9.5.2.3	Minimum requirement for BS type 2-O
The OTA transmitter OFF TRP spectral density for BS type 2-O shall be less than ‑36 dBm/MHz.
[bookmark: _Toc21127643][bookmark: _Toc29811852][bookmark: _Toc36817404][bookmark: _Toc37260326][bookmark: _Toc37267714][bookmark: _Toc44712317][bookmark: _Toc45893630][bookmark: _Toc53178350][bookmark: _Toc53178801][bookmark: _Toc61179039][bookmark: _Toc61179509][bookmark: _Toc67916805][bookmark: _Toc74663426][bookmark: _Toc82621967][bookmark: _Toc90422814]9.5.3	OTA transient period
[bookmark: _Toc21127644][bookmark: _Toc29811853][bookmark: _Toc36817405][bookmark: _Toc37260327][bookmark: _Toc37267715][bookmark: _Toc44712318][bookmark: _Toc45893631][bookmark: _Toc53178351][bookmark: _Toc53178802][bookmark: _Toc61179040][bookmark: _Toc61179510][bookmark: _Toc67916806][bookmark: _Toc74663427][bookmark: _Toc82621968][bookmark: _Toc90422815]9.5.3.1	General
The OTA transmitter transient period is the time period during which the transmitter is changing from the transmitter OFF period to the transmitter ON period or vice versa. The transmitter transient period is illustrated in figure 6.4.2.1-1.
This requirement shall be applied at each RIB supporting transmission in the operating band.
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For BS type 1-O, the OTA transmitter transient period shall be shorter than the values listed in the minimum requirement table 9.5.3.2-1.
Table 9.5.3.2-1: Minimum requirement for the OTA transmitter transient period for BS type 1-O
	Transition
	Transient period length (µs)

	OFF to ON
	10

	ON to OFF
	10
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For BS type 2-O, the OTA transmitter transient period shall be shorter than the values listed in the minimum requirement table 9.5.3.3-1.
Table 9.5.3.3-1: Minimum requirement for the OTA transmitter transient period for BS type 2-O
	Transition
	Transient period length (µs)

	OFF to ON
	3

	ON to OFF
	3 
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