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	Reason for change:
	In 38.101-1, SL transmission frequency error requirement only applies to SL UEs synchronized to a reference source, but not to SL UEs without a reference source:

The UE modulated carrier frequency for NR V2X sidelink transmissions in Table 5.2E.1-1, shall be accurate to within ±0.1 PPM observed over a period of 1 ms compared to the absolute frequency in case of using GNSS synchronization source. The same requirements applied over a period of 1 ms compared to the carrier frequency received from the gNB or V2X synchronization reference UE in case of using the gNB or V2X synchronization reference UE sidelink synchronization signals.
Therefore, the frequency error from a SyncRef UE can be unbounded if it doesn’t synchronize to any source, and an SL UE can not search for SLSS in a unbounded frequency range. Therefore, adding a side condition on frequency error range for SLSS search requirement is necessary. We propose to apply the frequency error requirement in 38.101-1 as a side condition for Selection/Reselection to Intra-frequency SyncRef UE requirement.
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	Other comments:
	


<<< Start of changed sections>>>
B.4.3
Conditions for Selection/Reselection to Intra-frequency SyncRef UE

This clause defines the S-SSB_RP and S-SSB Ês/Iot applicable for a corresponding operating band.

The conditions for selection/reselection to intra-frequency SyncRef UE are defined in Table B.4.3-1 for FR1.

Table B.4.3-1: V2X synchronization measurements in FR1

	Parameter
	NR V2X operating band groups Note1
	Minimum S-SSB_RP
	S-SSB Ês/Iot

	
	
	dBm/SCSS-SSB
	dB

	
	
	SCSS-SSB = 15kHz
	SCSS-SSB = 30kHz
	SCSS-SSB = 60kHz
	

	
	NR_TDD_FR1_B
	-120.5
	-117.5
	-114.5
	( 0

	
	NR_TDD_FR1_J
	-116.5
	-113.5
	-110.5
	( 0

	NOTE 1:
NR V2X operating band groups are as defined in Section 3.5 for the corresponding NR operating bands.
NOTE 2:   The SyncRef UE transmission frequency shall be accurate to within ±0.1 PPM observed over a period of 1 ms compared to the absolute frequency.


<<< End of changed sections>>>

