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In last RAN4#101-bis-e meeting, discussion on RRM requirements for RedCap UE was conducted and a way forward was agreed in [1]. Based on the guidance in WF, we provide our further consideration on the RRM requirements for RedCap UE in this contribution.
2 Discussion
Timing requirements

	Condition for meeting UE transmit timing requirements
Redcap UE should meet the existing Te and Tq requirements provided that the SSB is available at the UE at least once every 160 ms is agreeable: 
· Option 1 (E///, HW, CMCC, NOkia ): SSB refers to CD-SSB or any of CS- and NCD-SSB
· Option 2 (Apple, QC): SSB has to be in active BWP
· Option 3 (MTK): SSB refers to both CD-SSB and NCD-SSB and SSB shall be in the active BWP. 

Whether CSI-RS/TRS can be used for meeting the timing requirements 
· Option 1 (Xiaomi, MTK, OPPO, Nokia, QC, vivo, Xiaomi, Apple, MTK, E///): CSI-RS/TRS is not needed to acquire the reference cell timing in Rel-17.
· Option 2 (HW, CMCC):
· CSI-RS can be used for RedCap UEs to acquire the reference cell timing depending on UE capability.
· No CSI-RS based timing requirements are defined the CSI-RS in R17.


It is agreed in last meeting that Redcap UE should meet the existing Te and Tq requirements provided that the SSB is available at the UE at least once every 160 ms. We prefer the SSB refers to both CD-SSB and NCD-SSB and SSB no need to be in the active BWP.
Proposal 1: For UE transmit timing requirements, SSB refers to both CD-SSB and NCD-SSB.
The timing requirements for RedCap UE are more related to the application of NCD-SSB. According to the LS [2] received from RAN1. For RRC-configured DL BWP case, SSB is always expected in the active BWP if UE support FG-6-1 which is a mandatory feature. While for initial DL BWP case, UE may need to switch to CD-SSB for synchronization for RA. So, we prefer to use reuse the existing SSB based timing requirements for RedCap and CSI-RS is not needed.
Proposal 2: CSI-RS/TRS is not needed to acquire the reference cell timing for RedCap UE in Rel-17.
3 Conclusion
Proposal 1: For UE transmit timing requirements, SSB refers to both CD-SSB and NCD-SSB.
Proposal 2: CSI-RS/TRS is not needed to acquire the reference cell timing for RedCap UE in Rel-17.
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