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1 Introduction
A WF [2] was approved for RRM requirements for NR sidelink relay in RAN4#101-bis-e meeting. In this contribution, we focus on the remaining RRM issues of sidelink relay discovery and (re)selection.  
2 Discussion 
	· Issue 1-4-1: How to define the interruption requirements at discovery configuration based on R16 V2X sidelink assumption?
Tentative agreements:
· Define interruption on the PCell/serving cell during the RRC reconfiguration procedure
· Issue 1-4-2: Whether to further consider the additional conditions on interruption requirements of SL relay?
Candidate options:
· Option 1: The interruption requirements in this clause shall not apply if at least one of the following conditions is met:
· T310 timer is running for RLF on PCell, 
· Performing candidate beam detection on PCell/serving cell as specified in section 8.5.5 and 8.5.6,
· While receiving paging and
· While receiving system information.
· Option 2: NO, discuss the R17 impact just in R17 SL enhancement WID



R17 SL enhancement impact on interruption should be discussed in R17 SL enhancement thread. For R17 NR V2X enhancement, interruption avoid is only discussed for interruption requirements on WAN due to SL-DRX. In last meeting, it has agreed not to consider SL-DRX for NR SL relay. So, there is no need to discuss the interruption avoid on WAN.
Proposal 1: RAN4 not to consider further consider the additional conditions for interruption avoiding in SL relay.
3 Conclusion
In this contribution, we provided our proposals for RRM impact of NR SL relay for approval. 
Proposal 1: RAN4 not to consider further consider the additional conditions for interruption avoiding in SL relay.
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