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6.6.1	General
Unwanted emissions consist of out-of-band emissions and spurious emissions according to ITU definitions [2]. In ITU terminology, out of band emissions are unwanted emissions immediately outside the BS channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.
The out-of-band emissions requirement for the BS transmitter is specified both in terms of Adjacent Channel Leakage power Ratio (ACLR) and operating band unwanted emissions (OBUE).
The maximum offset of the operating band unwanted emissions mask from the operating band edge is ΔfOBUE. The Operating band unwanted emissions define all unwanted emissions in each supported downlink operating band plus the frequency ranges ΔfOBUE above and ΔfOBUE below each band. Unwanted emissions outside of this frequency range are limited by a spurious emissions requirement.
The values of ΔfOBUE are defined in table 6.6.1-1 for the NR operating bands.
Table 6.6.1-1: Maximum offset of OBUE outside the downlink operating band
	BS type
	Operating band characteristics
	ΔfOBUE (MHz)

	BS type 1-H
	FDL,high – FDL,low < 100 MHz  
	10 

	
	100 MHz  FDL,high – FDL,low  900 MHz
	40 

	
	
	

	BS type 1-C
	FDL,high – FDL,low  200 MHz1
	10

	
	200 MHz < FDL,high – FDL,low  900 MHz
	40 

	Note 1: for band n41 and n90, ΔfOBUE is 40MHz rather than 10MHz.
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[bookmark: _Toc21127539][bookmark: _Toc29811748][bookmark: _Toc36817300][bookmark: _Toc37260217][bookmark: _Toc37267605][bookmark: _Toc44712207][bookmark: _Toc45893520][bookmark: _Toc53178242][bookmark: _Toc53178693][bookmark: _Toc61178919][bookmark: _Toc61179389][bookmark: _Toc67916685][bookmark: _Toc74663283][bookmark: _Toc82621823]7.4.2	In-band blocking
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The in-band blocking characteristics is a measure of the receiver's ability to receive a wanted signal at its assigned channel at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of an unwanted interferer, which is an NR signal for general blocking or an NR signal with one resource block for narrowband blocking.
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1‑H TAB connector using the parameters in tables 7.4.2.2-1, 7.4.2.2-2 and 7.4.2.2-3 for general blocking and narrowband blocking requirements. Narrowband blocking requirements are not applied for band n46 and n96. The reference measurement channel for the wanted signal is identified in clause 7.2.2 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D. 
For NB-IoT operation in NR in-band, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector using the parameters in tables 7.4.2.2-1, 7.4.2.2-2a and 7.4.2.2-3 for general blocking and narrowband blocking requirements. The reference measurement channel for the NB-IoT wanted signal is identified in clause 7.2.1 of TS 36.104 [13]. The characteristics of the interfering signal is further specified in annex D.
The in-band blocking requirements apply outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
The in-band blocking requirement shall apply from FUL,low - ΔfOOB to FUL,high + ΔfOOB, excluding the downlink frequency range of the FDD operating band. The ΔfOOB for BS type 1-C and BS type 1-H is defined in table 7.4.2.2-0.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.4.2.2-0: ΔfOOB offset for NR operating bands
	BS type
	Operating band characteristics
	ΔfOOB (MHz)

	
	FUL,high – FUL,low ≤ 200 MHz
	20

	BS type 1-C
	200 MHz < FUL,high – FUL,low ≤ 900 MHz
	60

	
	
	

	
	FUL,high – FUL,low < 100 MHz1
	20

	BS type 1-H
	100 MHz ≤ FUL,high – FUL,low ≤ 900 MHz 
	60

	
	
	

	Note 1: for band n41 and n90, ΔfOOB is 60MHz rather than 20MHz.
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