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Introduction
The last eMeeting’s discussion and WF of the UE demodulation and CSI requirements for RedCap topic are captured in the summary [1] and WF [2].
In this contribution we will express our views on the open issues related to CQI requirements and open new discussions, if necessary. 
[bookmark: _Hlk44430428]
Discussion 

CQI requirements
[bookmark: _Hlk92465384]In WF ‎[2], The following agreements were made. 

	· Define CQI reporting tests for both static condition and fading condition for RedCap 1Rx/2Rx UE.
· For the fading condition define wideband CQI reporting test only. 
· Use CQI table 1 for RedCap UE CQI reporting requirements.
· For 2Rx tests for FR1 FDD, 
· Define new 2Rx tests for FR1 FDD with CQI table 1 
· FFS whether to define test with CQI table 2 for Redcap UE supporting 256 QAM. If agreed, existing test requirements can be reused



256 QAM is not a mandatory feature for RedCap UE. And since there is already a lot of test cases which make the workload high. We propose to not use 256 QAM.
 256 QAM is not a mandatory feature for RedCap UE.
Do not define test with CQI table 2 for Redcap UE supporting 256 QAM.

Conclusion
In this contribution we have provided our views on RedCap UE demodulation and CSI requirements. In particular, we have discussed the CQI requirements.
We have made the following observations and proposals:
Concerning CQI
1. 256 QAM is not a mandatory feature for RedCap UE.
Do not define test with CQI table 2 for Redcap UE supporting 256 QAM.
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