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Introduction
Regarding NR NTN WF [1][2] and Tdoc [3] from RAN4 meetings, there were agreements about the UE blocking characteristics. In the contribution, the draft TP is proposed to update TR 38.863 sub-clause 7.4.3.2 on NR NTN UE blocking characteristics.  
Discussion
From [1], the agreement of out-of-band blocking for NR NTN UE is shown below. 
	Out-of band blocking
Current requirement can be reused.



Observation 1: From [1], it was agreed that current OOB requirement based on TS 38.101-1 can be reused for NTN UE.
Proposal 1: To reuse TN UE OBB definition and requirements from TS 38.101-1 for NR NTN UE.
From [2] and [3], the agreement of NBB and IBB for NR NTN UE is shown below. 
	NBB and IBB for band n255/n256
Option 1: For frequency lower than 2.7GHz, there are potential TN interferers. To consider reusing TN UE NBB and IBB requirements for NTN UE as assumption.



Observation 2: From [2] and [3], the agreement is to consider reusing TN UE NBB and IBB requirements for NTN UE as assumption.
Proposal 2: To reuse TN UE IBB and NBB definition and requirements from TS 38.101-1 for NR NTN UE. 
Conclusion
In the contribution, regarding NR NTN UE, the CR for blocking characteristics is proposed.
Observation 1: From [1], it was agreed that current OOB requirement based on TS 38.101-1 can be reused for NTN UE.
Proposal 1: To reuse TN UE OBB definition and requirements from TS 38.101-1 for NR NTN UE.
Observation 2: From [2] and [3], the agreement is to consider reusing TN UE NBB and IBB requirements for NTN UE as assumption.
Proposal 2: To reuse TN UE IBB and NBB definition and requirements from TS 38.101-1 for NR NTN UE. 
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Draft text proposal
<Start of change>
7.4.3.2.x	Blocking characteristics
For blocking characteristics, it is agreed, the same requirements as for TN UEs are applicable, and therefore reused.

<End of change>
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