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	Reason for change:
	This draft CR introduces following updates related to NR-U Rel-16:

1) In specified Rel-16 masks for NR-U bands n46 and n96 the -40dBm/100kHz limit applies only for offsets ≥N, and there is no absolute limit defined for offsets <N. 
As the actual relative limits for offsets up to N do not comprise a floor (like e.g. ACLR), it could be quite a challenge for the required TX dynamic range. As Prated,x  in table 6.6.4.5.5A-2 is the rated power per carrier, the level of variation between a single carrier operation and a fully occupied band operation can be significant. For example: Up to 59x20MHz carriers are possible in 5925 to 7125MHz range (band n96): 1x20MHz carrier at Prated,x  BS vs 59x20MHz carriers Prated,x BS – 10LOG(59) ≈ +18dB dynamic range extension. Also it should be noted that according to EN303687, the spectrum mask shall be limited by a floor, i.e. the spurious emission limit (see section 4.3.4.3.2 of EN303687). The spurious emission limit in 1GHz to 26GHz range is defined as -30dBm/MHz and this aligns with the -40dBm/100kHz limit (same as depicted in TS38.104  for offsets >N).

2) Addition of clarifications that there are no requirements for BS type 1-H for n46.

	
	

	Summary of change:
	1) Addtion of absolute values for offsets <N for OBUE mask in table 6.6.4.5.5A-1 and 6.6.4.5.5A-2. 
2) Clarification in clause 6.1.2 that there are no requirements specified for BS type 1-H for n46.


	
	

	Consequences if not approved:
	Without absolute limits for NR-U mask for offsets <N there will exist only relative limits for these offsets, that would be challenge for Tx dynamic range.
It would be unclear for NR-U for which BS types and bands requirements are specified.   
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<Start of proposed changes>
[bookmark: _Toc21099877][bookmark: _Toc29809675][bookmark: _Toc36645053][bookmark: _Toc37272107][bookmark: _Toc45884353][bookmark: _Toc53182376][bookmark: _Toc58860117][bookmark: _Toc61182242][bookmark: _Toc66782234][bookmark: _Toc74967394][bookmark: _Toc76544845][bookmark: _Toc82598229][bookmark: _Toc89953877]6.1	General
[bookmark: _Toc21099878][bookmark: _Toc29809676][bookmark: _Toc36645054][bookmark: _Toc37272108][bookmark: _Toc45884354][bookmark: _Toc53182377][bookmark: _Toc58860118][bookmark: _Toc61182243][bookmark: _Toc66782235][bookmark: _Toc74967395][bookmark: _Toc76544846][bookmark: _Toc82598230][bookmark: _Toc89953878]6.1.1	BS type 1-C
General test conditions for conducted transmitter tests are given in clause 4, including interpretation of measurement results and configurations for testing. BS configurations for the tests are defined in clause 4.5.
If a number of single-band connectors, or multi-band connectors have been declared equivalent (D.32), only a representative one is necessary to be tested to demonstrate conformance.
[bookmark: _Toc21099879][bookmark: _Toc29809677][bookmark: _Toc36645055][bookmark: _Toc37272109][bookmark: _Toc45884355][bookmark: _Toc53182378][bookmark: _Toc58860119][bookmark: _Toc61182244][bookmark: _Toc66782236][bookmark: _Toc74967396][bookmark: _Toc76544847][bookmark: _Toc82598231][bookmark: _Toc89953879]6.1.2	BS type 1-H
General test conditions for conducted transmitter tests are given in clause 4, including interpretation of measurement results and configurations for testing. BS configurations for the tests are defined in clause 4.5.
If a number of single-band connectors, or multi-band connectors have been declared equivalent (D.32), only a representative one is necessary to be tested to demonstrate conformance.
In clause 6.6.3.5.4, if representative TAB connectors are used then per connector criteria (i.e. option 2) shall be applied.
The manufacturer shall declare the minimum number of supported geographical cells (i.e. geographical areas). The minimum number of supported geographical cells (Ncells, D.24) relates to the BS setting with the minimum amount of cell splitting supported with transmission on all TAB connectors supporting the operating band. The manufacturer shall also declare TAB connector TX min cell groups (D.34). Every TAB connector supporting transmission in an operating band shall map to one TAB connector TX min cell group supporting the same operating band. The mapping of TAB connectors to cells is implementation dependent.
The number of active transmitter units that are considered when calculating the emissions limit (NTXU, counted) for BS type 1-H is calculated as follows:
	NTXU, counted = min(NTXU,active, 8·Ncells)
Further:
	NTXU,countedpercell = NTXU,counted/Ncells
	NTXU,countedpercell is used for scaling the basic limits as described in clause 6.6.
NOTE:	NTXU,active depends on the actual number of active transmitter units and is independent to the declaration of Ncells.
For BS type 1-H there is no requirement specified for band n46. 
<Next change>
[bookmark: _Toc53178657][bookmark: _Toc53178206][bookmark: _Toc74967501][bookmark: _Toc76544952][bookmark: _Toc82598336][bookmark: _Toc89953984]6.6.4.5.5A	Basic limits for Local Area and Medium Range BS for band n46 and n96 (Category A and B)
For Local Area and Medium Range BS operating in Band n46, basic limits for 10 MHz channel bandwidth are specified in table 6.6.4.5.5A-1. For Local Area and Medium Range BS operating in Band n46 and Band n96, basic limits for 20 MHz, 40 MHz, 60 MHz and 80 MHz channel bandwidth are specified in table 6.6.4.5.5A-2. The nominal bandwidth N = BWChannel of the transmitted carrier. For one non-transmitted channel basic limits are specified in table 6.6.4.5.5A-3, and for two non-transmitted channels basic limits are specified in table 6.6.4.5.5A-4.
Table 6.6.4.5.5A-1: Medium Range BS and Local Area BS operating band unwanted emission limits for 10 MHz channel bandwidth for band n46
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1)
	Measurement bandwidth 

	0 MHz  f < 0.5 MHz
	0.05 MHz  f_offset < 0.55 MHz
	Max(, -40dBm)
	100 kHz 

	0.5 MHz  f < 5 MHz
	0.55 MHz  f_offset < min(5.05 MHz, f_offsetmax)
	Max(, -40dBm)
	100 kHz 

	5 MHz  f < min(10 MHz, fmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Max(, -40dBm)
	100 kHz 

	10 MHz  f < min(85 MHz, fmax)
	10.05 MHz  f_offset < min(85.05 MHz, f_offsetmax)
	Max(Prated,x – 57.3dB, -40dBm)
	100 kHz

	85 MHz  f < min(103 MHz, fmax)
	85.05 MHz  f_offset < min(103.05 MHz, f_offsetmax)
	Max(Prated,x – 59.3dB, -40dBm)
	100 kHz 

	103 MHz  f  fmax
	103.05 MHz  f_offset < f_offsetmax
	Max(Prated,x – 64.3dB, -40dBm)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10 MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be Max Max(Prated,x – 57.3dB, -40dBm)/100kHz.



Table 6.6.4.5.5A-2: Medium Range BS and Local Area BS operating band unwanted emission limits for 20 MHz, 40 MHz, 60 MHz and 80 MHz channel bandwidth for band n46 and n96
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1)
	Measurement bandwidth 

	0 MHz  f < 1 MHz
	0.05 MHz  f_offset < 1.05 MHz
	Max(, -40dBm)
	100 kHz 

	1 MHz  f < min(0.5N MHz, fmax)
	1.05 MHz  f_offset < min((0.5N+0.05) MHz, f_offsetmax)
	Max(, -40dBm
	100 kHz 

	0.5N MHz  f < min(N MHz, fmax)
	(0.5N+0.05) MHz  f_offset < min((N+0.05) MHz, f_offsetmax)
	Max(, -40dBm)
	100 kHz 

	N MHz  f < min(8.5N MHz, fmax)
	(N+0.05) MHz  f_offset < min((8.5N+0.05) MHz, f_offsetmax)
	
	100 kHz

	8.5N MHz  f < min(10.3N MHz, fmax)
	(8.5N+0.05) MHz  f_offset < min((10.3N+0.05) MHz, f_offsetmax)
	
	100 kHz 

	10.3N MHz  f  fmax
	(10.3N+0.05) MHz  f_offset < f_offsetmax
	
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ N MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be .



In the case of one or two non-transmitted 20 MHz channels between transmitted channels, when a NR-U channel bandwidth of 60 MHz or 80 MHz have been assigned, the spectrum emission mask for non-transmitted channels specified in Table 6.6.4.5.5A-3 and Table 6.6.4.5.5A-4 applies for one and two non-transmitted channels respectively. The spectrum emission mask for non-transmitted channels apply to frequencies (ΔfBE_offset) starting from the edge of the last transmitted channel of the channels assigned for NR-U channel bandwidth. The relative power of any BS emission shall not exceed the most stringent levels given by Table 6.6.4.5.5A-2 and Table 6.6.4.5.5A-3 in the case of non-transmitted channels between transmitted channels.
Table 6.6.4.5.5A-3: Medium Range BS operating band unwanted emission limits for one non-transmitted channel for 60 MHz and 80MHz channel bandwidth for band n46 and n96
	Frequency offset of measurement filter ‑3dB point, ΔfBE_offset
	Frequency offset of measurement filter centre frequency, f_BE_offset
	Basic limits
	Measurement bandwidth 

	0 MHz  fBE_offset < 1 MHz
	0.05 MHz  f_BE_offset < 1.05 MHz
	
	100 kHz

	1 MHz  fBE_offset < 10 MHz
	1.05 MHz  f_BE_offset < 10.05 MHz
	
	100 kHz

	10 MHz  fBE_offset < 19 MHz
	10.05 MHz  f_BE offset < 19.05 MHz
	
	100 kHz

	19 MHz  fBE_offset < 19.9 MHz
	19.05 MHz  f_BE_offset < 19.95 MHz
	
	100 kHz



Table 6.6.4.5.5A-4: Medium Range BS and Local Area BS operating band unwanted emission limits for two non-transmitted channels of 80 MHz channel bandwidth for band n46 and n96
	Frequency offset of measurement filter ‑3dB point, fBE_offset
	Frequency offset of measurement filter centre frequency, f_BE_offset
	Basic limits
	Measurement bandwidth 

	0 MHz  fBE_offset < 1 MHz
	0.05 MHz  f_BE_offset < 1.05 MHz
	

	100 kHz

	1 MHz  fBE_offset <10 MHz
	1.05 MHz  f_BE_offset < 10.05 MHz
	

	100 kHz

	10 MHz  fBE_offset <30 MHz
	10.05 MHz  f_BE offset < 30.05 MHz
	
	100 kHz

	30 MHz  fBE_offset < 39 MHz
	30.05 MHz  f_BE_offset < 39.05 MHz
	

	100 kHz

	39 MHz  fBE_offset < 39.9 MHz
	39.05 MHz  f_BE_offset < 39.95 MHz
	
	100 kHz



In the case of non-transmitted 20 MHz channel(s) on the edges of an assigned NR-U channel bandwidth the general spectrum emission mask specified in Table 6.6.4.5.5A-2 is applied to the remaining transmitted channels to form an additional spectrum emission mask. The additional spectrum emission mask is applied to the total bandwidth of the remaining transmitted channels. 
The additional spectrum emission mask is floored a t . 
The relative power of any BS emission shall not exceed the most stringent levels given by the initial general spectrum emission mask with full channel bandwidth and the additional spectrum emission mask with the channel bandwidth of the transmitted channels in the case of non-transmitted channels at the edge of an assigned NR-U channel bandwidth. 


<End of proposed changes>

