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[bookmark: OLE_LINK6][bookmark: OLE_LINK7]<<Start of Change>>
[bookmark: _Toc21345667][bookmark: _Toc29806516][bookmark: _Toc37256049][bookmark: _Toc37256390][bookmark: _Toc45890223][bookmark: _Toc52382048][bookmark: _Toc61375147][bookmark: _Toc67936500][bookmark: _Toc67937373][bookmark: _Toc76452609][bookmark: _Toc76630452][bookmark: _Toc83743012][bookmark: _Toc83887126][bookmark: _Toc83887927][bookmark: _Toc90588768]7.6B.3.1	Intra-band contiguous EN-DC in FR1
Intra-band contiguous EN-DC out-of-band requirement and parameters are defined in Table 7.6B.3.1-1.
Table 7.6B.3.1-1: Out-of-band blocking
	EN-DC Aggregated Bandwidth, MHz
	≤100
	>100, ≤120
	>120, ≤140
	>140, ≤160

	Pw in Transmission Bandwidth Configuration, perCC, dBm
	REFSENS + Aggregated BW specific value below

	
	9

	NOTE 1:	Interferer values and offsets are specified from Table 7.6.2.1A-2 in TS 36.101 [4]. For inter‑band combinations where the intra‑band requirements are applicable, in which the E-UTRA band is a subset of an NR‑only band, the NR band interferer values and offsets specified from Table 7.6A.3-2 in TS 38.101-1 [2] apply to both E-UTRA and NR carriers.
NOTE 2:	For NR carrier, the transmitter shall be set to 4dB below PCMAX_L,f,c,NR at the minimum uplink configuration specified in Table 7.3.2-3 [2] with PCMAX_L,f,c,NR as defined in clause 6.2B.4.
NOTE 3:	For E-UTRA carrier, the transmitter shall be set to 4dB below PCMAX_L_E-UTRA,c at the minimum uplink configuration specified in Table 7.3.1-2 [4] with PCMAX_L_E-UTRA,c as defined in clause 6.2B.4 for single carrier.



For Table .1A-2 from TS 36.101 [4] in frequency range 1, 2 and 3, up to exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size. For these exceptions the requirements of subclause 7.7B.1 Spurious response are applicable.
<<End of Change>>
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