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	Reason for change:
	In RAN4 #101bis-e meeting, the structure for R17 unified TCI state switching requirements was agreed in the way forward [R4-2202666], and the known conditions need to be specified for downlink TCI state switching delay and uplink TCI state switching delay respectively.


	
	

	Summary of change:
	· To introduce the known conditions of downlink TCI state switching delay for unified TCI in R17.
· To introduce the known conditions of uplink TCI state switching delay for unified TCI in R17.


	
	

	Consequences if not approved:
	The known conditions requirements are missing for both downlink TCI state switching delay and uplink TCI state switching delay in R17.
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<Start of change 1>
8.15.2	Known conditions for downlink TCI state
The downlink TCI state is known if the following conditions are met:
-	During the period from the last transmission of the RS resource used for the L1-RSRP measurement reporting for the target downlink TCI state to the completion of active downlink TCI state switch, where the RS resource for L1-RSRP measurement is the RS in target downlink TCI state or QCLed to the target downlink TCI state
-	Downlink TCI state switch command is received within 1280 ms upon the last transmission of the RS resource for beam reporting or measurement
-	The UE has sent at least 1 L1-RSRP report for the target downlink TCI state before the downlink TCI state switch command
-	The target downlink TCI state remains detectable during the downlink TCI state switching period
-	The SSB associated with the downlink TCI state remain detectable during the downlink TCI switching period
-	SNR of the downlink TCI state ≥ -3dB
-	The SSB can be associated with either the serving cell PCI or a PCI different from serving cell PCI.
Otherwise, the downlink TCI state is unknown.
<End of change 1>

<Start of change 2>
8.16.2	Known conditions for uplink TCI state
The uplink TCI state is known if the following conditions are met:
-	During the period from the last transmission of the RS resource used for the L1-RSRP measurement reporting for the target uplink TCI state to the completion of active uplink TCI state switch, where the RS resource for L1-RSRP measurement is the RS in target uplink TCI state or QCLed to the target uplink TCI state
-	Uplink TCI state switch command is received within 1280 ms upon the last transmission of the RS resource for beam reporting or measurement
-	The UE has sent at least 1 L1-RSRP report for the target uplink TCI state before the uplink TCI state switch command
-	The target uplink TCI state remains detectable during the uplink TCI state switching period
-	The SSB associated with the uplink TCI state remain detectable during the uplink TCI switching period
-	SNR of the uplink TCI state ≥ -3dB
-	The SSB can be associated with either the serving cell PCI or a PCI different from serving cell PCI.
Otherwise, the downlink TCI state is unknown.
<End of change 2>

