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5.5.1	Introduction
This clause contains requirements for UE capable of performing NR positioning measurements defined in TS 38.215 [4], including RSTD, PRS-RSRP, UE Rx-Tx time difference and PRS-RSRPP, in RRC_INACTIVE state.
For RSTD, PRS-RSRP UE Rx-Tx time difference and PRS-RSRPP measurements, the requirements in clauses 5.5.2, 5.5.3 5.5.4 and 5.5.4 apply provided:
-	UE stays in RRC_INACTIVE state during the measurement period, and 
-	no cell reselection occurs during the measurement period, and 
-	PRS resources are not overlapped with other DL signals/channels.
If a PRS resource is within the intitial DL BWP, the PRS resource overlap with other DL signals/channels when any other DL signals/channel occurs within the PRS resource. 
If a PRS resource is outside the intitial DL BWP, the PRS resource overlap with other DL signals/channels when any of the following conditions is met:
-	any other DL signals/channel occurs within the PRS resource, or 
-	any other signals/channel occurs within [0.5ms] before the PRS resource, or
-	any other signals/channel occurs within [0.5ms] after the PRS resource.
All measurement requirements specified in clause 5.5.2, 5.5.3 5.5.4 and 5.5.4 shall apply for any DRX configuration specified in TS 38.331 [2].
UE is not required to perform additional SSB measurement for the SSB configured as QCL source of PRS resources.
When UE is configured with measurement for more than one positioning requests, the measurement period for each request may be longer than measurement period when UE is configured with measurement for single positioning request.
Editor’s Note: FFS on the applicability of requirements w.r.t. measurement window in RRC_INACTIVE.
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