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1	Introduction
An WF [1] has been approved to carrier out all the agreements achieved during the last RAN4 meeting’s discussion. However, whether to have PDCCH and PBCH requirement is left for further discussion. 
In this contribution, we shared our views on those open issues and gave our proposals after the discussion.
2	Discussion
As for PBCH, we think related demodulation performance is worthy to be checked to make sure the MIB acquisition by NTN UE receiver, since the correct receiving and decoding the PBCH can make sure the right ephemeris acquisition.
Meanwhile, since the channel model (NTN-TDL-A/B/C/D) is different for all down link channels in comparison to Rel-15 demodulation performance requirement, new demodulation requirement for PBCH needs to be considered for NTN. 
Observation 1: PBCH requirement is important for NTN to make sure the right ephemeris acquisition.
Proposal 1: New demodulation requirement for PBCH needs to be considered for NTN. The detailed assumptions need further discussion.
Proposal 2: New demodulation requirement for PDCCH can be deprioritized.
3	Summary
In this contribution, we discussed some of the open issues for UE demodulation for NTN. Our proposals can be summarized as follows:
Observation 1: PBCH requirement is important for NTN to make sure the right ephemeris acquisition.
Proposal 1: New demodulation requirement for PBCH needs to be considered for NTN. The detailed assumptions need further discussion.
Proposal 2: New demodulation requirement for PDCCH can be deprioritized.
References
[1]        R4-2203042: WF on general and NTN UE demodulation requirements, Qualcomm Incorporated

