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1	Introduction
The work split for the CRs was agreed at last meeting [1] and it has FFSs. In this updated work split table, those are revised and volunteering company is assigned to remaining sections. 
Section numbering to be updated during the meeting based on the company’s draft CRs.
2	Work split
2.1	TS 38.133
	Section
	Section for RedCap requirements
	Volunteering company

	3. Definitions, symbols and abbreviations
	3.1 Definitions,
3.2 Symbols,
3.3 Abbreviations
	Vivo


	
	3.5 Frequency bands grouping
	

	
	3.6 Applicability of requirements in this specification version
	

	4. IDLE state mobility
	4.2B.2.1x UE measurement capability
	Ericsson

	
	4.2B.2.2x Measurement and evaluation of serving cell
	

	
	4.2B.2.3x Measurements of intra-frequency NR cells

	

	
	4.2B.2.4 Measurements of inter-frequency NR cells
	

	
	4.2B.2.5 Measurements of inter-RAT E-UTRAN cells
	

	
	4.2B.2.6 Maximum interruption in paging reception
	

	
	4.2B.2.7  General requirements
	

	
	4.2B.2.8     Minimum requirement at transitions
	

	
	4.2B.2.9     Measurements of intra-frequency NR cells for UE configured with relaxed measurement criterion
4.2B.2.10   Measurements of inter-frequency NR cells for UE configured with relaxed measurement criterion
4.2B.2.11   Measurements of inter-RAT E-UTRAN cells for UE configured with relaxed measurement criterion
	

	5. INACTIVE state mobility
	5.1B.2.1 UE measurement capability
	Oppo

	
	5.1B.2.2 Measurement and evaluation of serving cell
	Huawei

	
	5.1B.2.3 Measurements of intra-frequency NR cells

	Huawei

	
	5.1B.2.4 Measurements of inter-frequency NR cells
	Huawei

	
	5.1B.2.5 Measurements of inter-RAT E-UTRAN cells
	Oppo

	
	5.1B.2.6 Maximum interruption in paging reception
	vivo

	
	4.2B.2.7  General requirements
	Ericsson

	
	4.2B.2.8     Minimum requirement at transitions
	

	
	4.2B.2.9     Measurements of intra-frequency NR cells for UE configured with relaxed measurement criterion
4.2B.2.10   Measurements of inter-frequency NR cells for UE configured with relaxed measurement criterion
4.2B.2.11   Measurements of inter-RAT E-UTRAN cells for UE configured with relaxed measurement criterion
	

	
	Small data transmission for RedCap
	Company X

	6. CONNECTED state mobility
	6.1C Handover
	Huawei

	
	6.2.1B RRC re-establishment
6.2.2B Random Access
	Huawei

	
	6.2.3A RRC Connection Release with Redirection
	Huawei

	7. Timing
	7.1A UE transmit timing
7.2A UE timer accuracy
7.3A Timing Advance
	Xiaomi

	
	7.4 Cell phase synchronization accuracy
	No change

	
	7.5 Maximum Transmission Timing Difference
	N/A

	
	7.6 Maximum Receive Timing Difference
	N/A

	
	7.7 deriveSSB-IndexFromCell tolerance
	FFS

	8. Signalling characteristics
	8.1B Radio Link Monitoring
	MediaTek

	
	8.2A Interruption
	N/A

	
	8.3 SCell Activation and Deactivation Delay
	N/A

	
	8.4A UE UL carrier RRC reconfiguration delay
	N/A

	
	8.5B Link Recovery Procedures
	Vivo

	
	8.6A Active BWP switch delay
	CMCC

	
	8.8 NE-DC: E-UTRAN PSCell Addition and Release Delay
	N/A

	
	8.9 NR-DC: PSCell Addition and Release Delay
	N/A

	
	8.10B Active TCI state switching delay
	CMCC

	
	8.11 PSCell Change
	N/A

	
	8.12A Uplink spatial relation switch delay
	FFS

	
	8.13A UE-specific CBW change
	CMCC

	9. Measurement Procedure
	9.1A General measurement requirement
 9.2B NR intra-frequency measurements
	MediaTek

	
	9.3B NR inter-frequency measurements
9.4A Inter-RAT measurements
	MediaTek

	
	9.5B L1-RSRP measurements for Reporting
	Nokia

	
	9.6 NE-DC: Measurements
	N/A

	
	9.7 Cross Link Interference measurements
	FFS

	
	9.8 L1-SINR measurements for Reporting
	FFS

	
	9.9 NR measurements for positioning
	N/A

	
	9.10 CSI-RS based L3 measurements
	N/A

	
	9.11A NR measurements with autonomous gaps
	Nokia

	
	9.X CONNECTED mode measurement relaxation
	FFS


	10. Measurement Performance requirements
	10.1 NR measurements

	To be discussed in performance part

	12. V2X Requirements
	V2X Requirements
	N/A




4.2	TS 36.133
	Section
	Type of requirements
	Volunteering company

	4. E-UTRAN RRC_IDLE state mobility
	4.1 Cell Selection
	N/A

	
	4.2 Cell Re-selection
//new subsections to be created
	Ericsson

	
	4.6 Cell Selection and Re-selection Requirements for UE category NB1
	N/A

	
	4.7 Cell Selection and Re-selection Requirements for UE category M1
	N/A

	4A	E-UTRAN RRC_INACTIVE state mobility
	4A.1.2.9	Measurements of inter-RAT NR cells for RedCap
4A.1.2.8	UE measurement capability for RedCap
	Ericsson

	5. E-UTRAN RRC_CONNECTED state mobility
	5.3 Handover to other RATs
	Huawei

	
	
	

	
	5.5 E-UTRAN Handover for Cat-M1 UEs

	N/A

	6. RRC Connection Mobility Control
	6.3 RRC Connection Release with Redirection
//new subsections to be created
	Ericsson

	
	6.8 RRC Connection Release with Redirection for Cat-M1 UEs
	N/A

	
	6.9 RRC Connection Redirection to Non-anchor Carrier in NB-IoT
	N/A

	8. UE Measurements Procedures in RRC_CONNECTED State
	General sections, e.g. gap applicability,  
Inter-RAT measurements to RedCap
//new subsections to be created
	Ericsson

	10. Measurements Performance Requirements for E-UTRAN
	
	To be discussed in performance part
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