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	Reason for change:
	In 9.10.1, one of the side conditions is

- the number of CSI-RS resources in any duration that equals to the length of a slot is no larger than UE capability maxNumberCSI-RS-RRM-RS-SINR.

It is unclear how the length of slot is defined when CSI-RS to be measured are with mixed numerologies.
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Start of Change
[bookmark: _Toc383690989]9.10	CSI-RS based L3 measurements
9.10.1	Introduction
This clause contains general requirements on the UE regarding CSI-RS based measurement reporting in RRC_CONNECTED state. The requirements are split in intra-frequency and inter-frequency measurements requirements.  
The requirements in this clause apply, provided:
-	Only one MO is configured per CSI-RS frequency layer, and
-	all CSI-RS resources in the same MO are configured with the same csi-rs-MeasurementBW, and
-	associatedSSB is configured in CSI-RS-Resource-Mobility and detectable, and
-	all CSI-RS resources in the same MO are configured with the same periodicity, and-	the associated SSB is QCLed with the corresponding CSI-RS resources in FR2, and
-	the number of CSI-RS resources in any duration that equals to the length of a slot is no larger than UE capability maxNumberCSI-RS-RRM-RS-SINR.
· When there are mixed numerologies, the length of a slot is defined based on the smallest SCS
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