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>>>>>Start of Change 1<<<<<
8.1.1.1	Introduction for Relaxed Radio Link Monitoring
For the UE supports [connected mode power saving] and configured with dedicated signaling [TBD]: 
· when the UE is not performing intra-band carrier aggregation configured with CSI-RS based RLM and CSI-RS based BFD on SCell, and	
Editors note: the below case when UE is fulfilled with good serving cell quality is to be confirmed during the meeting.
· [UE has fulfilled good serving cell quality criterion defined in [TBD]],
· UE is also configured with low mobility criterion defined in [TBD] and UE has fulfilled both good serving cell quality criterion defined in [TBD] and low mobility criterion defined in [TBD]. 

· when the UE is performing intra-band carrier aggregation configured with CSI-RS based RLM and CSI-RS based BFD on SCell, and
Editors note: the below case when UE is fulfilled with good serving cell quality is to be confirmed during the meeting.
· [UE has fulfilled good serving cell quality criterion defined in [TBD] for CSI-RS based RLM on SpCell and for CSI-RS based BFD on serving cell, or] 
· the UE is configured with low mobility criterion defined in [TBD], and UE has fulfilled both good serving cell quality criterion defined in [TBD] and low mobility criterion defined in [TBD] for CSI-RS based RLM on SpCell and for CSI-RS based BFD on a serving cell.

The UE is allowed to apply the relaxed requirements defined in clause 8.1.2.[4] for SSB based radio link monitoring and the relaxed requirements defined in clause 8.1.3.[4] for CSI-RS based radio link monitoring; otherwise, UE shall apply the requirements defined in clause 8.1.2.2 for SSB based radio link monitoring and the requirements defined in clause 8.1.3.2 for CSI-RS based radio link monitoring.
The UE is not allowed to apply the relaxed radio link monitoring provided that at least one of the following conditions is met: 
· The UE sends out-of sync indications to the higher layers,
· The UE has triggered T310 timer

>>>>>End of Change 1<<<<<

