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Background
During RAN#101bis-e meeting, WF [1] on general and NTN UE demodulation requirements was approved. In this contribution, we share our views about NTN UE PDCCH and PBCH demodulation requirements.
Discussion
	· FFS on whether to define new requirements for PBCH and PDCCH



In RAN#94, it is agreed that a new specification TS 38.101-5 is created to capture NTN performance requirements and the new TS should refer to 38.101-4 where relevant and suitable to avoid duplication. In addition, as per RF agreements, RAN4 follow the assumption that NTN handheld User Equipment has both TN and NTN functionalities for FR1 in Rel-17 NTN WI from RAN4 requirements perspective. From our understanding, A UE supporting NTN feature need to meet both performance requirements defined in TS 38.101-4 and TS 38.101-5. However, we don’t see any algorithm changed for receiving PDCCH and PBCH between NTN scenario and legacy TN scenario. From our understanding, we can expect that the NTN PDCCH and PBCH performance can be ensured by the legacy UE performance requirements defined in TS 38.101-4. Therefore, we propose to not define new requirements for PBCH and PDCCH to avoid duplicated testing.
Do not define new requirements for PBCH and PDCCH to avoid duplicated testing.
Proposals
In this contribution, we discuss on UE PDCCH and PBCH demodulation requirements for NTN. Our observations and proposals are:
1. Do not define new requirements for PBCH and PDCCH to avoid duplicated testing.
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