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Background
During RAN4#101bis-e meeting, WF [1] on general and CSI requirement for Rel-17 FeMIMO was approved. In this contribution, we share our views about others UE FeMIMO CSI requirements.
Discussion
Test scope of PMI requirement for inter-cell interference scenario
	· Option 1: Yes 
· Companies evaluate the impact of false PMI reporting on throughput
· RAN4 defines PMI reporting requirement for inter-cell interference scenario
· Option 2: No 
· Option 3: Further evaluation is needed 



For the false PMI issue, from our understanding, it is related to the specific network deployment and can be avoided by configuring non-collision CSI resource for the different cells. In addition, it is not feasible to handle this issue for the legacy Rel-15/16 UE that is already in the market, and new CSI-RS sequence generation solution can be proposed to handle this issue from Rel-18, so we are not sure if there is big necessity to define such cases only for Rel-17 UEs. We are also not sure whether it is within the FeMIMO WI scope, we propose to firstly focus on the RAN1 feature for FeMIMO demodulation requirements definition considering the limitation TU for RAN4 FeMIMO performance part.
Firstly focus on the RAN1 feature for FeMIMO demodulation requirements definition considering the limitation TU for RAN4 FeMIMO performance part.
Proposals
In this contribution, we discuss on others UE CSI requirements for FeMIMO. Our observations and proposals are:
1. Firstly focus on the RAN1 feature for FeMIMO demodulation requirements definition considering the limitation TU for RAN4 FeMIMO performance part.
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